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PRATECA DOKUMENTACIJA ovog Glavnog projekta izgradnje reciklaznog dvori$ta u gradu Slatina,
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REPUBLIKA HRVATSKA

HRVATSKA KOMORA ARHITEKATA
| INZENIERA U GRADITELISTYU

Klase: UP/A-360-31/99-01/315
Utbroj: 314-01-99-1
Zagreb, 13. kolovoza 1999,

Na temelju €lanaka 24. i 50. Zakona o Hrvatskoj komori arhitekata i inZenjera
u graditeljstvu (Narodne novine, broj 47/98), Odbor za upise razreda inZenjera gradevinarstva,
rjedavajuéi po zahtjevu Danka Fundurulje, dipling.grad. iz Zigriba, Vodarska 68, za upis u
Imenik ovlastenih inZenjera gradevinarstva, donio je sljedece

RIESENJE
1. U Imenik ovlaltenih inZenjera gradevinarstva upisuje se DANKO

FUNDURULJA, (JMBG 0702958330027), dipLing.grad. iz Zagreba, pod
rednim brojem 3135, s danom upisa L, lipnja 1999, godine.

2, Upisom u Imenik ovla¥tenih inZenjera gradevinarstva, Danko Fundmulja,
dipling.prad. iz Zagreba, stjefe pravo na uporabu strukovnog naziva
“oyla¥teni inZenjer gradevinarstva” i pravo na obavljanje poslova temeljem
¢lanka 23. Zakona o Hrvatskoj komori arhitekata i inZenjera u graditeljstvn, aw
svezi s Elankom 4, stavkom 1. Statuta Hrvatske komore arhitekata i inZenjera u
graditeljstvu, te ostala prava i duznosti sukladno poschnim propisima.

3. Ovladtenom inZenjeru gradevinarstva izdaje se “inZenjerska iskaznica” i
stjede pravo na uporabu “pecata®.

ObrazloZenje

Danko Fundurulia, dipling.grad. iz Zagreba, podnio je Zahtjev za upis u
Imenik ovladtenih inZenjera gradevinarstva.

PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 8
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Odbor =8 upise razreds in¥enjera gradevinarstva proveo je postupak u povodu
dostavljenog Fahtjeva, to jo temeljem &lanka 24, stavka 2. Zakena o Hrvatskoj komod
arhitelcata 1 infenjera v graditeljstve (Marodne novine, broj 40/99), a u svezi s flarkom 3.
stavkom 4. 1 &lankom 200 Statuta Hrvatske komore achitekata 1 inZenjera v graditeljstva
(Narodne novine, broj 40049, rijefeno kae v izreel,

Upiscm u Imenik ovle$tenih inZenjera gpradevinarstva imenovani stiefe pravo
na izeadun i uporabu pefata, sukladno Elankn 35, Statuta Hrvatske komore arhitekata i
infFenjera u graditeljstvu i na fzdavanje “inZenjerske iskaznice”.

Na temelijn &lanka 141, stavlea 1. todle 1. Zakona o opéem upravom postupku
{Narodne novine, brod 53/91), predmet je rijoien po skradenom postupku,

Pouka o pravnom Lijeku

Protiv ovog Rjefenja #zlba nije dopusiena, ali se moZe pokrenuti upravnd spor
podnofenjem tufbe Uprsvnom sudu Bepublike Hrvatske, u roku 30 dana od primitks ovog
Rjedenja.

Doataviti:

1. Pankn Fundurulji,

Zagreb, Volarska 68,

uz pavrat potvede o izvifenoj dostavi
2. 1 Zhbirku dsprava Komore
3. Pismolhrana Komore

PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4
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Temeljem ¢lanka 70. Zakona o gradnji (“Narodne novine” br. 153/13, 20/17, 39/19, 125/19)
donosi se sljedeéa

IZJAVA O USKLADENOSTI

br. 05/22-5

Za
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MAPA: MAPA 4 — GLAVNI GRADEVINSKI PROJEKT, PROJEKT KONSTRUKCIJE

IPZ Uniprojekt TERRA d.o.0., Zagreb, oZujak, 2023.
Projektant: Danko Fundurulja, dipl.ing.grad., G315

Glavni projekt za izgradnju reciklaznog dvorista u gradu Slatina, ZOP: 05/22, Mapa 4 — Glavni
gradevinski projekt, Projekt konstrukcije, iz oZujka 2023. godine izraden u IPZ Uniprojekt Terra d.o.o.,
Zagreb, Vocarska cesta 68, za potrebe ishodenja Gradevinske dozvole sa svim svojim sastavnim
dijelovima uskladen je sa: uvjetima za gradenje gradevina propisanim prostornim planom, posebnim
uvjetima, uvjetima prikljucenja, zakonskom regulativom te ispunjava temeljne zahtjeve za gradevinu
i uskladen je sa:

e Prostornim planom uredenja grada Slatine (,,Sluzbeni glasnik Grada Slatine” br. 6/2006,
1/15, 11/21)

e Prostornim planom Viroviticko-podravske Zupanije ("Sluzbeni glasnik Viroviti¢ko-podravske
Zupanije” 7A/00, 1/04, 5/07, 1/10, 2/12, 2/13, 3/13, 2/21, 9/21).

Glavni projekt izraden je sukladno zakonskoj regulativi:

e Zakon o prostornom uredenju (NN 153/13, 65/17, 114/18, 39/19, 98/19)

e Zakon o gradnji (NN 153/13, 20/17, 39/19, 125/19)

e Zakon o normizaciji (NN 80/13)

e Zakon o zastiti naradu (NN 71/14, 118/14, 154/14, 94/18, 96/18)

e Zakon o vodama (NN 66/19)

e Zakon o zastiti od pozara (NN 92/10, 114/22)

e Zakon o zastiti okolisa (NN 80/13, 153/13, 78/15, 12/18, 118/18)

e Zakon o zastiti prirode (NN br. 80/13, 15/18, 14/19, 127/19)

e Zakon o zastiti od buke (NN 30/09, 55/13, 153/13 41/16, 114/18, 14/21)

e Zakon o gradevnim proizvodima (NN 76/13, 30/14, 130/17, 39/19, 118/20)
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Zakon o poslovima i djelatnostima prostornog uredenja i gradnje (NN 78/15, 118/18,
110/19)

Zakon gospodarenju s otpadom (NN br. 84/21)

Pravilnik o gospodarenju otpadom (NN br. 106/22)

Pravilnik o katalogu otpada (NN 90/15)

Naputak o glomaznom otpadu (NN 79/15)

Uredba o gospodarenju komunalnim otpadom (NN 50/17, 84/19)

Pravilnik o postupanju s viSkom iskopa koji predstavlja mineralnu sirovinu kod izvodenja
gradevinskih radova (NN 79/14)

Pravilnik o obveznom sadrzaju i opremanju projekata gradevina (NN br.118/19, 65/20)
Pravilnik o jednostavnim gradevinama i radovima (NN br. 112/17, 34/18)

Tehnicki propis za gradevinske konstrukcije (NN br. 17/17)

Pravilnik o odrzavanju cesta (NN br. 90/14. 03/21)

Pravilnik o gospodarenju otpadom (NN br. 106/22)

Pravilnik o odlagalistima (NN 04/2023)

Pravilnik o kontroli projekata (NN br. 32/14, 72/20)

Pravilnik o izdavanju vodopravnih akata (NN br. 02/20, 39/22)

Pravilnik o grani¢nim vrijednostima emisija otpadnih voda (NN br. 80/13, 43/14, 27/15,
03/16)

Pravilnik o tehnickim zahtjevima za gradevine odvodnje otpadnih voda, kao i rokovima
obvezne kontrole ispravnosti gradevina odvodnje i proc¢is¢avanja otpadnih voda (NN br.
03/11)

Pravilnik o nacinima i uvjetima odlaganja otpada, kategorijama i uvjetima rada za
odlagalista otpada (NN 114/15, 103/18, 56/19 )

Pravilnik o katalogu otpada (NN 90/15)

Naputak o glomaznom otpadu (NN 79/15)

Tehnicki propis o gradevnim proizvodima (NN 35/18, 104/19)

Pravilnik o mjerama zastite od pozara kod gradenja (NN 141/11)

Pravilnik o uvjetima za vatrogasne pristupe (NN 35/94, 55/94, 142/03)

Pravilnik o tehnickom pregledu gradevine (NN 46/18, 98/19)

Pravilnik o ocjenjivanju sukladnosti, ispravama o sukladnosti i oznacavanju gradevnih
proizvoda (NN 103/08, 147/09, 87/10, 129/11)

Pravilnik o nadinu utvrdivanja obujma i povrSine gradevina u svrhu obracuna
komunalnog doprinosa (NN 15/19)

Pravilnik o tehni¢kim normativima za temeljenje gradevinskih objekata (SI. list br. 15/90)
Pravilnik o tehnickim normativima za djelovanja nosivih gradevinskih konstrukcija (SI.
list br. 26/88)

Pravilnik o tehni¢kim normativima za projektiranje i izvodenje zavrSnih radova u
gradevinarstvu (Sl. list br. 21/90)

Zakon o preuzimanju Zakona o standardizaciji koji se u Republici Hrvatskoj primjenjuje
kao republicki zakon (NN 53/91)

Zagreb, ozujak, 2023.

Projektant: Danko Fundurulja, dipl.ing.grad., G315
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1. TEHNICKI OPIS

1.1. Uvod

Predmet ovog projekta su proracuni dviju celicnih nadstresnica s armiranobetonskim podnim plo¢ama
u sklopu reciklaznog dvorista u gradu Slatini. Predvidena je izgradnja otvorene nadstresnice za
betonske bokseve za smjestaj razlicitih frakcija materijala te nadstresnice za smjestaj strojeva i opreme,
s tri strane zatvorene.

1.2. NadstresSnica za betonske bokseve

Predvida se izvedba otvorene nadstresnice za smjestaj betonskih montaznih bokseva. Nadstresnica je
pravokutnog tlocrtnog oblika, ukupnih vanjskih dimenzija 6,57 x 24,60 m. Visina gradevine na nizem
dijelu 5,67 m, a na viSem 6,32 m. Krov je jednostresan, nagiba 6°, s pokrovom od trapeznog lima TR40,
t=1,0 mm.

Glavnu nosivu konstrukciju ¢ine okvirni sustavi raspona 6,40 m, postavljeni na osnom razmaku od 4,88
m, a sastoje se od zglobno oslonjenih stupova HEA 180 i precke okvira HEA 200. U uzduZznom smjeru
hale, okviri su, radi lak§e montaze, dodatno povezani uzduznim gredama HEA 100.

Sekundarni nosaci predvideni su od profila HEA 100, postavljenih na osnom razmaku od 2,04 m.

U svakoj zabatnoj ravnini predviden je po jedan pendl stup od pravokutnog cijevnog
toplodogotovljenog profila 150x100x4 na polovini raspona okvira. Za vertikalnu poprecnu stabilizaciju
postavljaju se vjetrovni spregovi od okruglih cijevnih profila ® 76,1 x 4 mm u straZnjim poljima zabatnih
ravnina.

U straznjoj uzduznoj ravnini predvideni su uzduZni vertikalni vjetrovni spregovi od okruglih cijevnih
profila @ 76,1 x 4 mm u dva rubna te u srednjem polju straznje uzduzne ravnine.

U krovnoj ravnini postavljena su tri poprecna veza od okruglih cijevnih profila ® 76,1 x 4 mm. Dva su
postavljena unutar krajnjih polja izmedu precki glavnih nosivih okvira te jedan na isti nacin na sredini
krovne ravnine.

Svi Celi¢ni elementi izradeni su od Celika klase S235.

Celi¢na konstrukcija se temelji na armiranobetonskoj temeljnoj plo¢i promjenjive debljine, od 30 do 44
c¢m, odnosno ploca se izvodi s ugradenim padom od 2% prema prednjoj strani nadstresnice. Temeljna
plo¢a ojacana je temeljnim gredama popre¢nog presjeka b/h=60/70 cm na mjestu gdje je ploca
debljine 30 cm, odnosno b/h=60/84 na mjestu gdje je ploca debljine 44 cm. Ploca se armira na nacin
da se armatura postavlja horizontalno u dvije zone u plo¢i debljine 30 cm, a dodatno se iznad gornje
zone betonira beton za postizanje popre¢nog pada od 2%. Klasa betona plo¢e i greda je C30/37. Zastitni
sloj betona je 40 mm.

Temelje je potrebno osloniti na zbijeno tlo nosivosti minimalno 300 kN/m?. Plo¢a i grede postavljaju se
na sloj od mehanicki zbijenog drobljenog kamenog materijala (0-63mm) minimalne debljine sloja 30
cm iznad kojeg se postavlja sloj podloznog betona klase C12/15 minimalne debljine 5 cm. Prije
polaganja podloznog betona ispod temelja potrebno je traZiti odobrenje projektanta konstrukcije i
nadzornog inZenjera zapisano u gradevinski dnevnik.
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1.3. NadstreSnica za opremu

Predvida se izvedba nadstresnice za smjestaj opreme. NadstresSnica je pravokutnog tlocrtnog oblika,
ukupnih vanjskih dimenzija 8,80 x 10,09 m. Visina gradevine je 6,60 m. Krov je dvostresan, nagiba 15°,
s pokrovom od trapeznog lima TR40, t=1,0mm. Nadstresnica je s 3 strane zatvorena trapeznim limom
TR40, t=1,0mm.

Glavnu nosivu konstrukciju ¢ine okvirni sustavi raspona 9,80 m, postavljeni na osnom razmaku od 4,25
m, a sastoje se od zglobno oslonjenih stupova profila HEA 220 i te precki okvira profila HEA 200.

Sekundarni nosaci predvideni su od profila HEA 100, postavljenih na osnom razmaku od 1,61 m.

U straznjoj zabatnoj ravnini predvidena je montaza pendl stupa od pravokutnog cijevnog
toplodogotovljenog profila 150x100x4 na polovini raspona okvira. Za vertikalnu poprecnu stabilizaciju
postavljaju se vjetrovni spregovi od okruglih cijevnih profila ® 88,9 x 4 mm u jednom od polja straznje
zabatne ravnine.

U bo¢nim uzduZnim ravninama predvideni su uzduZni vertikalni vjetrovni spregovi od okruglih cijevnih
profila @ 88,9 x 4 mm u straznjim poljima bocnih ravnina.

U krovnim ravninama postavljen je poprecni vez od okruglih cijevnih profila ® 88,9 x 4 mm izmedu
precki glavnih okvira unutar straznjih polja krovnih ravnina.

Predvida se ugradnja podkonstrukcije za montazu zidnih panela od trapeznog lima koja se sastoji od
horizontalnih pravokutnih cijevnih toplodogotovljenih profila 100x60x4 mm postavljenih u 3 razine po
visini, na sva 3 procelja koja se planiraju zatvoriti cijelom povrsinom (straznje procelje te oba boc¢na
procelja). Na prednjem procelju je predvideno zatvaranje samo krovnog zabata, za $to je predvidena
podkonstrukcija od jednog horizontalnog pravokutnog cijevnog toplodogotovljenog profila 100x60x4
mm, te triju vertikalnih pravokutnih cijevnih toplodogotovijenih profila 60x60x3, koji spajaju
horizontalni dio podkonstrukcije s preckama glavnog nosivog okvira nadstresnice.

Svi Celi¢ni elementi izradeni su od cCelika klase S235.

Celi¢na konstrukcija se temelji na armiranobetonskoj temeljnoj plo¢i debljine 30 cm. Temeljna ploca
ojacana je temeljnim gredama poprecnog presjeka b/h=60/70 cm. Klasa betona ploce i greda je
C30/37. Zastitni sloj betona je 40 mm.

Temelje je potrebno osloniti na zbijeno tlo nosivosti minimalno 300 kN/m?. Plo&a i grede postavljaju se
na sloj od mehanicki zbijenog drobljenog kamenog materijala (0-63mm) minimalne debljine sloja 30
cm iznad kojeg se postavlja sloj podloZnog betona klase C12/15 minimalne debljine 5 cm. Prije
polaganja podloznog betona ispod temelja potrebno je traZiti odobrenje projektanta konstrukcije i
nadzornog inZenjera zapisano u gradevinski dnevnik.

Zagreb, ozujak, 2023.
Projektant: Danko Fundurulja, dipl.ing.grad., G315
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2. PODACI O PREDVIDENIM DJELOVANIJIMA | UTIECAJIMA

Nosiva konstrukcija predmetnih gradevina proracunava se po metodi grani¢nih stanja, a prema EC1,
EC2 i EC8. Proracun se vrsi za sljedeca osnovna djelovanja:

GO - stalno djelovanje predstavlja vlastita teZina nosive konstrukcije (ab ploce, grede i zidovi) te se
uzima kao vremenski nepromjenljivo. lzracun vrijednosti stalnog djelovanja, odnosno vlastite teZzine
pojedinih elemenata konstrukcije, proracunava se na temelju prostornih tezina i nazivnih dimenzija
elementa.

G1 - nepomicno djelovanje predstavlja vlastita teZina svih nenosivih dijelova zgrade koji se ne
mijenjaju u vijeku eksploatacije gradevine (slojevi na medukatnim konstrukcijama, ravhom krovu i
ostalo stalno optereéenje).

Q1, QS —uporabno djelovanje je mjerodavno za dimenzioniranje ab elemenata konstrukcije za korisno
opterecéenje. Promjenljivo djelovanje Q1 se uzima kao jednoliko raspodijeljeno optereéenje, iznos ovisi
0 namjeni pojedine prostorije. Kombinira se s djelovanjima GO i G1. Uporabno djelovanje QS odgovara
pokretnom opterecenju u slucaju seizmickog djelovanja. Kombinira se s djelovanjem GO, G1, Sxi Sy.

SX, Sy- djelovanje potresa. Djelovanje potresa Sx odgovora djelovanju potresa u globalnom smjeru X.
Kombinira se s djelovanjima GO, G1, i QS. Opterecenje Sy odgovara djelovanju potresa u globalnom
smjeru Y. Kombinira se s djelovanjima GO, G1 i Qs. Za proracun konstrukcija koje su predmet ovog
projekta, mjerodavno horizontalno djelovanje je vjetar te se stoga djelovanje potresa nece razmatrati.

W - djelovanje vjetra racuna se za konstrukciju u cjelini, te usporeduje s ukupnom horizontalnom silom
usljed djelovanja vjetra. Za zemljopisno podrucje predmetnih konstrukcija ocitana je vjetrovna zona
koja definira parametre iz normi potrebne za izracun vjetrovnog djelovanja. Ova osnovna djelovanja
prikazuju se u [kN/m?].

Zagreb, ozujak, 2023.
Projektant: Danko Fundurulja, dipl.ing.grad., G315
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3. GRANICNA STANJA | KOMBINACIJE DJELOVANJA

3.1. Granicno stanje nosivosti (GSN)

Grani¢no stanje nosivosti (GSN) vezano je uz rusenje ili druge oblike otkazivanja konstrukcije,
predstavlja nosivost konstrukcije s prelaganjem naprezanja i eventualnim mogucim plastificiranjem u
presjeku, obuhvacaju sigurnost konstrukcije i njenih dijelova te sigurnost ljudi, odnose se na stalne,
povremene ili izvanredne proracunske situacije.

Dokazivanje grani¢nog stanja nosivosti (GSN) provodi se na statickom modelu za razli¢ita projektna
stanja i razli¢ite sluCajeve opterecenja te se dokazuje izraz:

Ed <Rd

Ed — proracunska vrijednost ucinka djelovanja

Rd — proradunska vrijednost odgovarajuée otpornosti:

Kombinacije opterecenja za grani¢no stanje nosivosti (GSN):

- Stalneili prolazne proracunske situacije (za provjeru GSN koja su razli¢ita od onih koja se odnose

na zamor):

Yie1(¥ej  Grj) +vo  Qua + Xis1 (o - WoiQui) + vp - Px

Yis1(Ye " Grj) +¥o Wor - Qua+ Xis1(Yo " WoiQui) + vp - Pr
Yi21(& v Grj) + Vo Qra + Xis1(Yo " WoiQui) + vp - Pr

- lzvanredne proracunske situacije:

Z(VGA,j ' Gk,j) + P Qka t+ Z(qu,i . Qk,i) + Ag +vpa Pr

J

- Seizmicka proracunska situacija:

i>1

Z(Gk,j) + V1 Aga + Z(lpz,i “Qui) + Pr

=1

i1

3.2. Granicno stanje uporabivosti (GSU)

Granicno stanje uporabivosti (GSU) odgovara stanjima izvan kojih zahtjevi na uporabu konstrukcije ili
konstrukcijskog elementa vise nisu zadovoljeni. GSU obuhvaéaju: odrzavanje konstrukcije u elasticnom
podrucju, funkcionalnost konstrukcije ili dijelova iste, udobnost ljudi i vanjski izgled konstrukcije.

Dokazivanje grani¢nog stanja uporabivosti (GSU) provodi se na statickom modelu za razli¢ita projektna
stanja i razliCite sluCajeve opterecenja te se dokazuje izraz:
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Ed<Cd

Ed — proracunska vrijednost ucinka djelovanja za kriterij uporabivosti

Cd — granic¢na proracunska vrijednost bitnog kriterija uporabljivosti

Kombinacije opterecenja za grani¢no stanje uporabivosti (GSU):

- Karakteristi¢na kombinacija:

- Cesta kombinacija:

Sa = Sa Z Grj+ Qk1 +
j

Sa = Sq Z Grj+ Wy Q1+
Jj

- Nazovi-stalna kombinacija:

i>1

i>1

Z(wo,i Qi) + Pr

Z(ll!z,i Qi) + Pr

Sa =SalX; Gk + Xis1(W2i - Qui) + Pl

Tablica 3. Preporucene vrijednosti parcijalnih koeficijenata:

Slucaj grani¢nog stanja

Vrsta djelovanja

. - djelovanje .
nosivosti Stalno \5 Promjenjivo  Ya
Gubitak staticke nepovoljno 1,10 1,5
ravnoteze; ¢vrstoca
materijala ili tla je povoljno 0,90 0,0
nevazna
Slom konstrukcije ili nepovoljno 1,35 1,5
elementa konstrukcije,
ukljuéujuéi temelje,
. L . 0,0
pilote, temeljne zidove povoljno 1,0
itd. uvjetovano
¢vrsto¢om materijala
nepovoljno 1,0 1,3
Slom u tlu -
povoljno 1,0 0,0
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Tablica 4. Koeficijenti kombinacije za redukciju promjenjivih djelovanja:

Promjenljivo djelovanje Za vrijednost u Za Cestu kombinaciju Y Za nazovistalnu
Jend ! | kombinaciji o Ju B vrijednost >
Uporabna optereéenja u
zgradama 0’7 0’5 0’3
Stambene prostorije 07 05 03
Uredi 0,7 0,7 0,6
Prostori za vece skupove
ljudi
Trgovine 0,7 0,7 0,6
Skladigta 1,0 0,9 0,8
Uporabna optereéenja u
zgradama
7 7

TeZine vozila < 30kN 8'7 8'5 8'2
Tezine vozila £ 120kN ’ ’ ’
Krovovi 0,0 0,0 0,0
Opt Cenje vjet

pterecenje vjetrom na 0,6 0,5 0,0
zgrade
Opterecenje snijegom 0,6 0,2 0,0
Tervnperatura ( ne i 0,6 0,5 0,0
pozar) u zgradama

Zagreb, ozujak, 2023.
Projektant: Danko Fundurulja, dipl.ing.grad., G315
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4. PROJEKTIRANI UPORABNI VIJEK GRADEVINE | UVJETI ZA ODRZAVANJE

GRADEVINE

Sukladno HRN EN 1991-1 ovisno o vrsti konstrukcije razlikuju se cetiri razreda sa razlicitim
proracunskim uporabnim vijekom prema sljedecoj tablici:

Tablica 1. Razredba proracunskoga uporabnog vijeka (prema HRN EN 1991-1)

Razred Zahtijevani proracunski Primier
azre uporabni vijek [godine] imje
1 1-5 Privremene konstrukcije
2 75 Zamjenijivi dijelovi konstrukcije, npr. grede pokretnih
kranova, lezajevi
3 50 Konstrukcije zgrada ili druge uobicajene konstrukcije
4 100 Monumentalne gradevine, mostovi i druge inZenjerske
konstrukcije

Suglasno ovoj normi konstrukciju gradevine, koja je predmetom projektiranja, treba svrstati u tredi
razred, Sto znaci da je zahtijevani proracunski uporabni vijek predmetnih Celi¢nih konstrukcija je 50

godina.

Investitor ili korisnik gradevine duzan je voditi brigu o stabilnosti konstrukcije za vrijeme koristenja

gradevine i provoditi sljedece:

svake godine obaviti redovni pregled

svakih deset godina obaviti glavni pregled

izraditi program odrzavanja celi¢ne konstrukcije

voditi evidenciju o Celi¢noj konstrukciji u knjizi (servisne knjige) celi¢ne konstrukcije

provoditi radove obnove ili sanacije Celicne konstrukcije utvrdene pregledima prema zakonima i

propisima.

Zagreb, ozujak, 2023.
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5. TRAJNOST I ZASTITNI SLOJ BETONA

Trajna konstrukcija mora ispuniti zahtjeve uporabljivosti, nosivosti i stabilnosti tijekom svog
proracunskog uporabnog vijeka bez bitnog gubitka uporabnih svojstava ili prekomjernog
nepredvidenog odrzavanja .

Mora se ustanoviti zahtjevana zasStita konstrukcije uzimaju¢i u obzir njezinu predvidenu upotrebu,
proracunski uporabni vijek, program odrzavanja i djelovanja. U obzir se moraju uzeti moguce znaéenje
izravnih i neizravnih djelovanja, uvjeti okolisa i posljedi¢ni ucinci. Zastita od korozije ¢elika za armiranje
ovisi 0 gustodi, kvaliteti i debljini zastitnog sloja i raspucavanju. Gustoca zastitnog sloja i kvaliteta
postizu se kontrolom najveéeg vodocementnog omjera i najmanjeg sadrzaja cementa, a smije biti u
vezi s najmanjim razredom cvrstoce betona.

Uvjeti izloZzenosti jesu kemijski i fizikalni uvjeti kojima je konstrukcija izloZzena dodatno, uz mehanicka
djelovanja. Uvjeti okoliSa svrstani su u razrede u skladu s tablicom, na temelju norme EN 206-1. Osim
uvjeta iz tablice, u obzir treba uzeti narocite oblike agresivnog ili neizravnog djelovanja ukljucivsi:
- kemijsko djelovanje koje potjece od:

upotrebe zgrade ili konstrukcije (skladistenje tekucina..)

otopine kiselina ili sulfatnih soli

klorida sadrzanih u betonu

alkalno-agregatne reakcije

- fizikalno djelovanje koje potjece od:
promjene temperature
abrazije
prodora vode

Tablica 5. Razredi izloZenosti u odnosu na uvjete okolisa u skladu s normom EN 206-1 i HRN EN 1128

Oznaka

razreda Opis okolisa Informativni primjeri moguce pojave razreda izloZenosti

1 Nema rizika od korozije

Za beton bez armature ili
ugradenog metala; sve
izloZzenosti osim onih u kojima
postoji

X0 zamrzavanje/odmrzavanje, Beton unutar zgrada s vrlo malom vlaznosti zraka
abrazija ili kemijska agresivnost

Za beton s armaturom ili
ugradenim metalom, vrlo suho

2 Korozija uzokovana karbonatizacijom

Beton unutar zgrada s malom vlaznosc¢u zraka

Beton stalno uronjen u vodu

Povrsine betona izloZzene dugotrajnom kontaktu s vodom
Mnogi temelji

Beton unutar zgrada s umjerenom ili velikom vlaznoc¢éu
XC3 Umjerena vlaznost zraka

Vanjski betoni zasticeni od kise

XC1 Suho ili trajno vlazno

XC2 Vlazno, rijetko suho
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XC4 Ciklicki vlazno i suho

Povrsine betona izlozene kontaktu s vodom koje ne
pripadaju razredu izloZzenosti XC2

3 Korozija uzrokovana kloridima

XD1 Umjerena vlaznost Povrsine betona izloZene kloridima iz zraka
Bazeni za plivanje
XD2 Vlazno, rijetko suho Elementi betona izloZeni industrijskim vodama koje
sadZavaju kloride
Djelovi mosta izloZeni prskanju vode koja sadrzava
XD3 Ciklieki viazno i suho Kloride

Plocnici — kolnicke konstrukcije
Ploce javnih garaza

4 Korozija uzrokovana kloridima iz morske vode

IzloZeni solima iz zraka, aline u

XS1 izravhom dodiru s morskom Konstrukcije u blizini ili na obali
vodom
XS2 Stalno uronjeno Djelovi pomorskih konstrukcija

U podrucjima plime i oseke i

XS3 .
prskanja vode

Djelovi pomorskih konstrukcija

5 Korozija uzrokovana zamrzavanjem i odmrzavanjem

Umjereno zasi¢enje vodom, bez

sredstvom za odmrzavanje

XF1 ; Vertikalne povrsine betona izlozene kisSi i zamrzavanju
sredstava za odmrzavanje
XE2 Umjereno zasi¢enje vodom, sa | Vertikalne povrsine betona cestovnih konstrukcija
sredstvom za odmrzavanje izloZene zamzavanju i sredstvima za odmrzavanje
Jako zasi¢enje vodom, bez . .. L - .
XF3 . Horizontalne povrsine betona izloZene kisi i zamrzavanju
sredstava za odmrzavanje
Ceste i kolnici mostova izloZzeni sredstvima za
odmrzavanje
XE4 Jako zasi¢enje vodom, sa Betonske povrsine izloZene izravnom prskanju vode koja

sadrzava sredstva za odmrzavanje i izloZzene zamrzavanju
Podrucéja plime i oseke kod pomorskih konstrukcija
izloZene zamrzavanju

6 Kemijska korozija

Slabo kemijski agresivan okolis

XAl prema normi EN 206-1, tablica | Prirodno tlo i podzemna voda
2
Umnjereno kemijski agresivan
XA2 okoli§ prema normi EN 206-1, Prirodno tlo i podzemna voda
tablica 2
Jako kemijski agresivan okolis
XA3 prema normi EN 206-1, tablica | Prirodno tlo i podzemna voda
2
7. Korozija prouzrocena habanjem
XM1 Umjereno habanje Prometne povrsine za vozila s pneumatskim kotacima
XM2 Jako habanje Promet'nevpovr§ine zavozilas leJnim gumen'im kotacima,
za lako i tesko prometno opterecenje i za brzi protok vode
Prometne povrsine za viljuskare s plasti¢nim kotacima za
XM3 Vrlo jako habanje vrlo tesko prometno opterecenje i za brzi protok vode
koja nosi pijesak
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Da bi se postigao zahtjevani proracunski uporabni vijek konstrukcije, moraju se poduzeti odgovarajuée
mjere zastite svakog konstrukcijskog elementa od odgovarajucih djelovanja okolisa. Zahtjevi za trajnost
konstrukcijskog elementa moraju se ukljuciti ako se razmatra sljedece:

- koncepcija konstrukcije

- odabir materijala

- pojedinosti konstrukcije

- izvedba

- kontrola kvalitete

- nadzor

- provjere

- posebne mjere

Prema tablici 5, predmetne temeljne grede i ploce nadstresnica svrstane su u razred konstrukcije je
XC4 za projektni vijek gradevine od 50 godina

Nazivni zastitni sloj:  cpom = Cmin + ACqer
Cmin — Minimalni zastitni sloj
Cdev — Odstupanje
Cmin,b

Crmin = MAx \Cmin,dur — ACdur,y — Acqurst — ACqur,aad
10 mm

cminb — Najmanji zastitni sloj zbog zahtjeva prijanjanja

Cmin,dur — Na@jmaniji zastitni sloj zbog uvjeta okolisa

Caury — Dodatni element sigurnosti

Caurst — Smanjenje najmanjeg zastitnog sloja zbog upotrebe nehrdajuceg Celika
Cduradd — SmManjenje najmanjeg zastitnog sloja zbog upotrebe dodatne zastite

Zahtjevi za najmaniji zastitni sloj cmin,p S Obzirom na prijanjanje
Zahtjevi za prijanjanje

Raspored Sipki Najmaniji zastitni sloj Cminb
Razdvojene (pojedinacne) Promjer Sipke
U snopu Istovrijedni promjer

Ako je nazivni najvedi promjer zrna agregata veéi od 32 mm, cminp treba povecati za 5 mm.

Vrijednosti najmanjeg zastitnog sloja cmin,qur U koji ovisi 0 uvjetima okolisa i razredu konstrukcije dane
su u tablici (razred konstrukcije odreduje se prema referentnom razredu S4 koji predstavlja
konstrukcije proracunskog cijeka 50 godina):
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Zahtjevi okolisa za Cmingur (MmM)
Razred Razred izloZenosti u skladu s tablicom 4.1. iz HRN EN 1992-1-
konstrukcije 1:2013
X0 XC1 | XC2/XC3 | XC4 | XD1/XS1 | XD2/XS2 | XD3/XS3
S1 10 10 10 15 20 25 30
S2 10 10 15 20 25 30 35
S3 10 10 20 25 30 35 40
S4 10 15 25 30 35 40 45
S5 15 20 30 35 40 45 50
S6 20 25 35 40 45 50 55
8mm
Cmin = max{30mm —-0—-0-20 Cmin = 30 mm
10 mm
Zastitni sloj betona: ¢y o, = 30 mm + 10 mm = 40 mm
Napomena:

Temeljna ploca nadstresnice za betonske bokseve dodatno je izloZzena habanju, ali uzevsi u obzir da se
iznad ploce debljine 30 cm izvodi dodatno i beton za pad od 2% koji je jednake klase betona (C30/37),
nije potrebno povecavati zastitni sloj konstrukcije. Odnosno, zadrZava se zastitni sloj betona c=40 mm
na ostatku konstrukcije, a na mjestu iznad gornje zone armature ploCe (koja je postavljena
horizontalno) na mjestima gdje se ocekuje izrazenije habanje, zastitni sloj betona ¢e svakako biti veci
zbog izvedbe betona za pad.

Zagreb, ozujak, 2023.
Projektant: Danko Fundurulja, dipl.ing.grad., G315

PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 23




. TVRTKA:

IPZ Uniprojekt TERRA d.o.0. GRADEVINA:

é VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
I OIB: 55474899192

INVESTITOR: SADRZAI:

Z0OP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
OIB: 68254459599 PROJEKT KONSTRUKCIJE ’ ) '

Celi¢na nosiva konstrukcija izvodi se prema izvedbenim i radioni¢kim nacrtima uskladenim s glavnim
projektom celi¢ne konstrukcije (izvedbenu dokumentaciju ovjerenu od strane ovlastenog projektanta
potrebno je dostaviti na pregled i ovjeru glavhom projektantu konstrukcije, prije pocetka izrade
konstrukcije). lzvodac celicne konstrukcije treba prije radionicke izrade napraviti tehnoloski plan
zavarivanja, plan kontrole kvalitete zavarenih spojeva, te provoditi kontrolu zavarivanja. Takoder,
izvodac celicne konstrukcije treba napraviti plan i redoslijed montiranja celiéne konstrukcije na
gradilistu, te provoditi kontrolu montaze. Radionicka izrada i montaza celi¢ne konstrukcije treba biti u
skladu s EN 1090-1; EN 1090-2. Odabrana klasa izvodenja je EXC2. U skladu s odabranom klasom
izvodenja potrebno je provoditi sve radnje kod radionicke izrade i montaze celicne konstrukcije te
kontrolu izrade i montaZe Celicne konstrukcije. Zavarivanje se izvodi prema: EN 1993-1-1; EN 1993-1-
8; EN 12345:1999; EN 288-2:1992; EN 288-3:1999. Dopustena razina greske (kvalitete vara) odreduje
se prema HRN EN 25817:1992 (ISO 5817:1992) za grupu B.

Svi upotrijebljeni materijali i postupci izvedbe moraju imati dokaze kvalitete u skladu s tehnickim
propisima i hrvatskim normama. Za sve izmjene ili dopune potrebna je prethodna suglasnost
projektanta.

Svaka druga dispozicija, optereéenja veéa od tretiranih ovim projektom ili neka druga namjena
zahtijevaju izradu novog projekta i dokaza nosivosti putem stati¢kog proracuna.

Zagreb, ozujak, 2023.
Projektant: Danko Fundurulja, dipl.ing.grad., G315
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7. PRIKAZ MJERA ZASTITE NA RADU

Prilikom izgradnje gradevine potrebno je pridrzavati se uputa o zastiti na radu radnika i odgovornih
osoba prema vazeéim propisima, tj. moraju se sprovesti sigurnosne mjere i to kroz, u nastavku
navedene oblike.

Opcenito

Izvedbi radova, prema projektnoj dokumentaciji, ne moze se pristupiti bez ishodenja pravomocne
gradevinske dozvole. Radovima se ne moze pristupiti i po ishodenju pravomoéne gradevne dozvole
ako nisu ugovorima, rjeSenjima i drugim vazeéim aktima definirani sudionici gradenja: investitor,
izvodac i nadzor.

Na gradiliStu, pored tih rjeSenja i ugovora, mora se nalaziti i druga gradiliSna dokumentacija, a
poglavito gradevinski dnevnik. Osim gradevinskog dnevnika potrebno je voditi i gradevinsku knjigu, u
kojoj se vrsi obracun izvedenih radova, koju mora voditi izvodac ¢ak i u slucaju da je dogovoreni tip
izvodenja radova “klju¢ u ruke”. GradiliSnu dokumentaciju potrebno je pisati i voditi prema
odredbama Zakona o gradnji i propisa donesenih temeljem istoga.

O mjerama zastite na radu i njihovoj primjeni potrebno je obavijestiti zainteresirane institucije, a sve
u skladu sa vazeéim propisima, normama i zakonima RH.

Pripremni radovi

U suradnji sa komunalnim i drugim organizacijama potrebno je to¢no utvrdivanje i oznacavanje svih
postojecih instalacija (vodovodne, kanalizacijske, odvodne oborinske, TK instalacije i druge
elektroenergetske) na zoni obuhvata koje mogu utjecati na tijek izvodenja.

Organizacija gradiliSta (ogradivanje, organizacija skladiSnog prostora, organizacija transporta
materijala i alata, sva oznacavanja, osiguranje prometa vozilima i pjeSacima na siguran nacin) izvodi
se temeljem Plana izvodenja radova ¢iju provedbu osigurava kordinator zastite na radu Il (u fazi

izvodenja radova) i Ciji se rad na gradilistu osigurava na dnevnoj bazi.

Prije pocetka radova potrebno je osigurati izvedbu gradiliSnog prikljucka na NN mreZu preko
gradilisSnog priklju¢no-razvodnog ormara i gradiliSnog privremenog vodovodnog prikljucka.

Izvedba montaznih i gradevinskih radova

Prilikom izvedbe radova dozvoljava se upotreba sredstava rada samo ukoliko su ispravna, sto se
ustanovljava provjerom. Posebno je potrebno ispitati, prije stavljanja u upotrebu, sredstva za rad sa
povecanim opasnostima kao S$to su: oruda koja pokrece elektromotor, motor s unutrasnjim
sagorijevanjem ili neka druga energija, te oruda sa posudom pod tlakom.
Prilikom izvedbe radova potrebno je koristiti:

e potreban alat za rad

e  zastitni Sljem

e radno odijelo

e zastitne rukavice i cipele

o ljestve

e pribor za uzemljenja i spajanja,

e indikatori napona,
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e izolacijske podloge i dr.

Sva navedena oprema mora biti atestirana za odgovarajuc¢i naponski nivo i ugradivana sukladno
projektiranoj IP zastiti i/ili Ex izvedbi. Montiranje predmetnih elemenata mora se vrsiti iskljucivo
prema nacrtima, skicama te uputama iz ove tehnicke dokumentacije i dokumentacije proizvodaca.
Rad za vrijeme atmosferskih nepogoda nije dozvoljen.

Rukovodenje gradilistem

Izgradnju gradevine i ugradbu opreme kao i primjenu vaze¢ih mjera zastite na radu treba izvrsti
iskljucivo pod nadzorom radnika (poslovode) osposobljenog za rad na siguran nacin.

Duznosti poslodavca pri obavljanu poslova su primjeniti osnovna i posebna pravila zastite na radu.

U osnovna pravila zastite na radu spada:
e opskrbljenost sredstva rada zastitnim napravama
e osiguranje od udara elektri¢ne energije
e sprecavanje nastanka pozara i eksplozije
e osiguranje potrebne radne povrsine i radnog prostora
e osiguranje potrebnih puteva za prolaz, transport i evakuaciju radnika
e osiguranje Cistoce, potrebne temperature i vlaznosti zraka
e osiguranje potrebnog osvjetljenja radne okoline
e ogranicenje buke i vibracija u radnoj okolini
e osiguranje od Stetnih atmosferskih i klimatskih utjecaja
e osiguranje od djelovanja opasnih tvari i zra¢enja

e osiguranje prostorija i uredaja za osobnu higijenu.

U posebna pravila zastite na radu spada:

e odredivanje uvjeta u pogledu dobi Zivota, spola i stru¢ne sposobnosti, zdravstvenog,
tjelesnog i psihickog stanja i psihofizic¢kih sposobnosti radnika

e odredivanje nacina na koji se moraju izvoditi odredeni poslovi i radne operacije
e odredivanje trajanja posla, koriStenje osobnih zastitnih sredstava, zastitnih naprava
e obvezu postavljanja znakova upozorenja od odredenih opasnosti

e postupak s ozlijedenim i oboljelim osobama do njihove predaje na lijecenje.

Organizaciju i kontrolu rada radnika (poslovode) osposobljenog za rad na siguran nacin obavlja glavni
inZenjer ili inZenjer gradiliSta. Imenovanje odgovorne osobe mora se izvesti prema vazeéem Zakonu o
gradnji.
Zavrsni radovi

e ugradene elemente obavezno uzemljiti

e izvrsiti sanaciju okoline i prilagoditi je uvjetima izgradnje
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e izvrsiti sva zakonom propisana mjerenja (uzemljenje, funkcionalnost i zastita) za

predmetni tip gradevine

e izraditi projektnu dokumentaciju

izvedenog stanja

(obavezno ovjerenu od

projektanata i ispitivaca) koju je, zajedno sa ovjerenom gradiliSnom dokumentacijom,
potrebno predati Investitoru

izvrsiti primopredaju izvedenih radova, a potom i tehnicki pregled gradevine radi ishodenja uporabne

dozvole.

Zagreb, ozujak, 2023.

Projektant: Danko Fundurulja, dipl.ing.grad., G315
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8. SANACIJA OKOLISA

Prije izlaska s podrucja gradiliSta na javne prometnice svim vozilima obavezno oprati kotace, kako bi se
sprijecilo nanosSenje onecis¢enja na kolnike javnih prometnica i tako ugrozila sigurnost prometa.

Humusni materijal privremeno odloZiti na pogodno mjesto na gradilistu ili izvan njega te ga ponovno
upotrijebiti pri uredenju zelenih povrsina oko izgradenih objekta.

Projekt sanacije okolisa, po zavrSetku izvedbe predvidene ovim projektom, podrazumijeva sljedece

radnje, odnosno aktivnosti:

e ocistiti kompletnu zonu - lokaciju zahvata, od gradevinskog materijala na glavnim i
privremenim gradiliSnim odlagalistima

e ocistiti kompletnu zonu od otpadnog materijala bilo kakvog porijekla

e eventualne izljeve nafte i sl. tvari od mehanizacije treba trenutno ocistiti i odstraniti

e o istiti - odstraniti bilo kakve privremene oznake (iskol¢enja i sl.)

Napomena:

e troSkovi za gore spomenute radnje, kao i sl, koje nisu navedene ovim projektom, ali su

u funkciji zastite okolisa, obuhvaéeni su u cjelovitoj cijeni radova

¢ radnje koje ovim projektom nije bilo moguce predvidjeti, a nametnu se tijekom gradnje
ili naknadno, treba svakako definirati u tehno-ekonomskom smislu Investitor i lzvodac

radova.

Zagreb, ozujak, 2023.

Projektant: Danko Fundurulja, dipl.ing.grad., G315
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9. PRORACUN CELICNE KONSTRUKCIJE NADSTRESNICE ZA MONTAZNE
BETONSKE BOKSEVE

9.1. Analiza opterecenja

9.1.1. Opdi podaci

Vanjski gabariti (Sirina x duzina) =6,40m x 24,40 m

Nagib krovne konstrukcije =6,00° (jednostresni krov)
Visina gradevine na najnizem dijelu =5,67m

Visina gradevine na najvisem dijelu =6,32m

Nadmorska visina =115,00 m.n.m.

Lokacija gradevine = Slatina

9.1.2. Stalno djelovanje na konstrukciju — G

Vlastita teZina elemenata

Vlastita teZina pojedinih elemenata celi¢ne konstrukcije se generira kompjutorskim programom na
temelju dimenzija elemenata i zapreminske teZine pojedinih konstrukcijskih materijala.

Stalno optereéenje od krovne konstrukecije

Pokrov: Lim trapezni 40mm g =0,07 kN/m?

9.1.3. Djelovanje snijega na nosivu konstrukciju = S

Opterecenje snijegom na krovu dobiva se prema izrazu:

dje je:
gSkJ J karakteristi¢no opterecenje snijegom na tlu (Tablical iz HRN EN 1991-1-3:2012/NA:2016)
za 3. snjezno podruéje — kontinentalnu Hrvatsku i nadmorsku visinu do 200 m: s, =1,25
kN/m?
y7a koeficijent oblika opterecenja snijegom na krovu, prema tipu i nagibu krova
za jednostre3an krov, nagib krova 0°<a <15°: 1 =0,8
C. koeficijent izloZzenosti: C, =1,0

C, toplinski koeficijent: ~ C, =1,0

Opterecenje snijegom: s=s,-4-C,-C,=125-0,8-1,0-1,0=1,0 kN/m?
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9.1.4. Djelovanje vjetra na nosivu konstrukciju — W

Osnovna brzina vjetra - vp

Vb = Cdir ) Cseason ’ Vb,O

gdje je:

Ci  koeficijent smjera vjetra: Ci =10
Censon  KOEficijent godisnjeg doba: Copason =L 0

Voo temeljna vrijednost osnovne brzine vjetra (Slika 1 iz HRN EN 1991-1-4:2012/NA:2012):

Vyo =20m/s
Vp = Ciir *Coeason * Voo =1,0-1,0-20=20m/s

Tlak pri osnovnoj brzini vjetra - g

1 .2
Oy :E'p'vb
gdje je:
Yol gustoca zraka: p =1,25kg/m?
Oy =%-p-v,f :%1,25-202 =250N/m?=0, 25 kN/m?

Tlak pri vrSnoj brzini vjetra - gy(z)

9,(2) =¢.(2)-q,

gdje je:

C.(z) faktor izlozenosti (Slika 4.2 iz HRN EN 1991-1-4:2012) za visinu gradevine z=7 m i kategoriju
terena Il — Podrucje s niskim raslinjem, kao $to je trava, i izoliranim preprekama (drvece, zgrade) na

razmaku od najmanje 20 visina prepreke (Dodatak A iz HRN EN 1991-1-4:2012)

c.(z2)=2,1
d,(z) =c.(2)-q, =2,1-0,25=0,53kN/m?

Tlak vjetra na povrsine - w

W= qp (Z) : Cp,net

gdje je:
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c koeficijent neto tlaka za krov jednostresne nadstresnice (Tablica 7.6. iz HRN EN 1991-1-1-

p,net
4:2012), za nagib krova od 6° i zaprijeCenost ispod nadstreSnice ¢ =1,0. Vrijednosti su dobivene

interpolacijom vrijednosti za nagib krova od 5° i nagib krova od 10°.

Koeficijenti neto tlaka cp
tlocrt
B
/10
vjetar
—P» |C A c b
510
B
Edﬁo a0 e

d

Nagib _— Koeficijenti - 2: .
krova a Zaprije¢enost ¢ sveukupne sile c; Podrucje A Podruéje B Podruéje C
Najveca vrijednost, svi ¢ +0,2 +0,5 +1,8 +1,1
0° Najmanja vrijednost, ¢ =0 -05 -06 -13 -14
Najmanja vrijednost, ¢ = 1 -1.3 -15 -1.8 -22
Najveca vrijednost, svi ¢ =04 =08 +2,1 +1,3
5° Najmanja vrijednost, ¢ = 0 -0,7 -1,1 -1.7 -1,8
Najmanja vrijednost, ¢ = 1 -14 -16 -22 -25
Najveca vrijednost, svi ¢ +0,5 +1,2 +24 +16
10° Najmanja vrijednost, ¢ = 0 -09 -1,5 -20 -21
Najmanja vrijednost, @ = 1 -14 ©-16 -26 =27
Najveca vrijednost, svi ¢ =07 14 +2.7 +1.8
15° Najmanja vrijednost, @ = 0 -1.1 -18 -24 -25
Najmanja vrijednost, ¢ = 1 -14 -16 -29 -30
Najveca vrijednost, svi ¢ =08 1,7 +29 +21
20° Najmanja vrijednost, ¢ = 0 -1.3 -22 -28 -29
Najmanja vrijednost, ¢ = 1 -14 -16 -29 -30
Najveca vrijednost, svi ¢ +1,0 +20 +3,1 +23
25° Najmanja vrijednost, ¢ = 0 -16 -26 -3,2 -32
Najmanja vrijednost, @ = 1 -1.4 -15 -25 -28
Najveta vrijednost, svi ¢ +12 +22 +3,2 +24
aoe MNajmanja vrijednost, ¢ = 0 -1.8 -3.0 -38 -36
Najmanja vrijednost, ¢ = 1 -14 -15 -22 -27
MNAPOMENA: + vrijednosti oznacavaju neto djelovanje vjetra prema dolje
— wrijednosti oznacavaju neto djelovanje vietra prema gore

Interpolirane vrijednosti koeficijenata neto tlaka:

Koeficijent neto tlakaC, .,
Nagib Zapriietenost Podrucje | Podrucje | Podrucje
krova a prij ¢ A B C
6° Najveda vrijednost, svi ¢ +0,88 +2,16 +1,36
Najmanja vrijednost, ¢=1 -1,6 -2,28 -2,54

Najvece vrijednosti, svi @ :

Pritiskajuce djelovanje vietra W, = 0,53-(+0,88) = +0,47 kN/m?
W, =0,53-(+2,16) = +1,14 KN/m?
W, = 0,53 (+1,36) =+0, 72 kN/m?
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Najmanje vrijednosti, ¢ =1:

Odizuée djelovanje vjetra w, =0,53-(-1,6) =-0,85 KN/m?
W, =0,53-(-2,28) =—1,21 kN/m?
W, = 0,53 (-2,54) = —1,35 KN/m?

Djelovanje vjetra razmatrat ¢e se u dva medusobno okomita smjera puhanja (uzduzni i poprecni).

Trenje po krovu

W = qp (Z) Cyq

gdje je:

C, koeficijent trenja (Tablica 7.10. iz HRN EN 1991-1-1-4:2012)

r

za valovitu krovnu povrsinu: ¢, = 0,04
w, =q,(z)-c, =0,53-0,04=0,02 kN/m?

eizmicko optereéenje odnosno optereéenje potresom nije mjerodavno opterecenje.

9.2. Materijali konstrukcije

Svi elementi ¢eli¢ne nosive konstrukcije izraduju se od &elika sa normativnom granicom 235 N/mm? ili
$235 (DIN EN 10025). Vijcani montaZni spojevi izvode se vijcima kvalitete 10.9.

AB temeljna ploca izvodi se od betona C30/37 i armiraju armaturom B500B.

Elementi celicne konstrukcije izraduju se u radionici u zavarenoj izvedbi, a na montaZzi se medusobno
spajaju vij¢anim vezama.

Predvidena je antikorozivna zastita vruéim cincanjem.
Celi¢na konstrukcija svrstana je u okolinu C3 (HRN EN I1SO 12944-2).

Nakon montaZe potrebno je izvrsiti popravke antikorozivne zastite montirane konstrukcije.

9.3.  Numericki proracun celicne konstrukcije nadstresnice za betonske bokseve

Proracun celicne nosive konstrukcije sadrzava staticki proracun celicne konstrukcije nadstresnice.
Konstrukcija je projektirana kao sustav zglobno oslonjenih okvira. Sekundarni nosaci projektirani su
kao kontinuirani.
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Celi¢na nosiva konstrukcija oslanja se na armiranobetonsku temeljnu plo¢u debljine 30 cm ojacanu
temeljnim gredama porpeénog presjeka b/h=60/70. Plo¢a i grede izvode se betonom C30/37 te

armiraju armaturom B500B.

Svi elementi Eeliéne nosive konstrukcije od éelika sa normativnom granicom 235 N/mm?—S235 (HRN EN
10025). Vijcani montazni spojevi izvode se vijcima kvalitete 10.9. Elementi ¢elicne konstrukcije izraduju
se u radionici u zavarenoj izvedbi, a prilikom montaze se medusobno spajaju vijéanim vezama.

Numericki model:
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9.3.1. Poprecni presjeci

Type

Formcode

Shape type

Item material
Fabrication

Colour

Flexural buckling y-
Flexural buckling z-z

A [m?]

Ay [m?], A; [m?]

AL [m?/m], Ao [m?/m]
cv.ucs [mm], czucs [mm]
o [deg]

ly [m*], 1z [m*]

iy [mm], iz [mm]

Wel.y [m3], Wel.z [m3]
Wity [M3], Woi2 [m3]
Mpl.y.+ [Nm], Mpl.y.— [Nm]
Mpl.z.+ [Nm], Mpl.z,— [Nm]
dy [mm], d; [mm]

It [m?], lw [M®]

By [mm], Bz [mm]
Picture

HEA180
1-1section
Thin-walled
S 235
rolled

|
b

4,5300e-03
3,2772e-03
1,0200e+00
90

0,00
2,5100e-05
74
2,9400e-04
3,2500e-04
7,64e+04
3,68e+04

0
1,4800e-07
0

1,0992e-03
1,0241e+00
86

9,2500e-06
45
1,0300e-04
1,5667e-04
7,64e+04
3,68e+04

0
6,0211e-08
0

Type HEA200

Formcode 1 - | section

Shape type Thin-walled

Item material S$235

Fabrication rolled

Colour

Flexural buckling y-1b c

Flexural buckling z-z

A [m?] 5,3800e-03

Ay [m?], A; [m?] 3,8781e-03 1,3287e-03

AL [m?/m], Ao [m?>/m] |1,1400e+00 1,1360e+00

cv.ucs [mm], czucs [mm] | 100 95

o [deg] 0,00

ly [m*], 12 [m*] 3,6900e-05 1,3400e-05
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iy [mm], iz [mm] 83 50
Wely [M3], Wel.z [m3] 3,8900e-04 1,3400e-04
Wiy [M3], Wiz [m3] 4,2917e-04 2,0375e-04
Mopt.y.+ [Nm], Mol.y.- [Nm] 1,01e+05 1,01e+05
Mpl.z+ [NmM], Mpiz- [Nm] | 4,79e+04 4,79e+04
dy [mm], d; [mm] 0 0
lt [m?], lw [M®] 2,1000e-07 1,0800e-07
By [mm], Bz [mm] 0 0
Picture 7

N\

y
N

Type

Formcode

Shape type

Item material
Fabrication

Colour

Flexural buckling y-
Flexural buckling z-z

A [m?]

Ay [m?], A; [m?]

AL [m?/m], Ao [m?/m]
cv.ucs [mm], czucs [mm]
o [deg]

ly [m*], 1z [m*]

iy [mm], iz [mm)]

Wel.y [m3], Wel.z [m3]
Wpl.y [m3], Wpl.z [m3]
Mpl.y.+ [Nm], Mpl.y.— [Nm]
Mpl.z.+ [Nm], Mpl.z,— [Nm]
dy [mm], d; [mm]

It [m?], lw [m®]

By [mm], Bz [mm]
Picture

HEA100
1-1section
Thin-walled
S 235
rolled

|
b

2,1200e-03
1,6076e-03
5,6100e-01
50

0,00
3,4900e-06
41
7,2800e-05
8,2917e-05
1,95e+04
9,67e+03

0
5,2400e-08
0

5,3156e-04
5,6130e-01
48

1,3400e-06
25
2,6800e-05
4,1125e-05
1,95e+04
9,67e+03

0
2,5813e-09
0

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
4

35




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,

st OIB: 55474899192

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

DATUM: OZujak 2023.

ZOP: TD 05/22

Type

Formcode

Shape type

Item material
Fabrication

Colour

Flexural buckling y-
Flexural buckling z-z

A [m?]

Ay [m?], A; [m?]

AL [m?/m], Ao [m?/m]
cv.ucs [mm], czucs [mm]
o [deg]

ly [m*], 1z [m*]

iy [mm], iz [mm]

Wel.y [m3], Wel.z [m3]
Woly [m3], Wol.z [m3]
Mopt.y.+ [Nm], Mopl.y.- [Nm]
Mpl.z.+ [Nm], Mpl.z,— [Nm]
dy [mm], d; [mm]

It [m?], lw [M®]

By [mm], Bz [mm]
Picture

RRK150/100/4
2 - Rectangular hollow sectio

Thin-walled
S 235
cold formed

C

1,8950e-03
7,5761e-04
4,8600e-01
50

0,00
5,9500e-06
56
7,9300e-05
9,5700e-05
2,25e+04
1,70e+04

0
6,6200e-06
0

1,1364e-03
9,4730e-01
75

3,1900e-06
41
6,3700e-05
7,2500e-05
2,25e+04
1,70e+04

0
9,3750e-09
0

Type CFCHS76.1X4

Formcode 3 - Circular hollow section

Shape type Thin-walled

Item material S 235

Fabrication cold formed

Colour [ |

Flexural buckling y-ic c

Flexural buckling z-z

A [m?] 9,0600e-04

Ay [m?], A; [m?] 5,7680e-04 5,7680e-04

AL [m?/m], Ao [m?/m] |2,3900e-01 4,5299e-01

cv.ucs [mm], czucs [mm] |38 38

o [deg] 0,00

Iy [m4], 12 [m*] 5,9060e-07 5,9060e-07

iy [mm], i; [mm] 26 26

Wely [M3], Wel. [m3] 1,5520e-05 1,5520e-05

PROJEKTANT: Z0P: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 36




. TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,
ekt QOIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR: SADRZAI: ]
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ~OOPi.u':1I|)( (2)3/2232
OIB: 68254459599 PROJEKT KONSTRUKCIJE ’ ) '
Wiy [M3], Wpiz [m3] 2,0810e-05 2,0810e-05
Moply.+ [Nm], MpLy.- [Nm]|4,89e+03 4,89e+03
Mopiz+ [Nm], Mpiz- [Nm] | 4,89e+03 4,89e+03
dy [mm], d; [mm] 0 0
It [m*], lw [m®] 1,1811e-06 1,3783e-42
By [mm], B [mm] 0 0
Picture .
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9.3.2. Opterecenja

Slucaj opterecenja - LC1

LC1 VL. TEZINA |Permanent |LG1 Self weight | -Z
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Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Z.UJ:I:I)( (2)34232
OIB: 68254459599 PROJEKT KONSTRUKCUJE

Slucaj opterecenja - LC2

LC2 |Dodatno stalno Permanent |LG1 Standard

PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURUUIA, dipl.ing,grad. TD 05/22 4 39




. TVRTKA:
IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
” VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
projeiii= - OIB: 55474899192
INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Z.UJ:I:I)( (2)34232
OIB: 68254459599 PROJEKT KONSTRUKCUJE

Slucaj opterecenja - LC3

LC3 Snijeg Variable LG2 Static Standard |Medium |None

PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURUUIA, dipl.ing,grad. TD 05/22 4 40




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
” VOCARSKA CESTA 68, ZAGREB,
projeiii= - OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Slucaj opterecenja - LC4

LC4 vjetar odizuci X | Variable|LG3

Static Standard | Short

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
” VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
projeiii= - OIB: 55474899192
INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Pi.u;:I)( (2)34232
OIB: 68254459599 PROJEKT KONSTRUKCUJE

Slucaj opterecenja - LC5

LC5 vjetar odizuci Y |Variable |LG3 Static Standard | Short None

PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURUUIA, dipl.ing,grad. TD 05/22 4 42




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
” VOCARSKA CESTA 68, ZAGREB,
projeiii= - OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Slucaj opterecenja - LC6

LC6 vjetar pritiskajuci } Variable| LG3

Static Standard | Short

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
” VOCARSKA CESTA 68, ZAGREB,
projeiii= - OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Slucaj opterecenja - LC7

LC7 vjetar pritiskajuci Y Variable | LG3

Static Standard | Short

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4

44




TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

FIEIERRA

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Opterecenja - tablicno

VL. TEZINA Permanent |LG1
Self weight
DOD. STALNO Permanent |LG1
Standard
SNIJEG Variable LG2
Snow Static
VJETAR ODIZUCI X Variable LG3
Static wind | Static
VJETAR ODIZUCI Y Variable LG3
Static wind | Static
VJETAR PRITISKAJUCI X Variable LG3
Static wind | Static
VJETAR PRITISKAJUCI Y Variable LG3
Static wind | Static

Grupe opterecenja

LG1 Permanent
LG2 Variable Standard |Snow
LG3 Variable Standard | Wind

Kombinacije opterecenja

DANKO FUNDURULJA, dipl.ing,grad.

TD 05/22

4

ULS-Set B (auto) EN-ULS (STR/GEOQ) Set B| VL. TEZINA 1,00
DOD. STALNO 1,00
SNUEG 1,00
VJETAR ODIZUCI X 1,00
VJETAR ODIZUCI Y 1,00
VJETAR PRITISKAJUCI X | 1,00
VJETAR PRITISKAJUCIY |1,00

SLS-Char (auto) EN-SLS Characteristic | VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 1,00
VJETAR ODIZUCI X 1,00
VJETAR ODIZUCI Y 1,00
VJETAR PRITISKAJUCI X | 1,00

PROJEKTANT: zoP: BROJ MAPE:

45




projektil=z :l.'

TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

VJETAR PRITISKAJUCIY | 1,00
GSN1 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 1,50
GSN2 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
VJETAR ODIZUCI X 1,50
GSN3 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
VJETAR PRITISKAJUCI X |1,50
GSN4 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
VJETAR ODIZUCI Y 1,50
GSN5 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
VJETAR PRITISKAJUCIY |1,50
GSN6 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 1,50
VJETAR ODIZUCI X 0,90
GSN7 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 1,50
VJETAR PRITISKAJUCI X | 0,90
GSN8 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 1,50
VJETAR ODIZUCI Y 0,90
GSN9 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 1,50
VJETAR PRITISKAJUCIY |0,90
GSN10 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 0,75
VJETAR ODIZUCI X 1,50
GSN11 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 0,75
VJETAR PRITISKAJUCI X |1,50
GSN12 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 0,75
VJETAR ODIZUCI Y 1,50
GSN13 Envelope - ultimate VL. TEZINA 1,35
DOD. STALNO 1,35
SNIJEG 0,75
VJETAR PRITISKAJUCIY |1,50
GSU1 Envelope - serviceability| VL. TEZINA 1,00
PROJEKTANT: ZOP: BROJ MAPE:

DANKO FUNDURULJA, dipl.ing,grad.

TD 05/22

4
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. TVRTKA:

projektil=z :l.'

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

OIB: 68254459599

SADRZAI:

GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

DOD. STALNO 1,00
SNUJEG 1,00
GSU2 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
VJETAR ODIZUCI X 1,00
GSU3 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
VJETAR PRITISKAJUCI X | 1,00
GSU4 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
VJETAR ODIZUCI Y 1,00
GSU5 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
VJETAR PRITISKAJUCI Y | 1,00
GSU6 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 1,00
VJETAR ODIZUCI X 0,60
GSU7 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 1,00
VJETAR PRITISKAJUCI X | 0,60
GSU8 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 1,00
VJETAR ODIZUCI Y 0,60
GSU9 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 1,00
VJETAR PRITISKAJUCIY |0,60
GSU10 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 0,50
VJETAR ODIZUCI X 1,00
GSU11 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 0,50
VJETAR PRITISKAJUCI X |1,00
GSU12 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 0,50
VJETAR ODIZUCI Y 1,00
GSU13 Envelope - serviceability| VL. TEZINA 1,00
DOD. STALNO 1,00
SNIJEG 0,50
VJETAR PRITISKAJUCIY |1,00
PROJEKTANT: ZOP: BROJ MAPE:

DANKO FUNDURULJA, dipl.ing,grad.

TD 05/22

a7




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,

et OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Grupe kombinacija opterecenja

GSN1 - Envelope - ultimate
GSN2 - Envelope - ultimate
GSN3 - Envelope - ultimate
GSN4 - Envelope - ultimate
GSNS5 - Envelope - ultimate
GSNG6 - Envelope - ultimate
GSN7 - Envelope - ultimate
GSNS8 - Envelope - ultimate
GSN9 - Envelope - ultimate
GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate

All ULS ULS-Set B (auto) - EN-ULS (STR/GEO) Set E

GSU1 - Envelope - serviceability
GSU2 - Envelope - serviceability
GSU3 - Envelope - serviceability
GSU4 - Envelope - serviceability
GSU5 - Envelope - serviceability
GSU6 - Envelope - serviceability
GSU7 - Envelope - serviceability
GSU8 - Envelope - serviceability
GSU9 - Envelope - serviceability

All SLS SLS-Char (auto) - EN-SLS Characteristic

GSU10 - Envelope - serviceability
GSU11 - Envelope - serviceability
GSU12 - Envelope - serviceability
GSU13 - Envelope - serviceability

All ULS+SLS

ULS-Set B (auto) - EN-ULS (STR/GEOQ) Set E

GSN1 - Envelope - ultimate
GSN2 - Envelope - ultimate
GSN3 - Envelope - ultimate
GSN4 - Envelope - ultimate
GSNS5 - Envelope - ultimate
GSN6 - Envelope - ultimate
GSN7 - Envelope - ultimate
GSNS8 - Envelope - ultimate
GSN9 - Envelope - ultimate
GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate

SLS-Char (auto) - EN-SLS Characteristic

GSU1 - Envelope - serviceability
GSU2 - Envelope - serviceability
GSU3 - Envelope - serviceability
GSU4 - Envelope - serviceability

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,

et OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

GSUS - Envelope - serviceability
GSU6 - Envelope - serviceability
GSU7 - Envelope - serviceability
GSU8 - Envelope - serviceability
GSU9 - Envelope - serviceability

GSU10 - Envelope - serviceability
GSU11 - Envelope - serviceability
GSU12 - Envelope - serviceability
GSU13 - Envelope - serviceability

GSN GSN1 - Envelope - ultimate
GSN2 - Envelope - ultimate
GSN3 - Envelope - ultimate
GSN4 - Envelope - ultimate
GSNS5 - Envelope - ultimate
GSN6 - Envelope - ultimate
GSN7 - Envelope - ultimate
GSN8 - Envelope - ultimate
GSN9 - Envelope - ultimate
GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate

GSU GSU1 - Envelope - serviceability
GSU2 - Envelope - serviceability
GSU3 - Envelope - serviceability
GSU4 - Envelope - serviceability
GSUS - Envelope - serviceability
GSU6 - Envelope - serviceability
GSU7 - Envelope - serviceability
GSU8 - Envelope - serviceability
GSU9 - Envelope - serviceability

GSU10 - Envelope - serviceability
GSU11 - Envelope - serviceability
GSU12 - Envelope - serviceability
GSU13 - Envelope - serviceability

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,
proeki=t OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: Ozujak 2023.

9.3.3. Rezultati proracuna

Rezultati - GSN

GSN GSN1 - Envelope - ultimate
GSN2 - Envelope - ultimate
GSN3 - Envelope - ultimate
GSN4 - Envelope - ultimate
GSNS5 - Envelope - ultimate
GSN6 - Envelope - ultimate
GSN7 - Envelope - ultimate
GSNS8 - Envelope - ultimate
GSN9 - Envelope - ultimate
GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate

Linear calculation
Class: GSN
System: Global
Extreme: Member
Selection: All

Reakcije na lezajevima

DANKO FUNDURULJA, dipl.ing,grad.

TD 05/22 4

Sn1/N1  |GSN2/1 |4,43 |0,17 |22,83 0,00 0,00 0,00 0,0 0,0
Sn1/N1  |GSN9/2 |-0,12 |2,16 |4,50 0,00 0,00 0,00 0,0 0,0
Sn1/N1 | GSN10/3 /4,89 |0,89 |25,20 |0,00 0,00 0,00 0,0 0,0
Sn1/N1 |GSN5/4 |-2,05 |0,83 |-4,36 0,00 0,00 0,00 0,0 0,0
Sn2/N3  |GSN2/1 |0,20 |0,00 |-1,60 0,00 0,00 0,00 0,0 0,0
Sn2/N3  |GSN9/2 |-0,28 |0,00 |12,71 0,00 0,00 0,00 0,0 0,0
Sn2/N3 |GSN4/5 |0,22 |0,00 |-2,01 0,00 0,00 0,00 0,0 0,0
Sn2/N3  |GSN7/6 |-0,31 |0,00 |13,44 0,00 0,00 0,00 0,0 0,0
Sn2/N3  |GSN11/7|-0,32 |0,00 |13,29 0,00 0,00 0,00 0,0 0,0
Sn3/N6 | GSN13/8 /3,08 |-1,00 |36,21 |0,00 0,00 0,00 0,0 0,0
Sn3/N6 |GSN9/2 |3,83 |-0,93 |41,58 0,00 0,00 0,00 0,0 0,0
Sn3/N6 |GSN2/1 |-1,38 |0,64 |-12,73 |0,00 0,00 0,00 0,0 0,0
Sn4/N8 |GSN2/1 |1,31 |-0,02 |-12,02 |0,00 0,00 0,00 0,0 0,0
Sn4/N8 | GSN9/2 |-3,25 |-0,01 [41,56 0,00 0,00 0,00 0,0 0,0
Sn5/N10 |GSN9/2 (3,86 [2,93 [43,18 0,00 0,00 0,00 0,0 0,0
Sn5/N10 |GSN2/1 |-1,39 |-1,21 |-12,24 |0,00 0,00 0,00 0,0 0,0
Sn6/N12 |GSN10/3|0,34 |0,00 |-0,93 0,00 0,00 0,00 0,0 0,0
Sn6/N12 |GSN5/4 |-1,69 |0,00 |24,20 0,00 0,00 0,00 0,0 0,0
Sn6/N12 |GSN2/1 |1,38 |0,00 |-12,59 |0,00 0,00 0,00 0,0 0,0
Sn6/N12 |GSN9/2 |-3,31 |0,00 |41,79 |0,00 0,00 0,00 0,0 0,0
PROJEKTANT: Zop: BROJ MAPE:
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
proeki=t OIB: 55474899192
INVESTITOR: SADRZAI:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT
OIB: 68254459599 PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: Ozujak 2023.

Sn7/N14 |GSN9/2 |3,86 |-2,93 |43,18 0,00 0,00 0,00 0,0 0,0
Sn7/N14 |GSN2/1 |-1,39 |1,21 |-12,24 |0,00 0,00 0,00 0,0 0,0
Sn8/N16 |GSN5/4 |-1,69 |0,00 |24,20 |0,00 0,00 0,00 0,0 0,0
Sn8/N16 |GSN10/3|0,34 |0,00 |-0,93 0,00 0,00 0,00 0,0 0,0
Sn8/N16 |GSN2/1 |1,38 |0,00 |-12,59 |0,00 0,00 0,00 0,0 0,0
Sn8/N16 |GSN9/2 |-3,31 |0,00 |41,79 0,00 0,00 0,00 0,0 0,0
Sn9/N18 |GSN13/8 (3,08 [1,00 |36,21 0,00 0,00 0,00 0,0 0,0
Sn9/N18 |GSN9/2 |3,83 |0,93 |41,58 0,00 0,00 0,00 0,0 0,0
Sn9/N18 |GSN2/1 |-1,38 |-0,64 |-12,73 |0,00 0,00 0,00 0,0 0,0
Sn10/N20 |GSN2/1 [1,31 |0,02 |-12,02 |0,00 0,00 0,00 0,0 0,0
Sn10/N20 |GSN9/2 |-3,25 |0,01 |41,56 0,00 0,00 0,00 0,0 0,0
Sn11/N22 |GSN9/2 |-0,11 |-2,16 |4,50 0,00 0,00 0,00 0,0 0,0
Sn11/N22 |GSN2/1 |4,42 |-0,17 |22,83 0,00 0,00 0,00 0,0 0,0
Sn11/N22 |GSN10/3 |4,89 |-0,89 |25,20 |0,00 0,00 0,00 0,0 0,0
Sn11/N22 |GSN5/4 |-2,05 |-0,83 |-4,36 0,00 0,00 0,00 0,0 0,0
Sn12/N24 |GSN9/2 |-0,28 |0,00 |12,71 0,00 0,00 0,00 0,0 0,0
Sn12/N24 |GSN2/1 0,20 |0,00 |-1,60 0,00 0,00 0,00 0,0 0,0
Sn12/N24 |GSN4/5 |0,22 |0,00 |-2,01 0,00 0,00 0,00 0,0 0,0
Sn12/N24 |GSN7/6 |-0,31 |0,00 |13,44 0,00 0,00 0,00 0,0 0,0
Sn12/N24 |GSN11/7 |-0,32 |0,00 |13,29 0,00 0,00 0,00 0,0 0,0

GSN2/1 |1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*VJETAR
ODIZUCI X

GSN9/2 |1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*SNUEG +
0.90*VJETAR PRITISKAJUCI Y

GSN10/3 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 0.75*SNUEG +
1.50*VJETAR ODIZUCI X

GSN5/4 |1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*VJETAR
PRITISKAJUCI Y

GSN4/5 |1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*VJETAR
oDIzucly

GSN7/6 |1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*SNUEG +
0.90*VJETAR PRITISKAJUCI X

GSN11/7 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 0.75*SNUEG +
1.50*VJETAR PRITISKAJUCI X

GSN13/8 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 0.75*SNIJEG +
1.50*VJETAR PRITISKAJUCI Y

PROJEKTANT:

ZOP:

DANKO FUNDURULIJA, dipl.ing,grad. TD 05/22

BROJ MAPE:
4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,
poerizat OIB: 55474899192

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:

GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

R_X;R_y;R_z

&

41,56 kN

GSU

Rezultati - GSU

GSU GSU1 - Envelope - serviceability
GSU2 - Envelope - serviceability
GSU3 - Envelope - serviceability
GSU4 - Envelope - serviceability
GSUS - Envelope - serviceability,
GSUG6 - Envelope - serviceability,
GSU7 - Envelope - serviceability,
GSU8 - Envelope - serviceability,
GSU9 - Envelope - serviceability,
GSU10 - Envelope - serviceabilit
GSU11 - Envelope - serviceabilit
GSU12 - Envelope - serviceabilit
GSU13 - Envelope - serviceabilit
GSU14 - Envelope - serviceabilit

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

- VOCARSKA CESTA 68, ZAGREB,
proeki=t OIB: 55474899192
INVESTITOR: SADRZAJ:

Z0OP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
OIB: 68254459599 PROJEKT KONSTRUKCIJE ’ ) '

Linear calculation

Class: GSU

Coordinate system: Global
Extreme 1D: Cross-section

Selection: All

Deformacije

B13 2,955 |GSU9/1 |STUP - HEA180|-5,0 -0,1 -0,1 0,0 -0,2 0,0 5,0
B14 3,875 |GSU2/2 |STUP - HEA180|-3,1 -0,2 0,0 0,0 0,0 0,0 3,1
B5 3,875 |GSU2/2 |STUP-HEA180|-3,1 0,2 0,0 0,0 0,0 0,0 3,1
B8 6,200 |GSU2/2 |STUP-HEA180|-1,5 0,0 0,1 0,0 1,9 0,0 1,5
B13 5,540 |GSU2/2 |STUP - HEA180|-1,1 0,1 0,0 -0,1 -1,9 0,0 1,1
B4 5,540 |GSU2/2 |STUP - HEA180|-1,1 -0,1 0,0 0,1 -1,9 0,0 1,1
B11 6,200 |GSU9/1 |STUP-HEA180 /0,9 0,0 -0,2 0,0 -5,4 0,0 0,9
B7 5,540 |GSU9/1 |STUP-HEA180 /0,9 0,0 -0,2 0,0 5,3 0,0 0,9
B16 0,369 |GSU2/2 |STUP-HEA180|0,0 0,0 0,0 0,0 -0,1 0,0 0,0
B1 0,369 |GSU2/2 |STUP-HEA180/0,0 0,0 0,0 0,0 -0,1 0,0 0,0
B8 3,488 |GSU9/1 |STUP-HEA180 7,0 0,0 -0,1 0,0 0,3 0,0 7,0
B9 3,222- |GSU2/2 | GREDA - HEA20|-2,0 0,0 4,8 -0,1 0,0 0,0 5,2
B9 3,222- |GSU13/3 | GREDA - HEA20| 2,3 0,0 -11,0 |0,2 0,0 0,0 11,2
B18 6,434 |GSU2/2 |GREDA - HEA20|-0,8 -0,1 0,0 0,0 0,2 0,0 0,8
B3 6,434 |GSU2/2 |GREDA - HEA20|-0,8 0,1 0,0 0,0 0,2 0,0 0,8
B9 3,222- |GSU9/1 |GREDA - HEA20/2,3 0,0 -13,5 0,3 0,0 0,0 13,7
B9 6,006 |GSU9/1 |GREDA-HEA20/1,1 0,0 -2,7 0,0 -5,8 0,0 2,9
B9 0,438 |GSU9/1 |GREDA -HEA20|1,1 0,0 -2,7 0,0 5,8 0,0 2,9
B6 3,008 |GSU9/1 |GREDA -HEA20|2,0 0,0 -13,3 |-0,9 0,7 -0,1 13,4
B15 3,008 |GSU9/1 |GREDA -HEA20(2,0 0,0 -13,3 |0,9 0,7 0,1 13,4
B27 4,880 |GSU2/2 |PODROZNICA |-1,9 0,0 4,2 -0,1 -1,2 0,0 4,6
HEA100
PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 53




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

VOCARSKA CESTA 68, ZAGREB,
INVESTITOR:

OIB: 55474899192
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

DATUM: OZujak 2023.

ZOP: TD 05/22

B27 4,505 |GSU13/3 |PODROZNICA (2,1 0,0 -9,6 0,4 2,8 0,0 9,8
HEA100

B37 4,880 |GSU2/2 |PODROZNICA |[-0,8 -0,1 0,0 0,6 0,2 0,0 0,8
HEA100

B41 0,000 |GSU2/2 |PODROZNICA |-0,8 0,1 0,0 -0,6 0,2 0,0 0,8
HEA100

B26 2,252 |GSU9/1 |PODROZNICA |2,0 0,0 -12,6 |0,0 -3,4 -0,1 12,8
HEA100

B27 1,126 |GSU2/2 |PODROZNICA |-1,6 0,0 4,3 0,0 -1,2 0,1 4,6
HEA100

B42 0,000 |GSU9/1 |PODROZNICA |0,5 0,0 -0,5 -3,5 0,1 -0,1 0,7
HEA100

B38 4,880 |GSU9/1 |PODROZNICA |0,5 0,0 -0,5 3,5 0,1 0,1 0,7
HEA100

B29 1,126 |GSU9/1 |PODROZNICA |0,9 0,0 -0,4 -0,2 -5,4 0,0 0,9
HEA100

B28 4,880 |GSU9/1 |PODROZNICA |0,9 0,0 -0,2 0,0 53 0,0 0,9
HEA100

B43 2,628 |GSU9/1 |PODROZNICA |1,2 0,0 -8,3 -2,1 1,8 -0,3 8,4
HEA100

B39 2,252 | GSU9/1 |PODROZNICA |1,2 0,0 -8,3 2,1 1,8 0,3 8,4
HEA100

B47 5,870 |GSU4/4 |STUP 2 -0,8 0,0 0,2 0,0 -0,1 0,0 0,8
RRK150/100/4

B47 5,870 |GSU11/5 |STUP 2 0,7 0,0 -0,3 0,0 0,1 0,0 0,8
RRK150/100/4

B47 0,000 |GSU9/1 |STUP 2 0,0 0,0 0,0 0,0 0,1 0,0 0,0
RRK150/100/4

B48 0,000 |GSU9/1 |STUP 2 0,0 0,0 0,0 0,0 0,1 0,0 0,0
RRK150/100/4

B112 |5,333 |GSU2/2 |SPREG -1,9 0,0 4,2 0,0 0,0 0,0 4,6
CFCHS76.1X4

B112 |5,333 |GSU13/3 |SPREG 2,1 0,0 -9,5 0,0 0,0 0,0 9,7
CFCHS76.1X4

B128 |0,000 |GSU2/2 |SPREG -0,8 -0,1 0,0 0,0 0,0 0,0 0,8
CFCHS76.1X4

B123 |5,329 |GSU2/2 |SPREG -0,8 0,1 0,0 0,0 0,0 0,0 0,8
CFCHS76.1X4

B131 |5,329 |GSU9/1 |SPREG 2,1 0,0 -11,6 |0,0 0,0 0,0 11,8
CFCHS76.1X4

GSU9/1 | VL. TEZINA + DOD. STALNO + SNIJEG + 0.60*VJETAR PRITISKAJUCI Y

GSU2/2 | VL. TEZINA + DOD. STALNO + VJETAR ODIZUCI X

GSU13/3 | VL. TEZINA + DOD. STALNO + 0.50*SNIJEG + VJETAR PRITISKAJUCI Y

GSU4/4 | VL. TEZINA + DOD. STALNO + VJETAR ODIZUCI Y

GSU11/5 | VL. TEZINA + DOD. STALNO + 0.50*SNIJEG + VJETAR PRITISKAJUCI X

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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BROJ MAPE:

ZOP:
TD 05/22

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.




TVRTKA:
IPZ Uniprojekt TERRA d.o.0.

- VOCARSKA CESTA 68, ZAGREB,
O EIIERRA

OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

GSN

Rezultati - GSN

GSN

GSN1 - Envelope - ultimate
GSN2 - Envelope - ultimate
GSN3 - Envelope - ultimate
GSN4 - Envelope - ultimate
GSNS5 - Envelope - ultimate
GSNG6 - Envelope - ultimate
GSN7 - Envelope - ultimate
GSN8 - Envelope - ultimate
GSN9 - Envelope - ultimate
GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,
proeki=t OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

DATUM: Ozujak 2023.

ZOP: TD 05/22

Rezne sile

Linear calculation

Class: GSN

Coordinate system: Principal
Extreme 1D: Cross-section
Selection: All

B8 0,000 |GSN9/1 |STUP-HEA180-41,79 |0,00 |3,31 0,00 0,00 0,00
B8 6,200 |GSN2/2 |STUP-HEA180 /15,51 |0,00 |-1,38 0,00 -8,55 0,01
B4 0,000 |GSN2/2 |STUP-HEA180(12,32 |-0,02 |1,38 0,00 0,00 0,00
B13 0,000 |GSN2/2 |STUP-HEA180(12,32 |0,02 |1,38 0,00 0,00 0,00
B10 5,540 |GSN9/1 |STUP-HEA180-36,89 |0,00 |-3,86 0,00 -21,39 |-0,01
B8 6,200 |GSN9/1 |STUP-HEA180-38,87 |0,00 |3,31 0,00 20,54 |0,02
B5 6,200 |GSN2/2 |STUP-HEA180 /14,94 |-0,02 |-1,31 0,00 -8,10 -0,12
B14 6,200 |GSN2/2 |STUP-HEA180 /14,94 |0,02 |-1,31 0,00 -8,10 0,12
B9 0,000 |GSN9/1 |GREDA - HEA20|-7,40 -0,04 |37,96 0,00 -21,39 |0,02
B18 2,151- | GSN11/3 | GREDA - HEA20,5,43 0,02 |-5,26 -0,01 3,05 0,03
B9 6,434 | GSN9/1 |GREDA - HEA20,0,12 -0,04 |-37,70 |0,00 -20,54 |-0,02
B6 4,293+ |GSN9/1 |GREDA - HEA20|-2,19 -0,06 |-12,81 |-0,01 32,06 0,08
B15 4,293+ |GSN9/1 |GREDA - HEA20|-2,19 0,06 |-12,81 0,01 32,06 |-0,08
B12 0,000 |GSN9/1 |GREDA - HEA20|-7,40 0,04 |37,96 0,00 -21,39 |-0,02
B9 3,222+ |GSN9/1 | GREDA - HEA20|-3,57 0,04 0,08 0,00 38,52 |0,00
B15 2,151- |GSN2/2 |GREDA - HEA20|1,46 -0,09 |-3,19 0,01 -11,56 |-0,13
B6 2,151- |GSN2/2 |GREDA - HEA20|1,46 0,09 |-3,19 -0,01 -11,56 (0,13
B25 0,000 |GSN2/2 |PODROZNICA |-7,57 -0,02 |0,55 0,00 -0,50 0,04
HEA100
B36 0,000 |GSN2/2 |PODROZNICA |7,39 0,02 |0,52 0,00 -0,41 -0,04
HEA100

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ
TD 05/22

MAPE:
4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

VOCARSKA CESTA 68, ZAGREB,
INVESTITOR:

OIB: 55474899192
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

DATUM: OZujak 2023.

ZOP: TD 05/22

B38 0,000 |GSN9/1 |PODROZNICA |-0,66 -0,03 |0,49 0,00 0,22 0,08
HEA100

B42 0,000 |GSN9/1 |PODROZNICA |-0,66 0,03 0,58 0,00 0,00 -0,08
HEA100

B43 4,880 |GSN2/2 |PODROZNICA |-1,48 -0,01 |-0,71 0,00 -0,83 -0,03
HEA100

B37 0,000 |GSN9/1 |PODROZNICA |[1,73 -0,01 |0,66 -0,01 |-0,59 0,01
HEA100

B41 0,000 |GSN9/1 |PODROZNICA [1,73 0,01 |0,42 0,01 0,00 -0,01
HEA100

B39 0,000 |GSN2/2 |PODROZNICA |-1,48 0,01 |0,71 0,00 -0,83 -0,03
HEA100

B38 2,252 | GSN9/1 |PODROZNICA |-0,66 -0,03 0,00 0,00 0,77 0,00
HEA100

B38 4,880 |GSN9/1 |PODROZNICA |-0,66 -0,03 |-0,58 0,00 0,00 -0,08
HEA100

B47 5,870 |GSN4/4 |STUP 2 20,75 |0,00 |0,00 0,00 0,00 0,00
RRK150/100/4

B47 0,000 |GSN11/3|STUP 2 -31,12 0,00 |0,00 0,00 0,00 0,00
RRK150/100/4

B111 |0,000 |GSN11/3 |SPREG -14,50 |0,00 |0,00 0,00 0,00 0,00
CFCHS76.1X4

B111 |6,398 |GSN4/4 |SPREG 15,81 0,00 |0,00 0,00 0,00 0,00
CFCHS76.1X4

0.90*VJETAR PRITISKAJUCI Y

GSN9/1 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*SNIJEG +

ODIZUCI X

GSN2/2 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*VJETAR

1.50*VJETAR PRITISKAJUCI X

GSN11/3 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 0.75*SNUEG +

obDIzucly

GSN4/4 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*VJETAR

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ
TD 05/22

MAPE:

4
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RECIKLAZNO DVORISTE U GRADU SLATINA

GRADEVINA:

ZOP: TD 05/22

DATUM: Ozujak 2023.

SADRZAJ:
GLAVNI GRADEVINSKI PROJEKT

PROJEKT KONSTRUKCIJE

VOCARSKA CESTA 68, ZAGREB,

IPZ Uniprojekt TERRA d.o.0.
OIB: 55474899192

TVRTKA:

nm;r!!u:: :l.'

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

OIB: 68254459599

INVESTITOR:
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BROJ MAPE:

ZOP:
TD 05/22

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.




RECIKLAZNO DVORISTE U GRADU SLATINA

GRADEVINA:

S g
=]
o N
-
=}
..vw
S o
Q2
=
o)
—
<
o

SADRZAJ:

GLAVNI GRADEVINSKI PROJEKT

PROJEKT KONSTRUKCIJE

=)

; o
2w
AN
2 o
£8
w < o
FE 4
£
A
_§s%
293
¥ %
ESI D
LN
Fa& >0

INVESTITOR:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
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BROJ MAPE:

ZOP:
TD 05/22

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.




RECIKLAZNO DVORISTE U GRADU SLATINA
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BROJ MAPE:
4

ZOP:
TD 05/22

DANKO FUNDURULJA, dipl.ing,grad.

PROJEKTANT:




projektit=z :l.'

TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

&
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9.3.4. Dimenzioniranje elemenata

GSN

GSN

GSN1 - Envelope - ultimate
GSN2 - Envelope - ultimate
GSN3 - Envelope - ultimate
GSN4 - Envelope - ultimate
GSNS5 - Envelope - ultimate
GSN6 - Envelope - ultimate
GSN7 - Envelope - ultimate
GSNS8 - Envelope - ultimate
GSN9 - Envelope - ultimate
GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate

GSN13 - Envelope - ultimate

Provjere elemenata

EC-EN 1993 Steel check ULS

Linear calculation

Class: GSN

Coordinate system: Principal
Extreme 1D: Member
Selection: All

Overall

Unity Check

B1

5,540 |GSN7/1 |STUP-HEA180 |S 235 0,02 0,02 |0,00

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
proeki=t OIB: 55474899192
INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Pi.uj.I:IJ( (2)3/2232
OIB: 68254459599 PROJEKT KONSTRUKCIJE

B1 0,000 |GSN7/1 |STUP-HEA180 |S 235 0,02 0,00 0,02

B2 6,200 |GSN11/2 |STUP - HEA180 |S 235 0,08 0,03 |0,08

B2 0,000 |GSN11/2 |STUP-HEA180 |S 235 0,09 0,01 |0,09

B3 3,217- |GSN7/1 |GREDA - HEA20|S 235 0,08 0,08 |0,00

B3 0,000 |GSN4/3 |GREDA -HEA20(S 235 0,04 0,02 10,04

B4 5,540 |GSN9/4 |STUP-HEA180 S 235 0,41 0,28 |0,41

B4 0,000 |GSN9/4 |STUP-HEA180 |S 235 0,42 0,04 |0,42

B5 6,200 |GSN9/4 |STUP-HEA180 S 235 0,45 0,26 |0,45

B5 0,000 |GSN9/4 |STUP-HEA180 |S 235 0,47 0,04 (0,47

B6 3,222+ |GSN9/4 | GREDA - HEA20|S 235 0,38 0,38 |0,38

B6 0,000 |GSN9/4 |GREDA -HEA20|S 235 0,39 0,21 10,39

B7 5,540 |GSN9/4 |STUP-HEA180 S 235 0,41 0,28 |0,41

B7 0,000 |GSN9/4 |STUP-HEA180 |S 235 0,42 0,04 |0,42

B8 6,200 |GSN9/4 |STUP-HEA180 |S 235 0,46 0,27 |0,46

B8 0,000 |GSN9/4 |STUP-HEA180 |S 235 0,47 0,04 (0,47

B9 3,222+ |GSN9/4 | GREDA - HEA20|S 235 0,39 0,38 |0,39

B9 0,000 |GSN9/4 |GREDA - HEA20|S 235 0,39 0,21 10,39

B10 5,540 |GSN9/4 |STUP-HEA180 S 235 0,41 0,28 |0,41

B10 0,000 |GSN9/4 |STUP-HEA180 |S 235 0,42 0,04 (0,42

B11 6,200 |GSN9/4 |STUP - HEA180 |S 235 0,46 0,27 |0,46

B11 0,000 |GSN9/4 |STUP-HEA180 |S 235 0,47 0,04 0,47

B12 3,222+ |GSN9/4 |GREDA - HEA20|S 235 0,39 0,38 |0,39

B12 0,000 |GSN9/4 |GREDA -HEA20(S 235 0,39 0,21 0,39

B13 5,540 |GSN9/4 |STUP-HEA180 |S 235 0,41 0,28 (0,41

B13 0,000 |GSN9/4 |STUP-HEA180 |S 235 0,42 0,04 |0,42

PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 63




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
proeki=t OIB: 55474899192
INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Pi.uj.I:IJ( (2)3/2232
OIB: 68254459599 PROJEKT KONSTRUKCIJE

B14 6,200 |GSN9/4 |STUP -HEA180 |S 235 0,45 0,26 |0,45

B14 0,000 |GSN9/4 |STUP-HEA180 |S 235 0,47 0,04 |0,47

B15 3,222+ |GSN9/4 | GREDA - HEA20|S 235 0,38 0,38 |0,38

B15 0,000 |GSN9/4 |GREDA -HEA20(S 235 0,39 0,21 10,39

B16 5,540 |GSN7/1 |STUP-HEA180 S 235 0,02 0,02 |0,00

B16 0,000 |GSN10/5 |STUP - HEA180 |S 235 0,05 0,01 0,05

B17 6,200 |GSN11/2 |STUP - HEA180 |S 235 0,07 0,03 |0,07

B17 0,000 |GSN11/2 |STUP - HEA180 |S 235 0,09 0,01 0,09

B18 3,217- |GSN7/1 |GREDA - HEA20|S 235 0,08 0,08 |0,00

B18 0,000 |GSN4/3 |GREDA -HEA20|S 235 0,04 0,02 0,04

B25 0,000 |GSN2/6 |PODROZNICA |S 235 0,08 0,03 |0,08

HEA100

B26 0,000 |GSN2/6 |PODROZNICA |S235 0,31 0,04 |0,31
HEA100

B27 0,000 |GSN2/6 |PODROZNICA |S235 0,04 0,04 |0,00
HEA100

B27 0,000 |GSN13/7 |PODROZNICA |S 235 0,19 0,00 (0,19
HEA100

B28 0,000 |GSN2/6 |PODROZNICA |S 235 0,03 0,03 |0,00
HEA100

B28 0,000 |GSN13/7 |PODROZNICA |S 235 0,04 0,02 |0,04
HEA100

B29 4,880 |GSN9/4 |PODROZNICA |S 235 0,02 0,02 |0,00
HEA100

B29 0,000 |GSN2/6 |PODROZNICA |S235 0,03 0,02 10,03
HEA100

B30 4,880 |GSN9/4 |PODROZNICA |S 235 0,03 0,03 (0,00
HEA100

B30 0,000 |GSN2/6 |PODROZNICA |S235 0,58 0,02 0,58
HEA100

B31 4,880 |GSN9/4 |PODROZNICA |S 235 0,30 0,03 |0,30
HEA100

B31 0,000 |GSN13/7 |PODROZNICA |S 235 0,40 0,03 1|0,40
HEA100

B32 0,000 |GSN7/1 |PODROZNICA |S235 0,02 0,02 (0,02
HEA100

B32 0,000 |GSN5/8 |PODROZNICA |S235 0,03 0,02 10,03
HEA100

B33 4,880 |GSN2/6 |PODROZNICA |S 235 0,08 0,03 |0,08
HEA100

PROJEKTANT: Zop: BROJ MAPE:
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B34 4,880 |GSN2/6 |PODROZNICA |S 235 0,31 0,04 |0,31
HEA100

B35 4,880 |GSN2/6 |PODROZNICA |S 235 0,04 0,04 |0,00
HEA100

B35 0,000 |GSN13/7 |PODROZNICA |S 235 0,19 0,03 |0,19
HEA100

B36 4,880 |GSN2/6 |PODROZNICA |S 235 0,03 0,03 |0,00
HEA100

B36 0,000 |GSN13/7 |PODROZNICA |S 235 0,04 0,02 10,04
HEA100

B37 0,000 |GSN2/6 |PODROZNICA |S 235 0,12 0,03 |0,12
HEA100

B38 0,000 |GSN2/6 |PODROZNICA |S 235 0,04 0,04 |0,00
HEA100

B38 0,000 |GSN13/7 |PODROZNICA |S 235 0,12 0,01 (0,12
HEA100

B39 0,000 |GSN2/6 |PODROZNICA |S235 0,17 0,04 |0,17
HEA100

B40 0,000 |GSN2/6 |PODROZNICA |S 235 0,03 0,03 |0,00
HEA100

B40 0,000 |GSN5/8 |PODROZNICA |S 235 0,08 0,03 0,08
HEA100

B41 4,880 |GSN2/6 |PODROZNICA |S 235 0,12 0,03 |0,12
HEA100

B42 4,880 |GSN2/6 |PODROZNICA |S 235 0,04 0,04 |0,00
HEA100

B42 0,000 |GSN13/7 |PODROZNICA |S 235 0,12 0,01 (0,12
HEA100

B43 4,880 |GSN2/6 |PODROZNICA |S 235 0,17 0,04 (0,17
HEA100

B44 4,880 |GSN2/6 |PODROZNICA |S 235 0,03 0,03 |0,00
HEA100

B44 0,000 |GSN5/8 |PODROZNICA |S 235 0,08 0,00 |0,08
HEA100

B47 0,000 |GSN11/2|STUP 2 S$235 0,23 0,07 |0,23
RRK150/100/4

B48 0,000 |GSN11/2|STUP 2 S$235 0,23 0,07 (0,23
RRK150/100/4

B102 |0,000 |GSN4/3 |SPREG $235 0,07 0,07 |0,00
CFCHS76.1X4

B102 |6,398 |GSN11/2 |SPREG S$235 0,58 0,07 10,58
CFCHS76.1X4

B103 |0,000 |GSN10/5 |SPREG S$235 0,46 0,05 |0,46
CFCHS76.1X4

B104 7,383 |GSN9/4 |SPREG S$235 0,18 0,02 (0,18
CFCHS76.1X4

B105 |0,000 |GSN13/7 |SPREG S$235 0,09 0,01 |0,09
CFCHS76.1X4

B106 |7,383 |GSN9/4 |SPREG S$235 0,24 0,02 |0,24
CFCHS76.1X4

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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ZOP: TD 05/22

B107 |0,000 |GSN9/4 |SPREG $235 0,24 0,02 |0,24
CFCHS76.1X4

B108 |7,383 |GSN13/7 |SPREG $235 0,09 0,01 |0,09
CFCHS76.1X4

B109 |0,000 |GSN9/4 |SPREG $235 0,18 0,02 |0,18
CFCHS76.1X4

B110 |6,686 |GSN10/5 |SPREG $235 0,46 0,05 |0,46
CFCHS76.1X4

B111 |6,398 |GSN4/3 |SPREG S$235 0,07 0,07 |0,00
CFCHS76.1X4

B111 |0,000 |GSN11/2 |SPREG S$235 0,58 0,07 |0,58
CFCHS76.1X4

B112 |5,333 |GSN2/6 |SPREG S$235 0,01 0,01 |0,00
CFCHS76.1X4

B113 |0,000 |GSN2/6 |SPREG S$235 0,01 0,01 |0,00
CFCHS76.1X4

B114 |0,000 |GSN6/9 |SPREG S$235 0,00 0,00 |0,00
CFCHS76.1X4

B115 |5,329 |GSN6/9 |SPREG S$235 0,00 0,00 |0,00
CFCHS76.1X4

B116 |5,329 |GSN2/6 |SPREG S$235 0,06 0,01 |0,06
CFCHS76.1X4

B117 |0,000 |GSN2/6 |SPREG S$235 0,06 0,01 |0,06
CFCHS76.1X4

B118 |5,333 |GSN2/6 |SPREG S$235 0,02 0,02 |0,00
CFCHS76.1X4

B118 |0,000 |GSN13/7 |SPREG S$235 0,09 0,02 10,09
CFCHS76.1X4

B119 |5,333 |GSN2/6 |SPREG S$235 0,12 0,02 (0,12
CFCHS76.1X4

B120 |5,329 |GSN2/6 |SPREG S$235 0,01 0,01 (0,00
CFCHS76.1X4

B120 |0,000 |GSN13/7 |SPREG S$235 0,06 0,01 |0,06
CFCHS76.1X4

B121 |5,329 |GSN2/6 |SPREG S$235 0,09 0,01 |0,09
CFCHS76.1X4

B122 |5,329 |GSN2/6 |SPREG S$235 0,13 0,02 (0,13
CFCHS76.1X4

B123 5,329 |GSN2/6 |SPREG S$235 0,02 0,02 |0,00
CFCHS76.1X4

B123 |0,000 |GSN13/7 |SPREG S$235 0,08 0,01 0,08
CFCHS76.1X4

B124 |0,000 |GSN2/6 |SPREG S$235 0,12 0,02 |0,12
CFCHS76.1X4

B125 |0,000 |GSN2/6 |SPREG S$235 0,02 0,02 |0,00
CFCHS76.1X4

B125 5,333 |GSN13/7 |SPREG S$235 0,09 0,02 0,09
CFCHS76.1X4

B126 |0,000 |GSN2/6 |SPREG S$235 0,09 0,01 |0,09
CFCHS76.1X4

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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DATUM: OZujak 2023.

ZOP: TD 05/22

B127 |0,000 |GSN2/6 |SPREG $235 0,01 0,01 |0,00
CFCHS76.1X4

B127 |5,329 |GSN13/7 |SPREG $235 0,06 0,01 |0,06
CFCHS76.1X4

B128 |0,000 |GSN2/6 |SPREG $235 0,02 0,02 |0,00
CFCHS76.1X4

B128 |5,329 |GSN13/7 |SPREG $235 0,08 0,01 0,08
CFCHS76.1X4

B129 |0,000 |GSN2/6 |SPREG S$235 0,13 0,02 |0,13
CFCHS76.1X4

B130 |0,000 |GSN2/6 |SPREG S235 0,03 0,03 |0,00
CFCHS76.1X4

B130 |5,329 |GSN13/7 |SPREG $235 0,12 0,02 |0,12
CFCHS76.1X4

B131 |0,000 |GSN2/6 |SPREG S$235 0,17 0,03 |0,17
CFCHS76.1X4

B132 |5,329 |GSN2/6 |SPREG S$235 0,17 0,03 |0,17
CFCHS76.1X4

B133 |5,329 |GSN2/6 |SPREG S235 0,03 0,03 |0,00
CFCHS76.1X4

B133 |0,000 |GSN13/7 |SPREG $235 0,12 0,02 |0,12
CFCHS76.1X4

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
4
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. TVRTKA:

IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
socinizt OIB: 55474899192
INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT
OIB: 68254459599 PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

9.3.4.1. Dimenzioniranje stupova

Linear calculation

Class: GSN

Coordinate system: Principal
Extreme 1D: Global

Selection: All

Filter: Cross-section = STUP - HEA180

EN 1993-1-1 Code Check

National annex: Standard EN

Member B11 |0,000/6,200m |HEA180 [S235 |GSN |0,47 -
GSN / 1.35*VL. TEZINA + 1.35*DOD. STALNO
+ 1.50*SNIJEG + 0.90*VJETAR PRITISKAJUCI Y
ymo for resistance of cross-|1,00
sections
ymz for resistance to instability |1,00
ym2 for resistance of net sections| 1,25
Yield strength fy [235,0 |MPa
Ultimate fu [360,0 |MPa
strength
Fabrication Rolled
....:SECTION CHECK::...
The critical check is on position 0,000 m
Normal force Nea |-41,79 kN
Shear force Vyed | 0,00 kN
Shear force Vzed | 3,31 kN
Torsion Ted 0,00 kNm
Bending moment| Myeq | 0,00 kNm
Bending moment| M;eq4 | 0,00 kNm
PROJEKTANT: ZOP: BROJ MAPE:

DANKO FUNDURULJA, dipl.ing,grad.

TD 05/22
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IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

OIB: 68254459599

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

SADRZAI:

GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

DATUM: OZujak 2023.

ZOP: TD 05/22

Classification for cross-section design

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

1 |SO 72 10 9,234e+03 |9,234e+03 11,00 |0,43 |1,00 |7,58 |9,00 10,00 14,00 1
3 |SO 72 10 9,234e+03 |9,234e+03 /1,00 |0,43 |1,00 |7,58 |9,00 10,00 14,00 1
4 |l 122 6 9,234e+03 |9,234e+03 1,00 1,00 20,33 |28,00 34,00 38,00 1
5 |[SO 72 10 9,234e+03 |9,234e+03 |1,00 |0,43 |1,00 /7,58 |9,00 10,00 14,00 1
7 |SO 72 10 9,234e+03 |9,234e+03 |1,00 |0,43 |1,00 /7,58 |9,00 10,00 14,00 1
Note: The Classification limits have been set according to Semi-Comp+.
The cross-section is classified as Class 1
Compression check
According to EN 1993-1-1 article 6.2.4 and formula (6.9)
Cross-section area A 4,5300e-03 |m?
Compression resistance | N¢rd | 1064,55 kN
Unity check 0,04 -
Shear check for V,
According to EN 1993-1-1 article 6.2.6 and formula (6.17)
Shear correction factor n 1,20
Shear area Av 3,5460e-03 m?
Plastic shear resistance for Vy | Vpi,y,rd 481,11 kN
Unity check 0,00 -
Shear check for V,
According to EN 1993-1-1 article 6.2.6 and formula (6.17)
Shear correction factor n 1,20
Shear area Ay 1,4520e-03 | m?
Plastic shear resistance for V| Vpizrd | 197,00 kN
Unity check 0,02 -
The member satisfies the section check.
PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 69
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RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

OIB: 68254459599

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

SADRZAI:

GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Classification for member buckling design

Decisive position for stability classification: 6,200 m

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

1 |SO 72 10 -5,744e+04 |-5,731e+04
3 |SO 72 10 -5,750e+04 | -5,762e+04
4 |l 122 6 -4,131e+04 |5,84%e+04 |-0,71 0,61 /20,33 |53,13 62,61 93,16 1
5 |SO 72 10 7,462e+04 |7,44%e+04 [1,00 |0,43 |1,00 7,58 |9,00 10,00 13,80 1
7 |SO 72 10 7,468e+04 |7,480e+04 [1,00 /0,43 |1,00 |7,58 |9,00 10,00 13,77 1

Note: The Classification limits have been set according to Semi-Comp+.

The cross-section is classified as Class 1

Flexural Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Sway type sway | hon-sway
System length L 6,200 |6,200 m
Buckling factor k 2,38 0,80

Buckling length ler 14,729 | 4,961 m
Critical Euler load Ner 239,80 (779,12 kN
Slenderness A 197,87 /109,78
Relative slenderness | Arel 2,11 1,17

Limit slenderness Areto 10,20 0,20

Buckling curve b c
Imperfection a 0,34 0,49
Reduction factor X 0,19 0,45

Buckling resistance Nbrd | 203,14 |477,85 kN

Cross-section area | A 4,5300e-03 | m?
Buckling resistance Npra | 203,14 kN
Unity check 0,21 -

Torsional(-Flexural) Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Note: For this I-section the Torsional(-Flexural) buckling resistance is higher than the resistance

for Flexural buckling. Therefore Torsional(-Flexural) buckling is not printed on the output.

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
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IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

OIB: 68254459599

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Bending and axial compression check

According to EN 1993-1-1 article 6.3.3 and formula (6.61),(6.62)

Interaction method alternative method 1
Cross-section area A 4,5300e-03 m?
Plastic section modulus Wiy |3,2500e-04 m3
Plastic section modulus Wpi: | 1,5667e-04 m3
Design compression force NEed 41,79 kN
Design bending momer Myes | 20,54 kNm
(maximum)

Design bending momer Mzed | -0,02 kNm
(maximum)

Characteristic compressio Nrk 1064,55 kN
resistance

Characteristic momer Myrc | 76,38 kNm
resistance

Characteristic momer Mzrc | 36,82 kNm
resistance

Reduction factor Xy 0,19

Reduction factor Xz 0,45

Modified reduction factor X.T,mod | 1,00

Interaction factor kyy 1,00

Interaction factor kyz 0,65

Interaction factor kzy 0,65

Interaction factor kzz 0,84

Maximum moment My q is derived from beam B11 position 6,200 m.

Maximum moment M4 is derived from beam B11 position 6,200 m.

Critical Euler load Nery 239,80 kN
Critical Euler load Ner,z 779,12 kN
Elastic critical load Ner,7 2004,58 kN
Plastic section modulus Woly 3,2500e-04 m3
Elastic section modulus Wely 2,9400e-04 m3
Plastic section modulus Wi,z 1,5667e-04 m3
Elastic section modulus Wei, 1,0300e-04 m3
Second moment of area ly 2,5100e-05 m*
Second moment of area I, 9,2500e-06 m*
Torsional constant It 1,4800e-07 m*
Method for equivaler Table A.2 Line 1 (Linear)
moment factor Cmy,0

Ratio of end moments by 0,00

Equivalent moment factor Crmy,0 0,77

Method for equivaler Table A.2 Line 1 (Linear)
moment factor Cmzo

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
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VOCARSKA CESTA 68, ZAGREB,

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

OIB: 68254459599

SADRZAI:

GLAVNI GRADEVINSKI PROJEKT

PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: Ozujak 2023.

Ratio of end moments U 0,00
Equivalent moment factor Cmz0 0,78
Factor My 0,85
Factor Mz 0,97
Factor €y 7,57
Factor awr 0,99
Critical moment for unifory Mcr,o 87,07 kNm
bending

Relative slenderness Arel,0 0,94
Limit relative slenderness Aret,0im | 0,26
Equivalent moment factor Crmy 0,94
Equivalent moment factor Crm:z 0,78
Equivalent moment factor | Crir 1,00
Factor bur 0,00
Factor CLT 0,36
Factor dir 0,00
Factor eLr 0,23
Factor Wy 1,11
Factor W 1,50
Factor Npl 0,04
Maximum relative slendernes| Areimax | 2,11
Factor Cyy 0,97
Factor Cy: 0,76
Factor Cyy 0,87
Factor Cx 0,95

Unity check (6.61) = 0,21 + 0,27 + 0,00 = 0,47 -
Unity check (6.62) = 0,09 + 0,18 + 0,00 = 0,26 -

Shear Buckling check

According to EN 1993-1-5 article 5 & 7.1 and formula (5.10) & (7.1)

Buckling field length |a {6,200 m
Web unstiffened
Web height hw | 152 mm
Web thickness t 6 mm
Material coefficient |e |1,00

Shear correction facto|n [1,20

Web slenderness

hw/t

25,33

Web slenderness limi

60,00

Note: The web slenderness is such that Shear Buckling effects may be ignored

according to EN 1993-1-5 article 5.1(2).

The member satisfies the stability check.

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
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VOCARSKA CESTA 68, ZAGREB,

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR: SADRZAJ: ]
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ'(Z)Pi.uLII)( (2)2/2232
OIB: 68254459599 PROJEKT KONSTRUKCIJE -0 )
9.3.4.2. Dimenzioniranje grede
Linear calculation
Class: GSN
Coordinate system: Principal
Extreme 1D: Global
Selection: All
Filter: Cross-section = GREDA - HEA200
EN 1993-1-1 Code Check
National annex: Standard EN
Member B9 |3,222/6,434m |HEA200 |S235 |GSN |0,39-
GSN / 1.35*VL. TEZINA + 1.35*DOD. STALNO
+ 1.50*SNIJEG + 0.90*VJETAR PRITISKAJUCI Y
ymo for resistance of cross-sectior| 1,00
ymz for resistance to instability |1,00
ym2 for resistance of net sections| 1,25
Yield strength fy [235,0 |MPa
Ultimate strength fu |360,0 | MPa
Fabrication Rolled
....:SECTION CHECK:....
The critical check is on position 3,222 m
Normal force NEd |-3,57 kN
Shear force Vy,Ed| 0,04 kN
Shear force Vz,Ed | 0,08 kN
Torsion TEd 0,00 kNm
Bending moment My, Ed 38,52 kNm
Bending moment Mz,Ed 0,00 kNm
PROJEKTANT: Z0P: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 73
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IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:

GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Classification for cross-section design

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

1 |SO 79 10 -9,321e+04 -9,319e+04
3 |SO 79 10 -9,322e+04 | -9,323e+04
4 |1 134 7 -6,922e+04 | 7,055e+04 |-0,98 0,51 | 20,62 | 70,08 80,97 121,59
5 |SO 79 10 9,453e+04 |9,452e+04 1,00 |0,43 1,00 (7,88 |9,00 10,00 13,79
7 |SO 79 10 9,454e+04 |9,456e+04 1,00 (0,43 1,00 |7,88 |9,00 10,00 13,77
Note: The Classification limits have been set according to Semi-Comp+.
The cross-section is classified as Class 1
Compression check
According to EN 1993-1-1 article 6.2.4 and formula (6.9)
Cross-section area A 5,3800e-03 | m2
Compression resistanc Nc,Rd 1264,30 kN
Unity check 0,00 -
Bending moment check for M,
According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)
Plastic section Wpl,y |4,2917e-04 m3
modulus
Plastic bending momer Mpl,y,R 100,85 kNm
Unity check 0,38 -
Bending moment check for M,
According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)
Plastic section Wpl,z |2,0375e-04 | m3
modulus
Plastic bending Mpl,z, 47,88 kNm
moment Rd
Unity check 0,00 -
Shear check for Vy
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According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area Av 4,1592e-03  m2

Plastic shear resistance for | Vpl,y, |564,32 kN

Vy Rd

Unity check 0,00 -
Shear check for V,

According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area Av 1,8050e-03  m2
Plastic shear resistance for |Vpl,z, | 244,90 kN
Vz Rd

Unity check 0,00 -

Torsion check

According to EN 1993-1-1 article 6.2.7 and formula (6.23)

Index of fibre Fibre |2

Total torsional tEd |0,0 MPa
moment

Elastic shear tRd |135,7 | MPa
resistance

Unity check 0,00 |-

Note: The unity check for torsion is lower than the limit value of 0,05. Therefore torsion is considered as
insignificant and is ignored in the combined checks.

Combined bending, axial force and shear force check

According to EN 1993-1-1 article 6.2.9.1 and formula (6.41)

Plastic bending moment | Mpl,y, [100,85 | kNm
Rd
Exponent of bending a 2,00
ratioy
Plastic bending moment |Mpl,z, 47,88 |kNm
Rd
Exponent of bending B 1,00
ratio z
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Unity check (6.41) = 0,15 + 0,00 = 0,15 -

Note: Since the shear forces are less than half the plastic shear resistances their effect on the moment
resistances is neglected.

Note: Since the axial force satisfies both criteria (6.33) and (6.34) of EN 1993-1-1 article 6.2.9.1(4)

its effect on the moment resistance about the y-y axis is neglected.

Note: Since the axial force satisfies criteria (6.35) of EN 1993-1-1 article 6.2.9.1(4) its effect on the
moment resistance about the z-z axis is neglected.

The member satisfies the section check.

Classification for member buckling design

Decisive position for stability classification: 3,222 m

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

1 |SO 79 10 -9,321e+04 | -9,319e+04

3 |SO 79 10 -9,322e+04 | -9,323e+04

4 |1l 134 7 -6,922e+04 | 7,055e+04 |-0,98 0,51 |20,62 |70,08 80,97 121,59
5 |SO 79 10 9,453e+04 |9,452e+04 1,00 0,43 |1,00 7,88 |9,00 10,00 13,79
7 |SO 79 10 9,454e+04 |9,456e+04 1,00 /0,43 [1,00 7,88 |9,00 10,00 13,77

Note: The Classification limits have been set according to Semi-Comp+.

The cross-section is classified as Class 1

Flexural Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Sway type sway non-sway
System length L 6,434 2,141 m
Buckling factor k 1,33 0,68
Buckling length ler |8,536 1,455 m
Critical Euler load Ncr |1049,68 [13119,90 | kN
Slenderness A 103,07 [29,15
Relative slenderness |Arel |1,10 0,31
Limit slenderness Arel, | 0,20 0,20

0

Note: The slenderness or compression force is such that Flexural Buckling effects may be ignored

according to EN 1993-1-1 article 6.3.1.2(4).
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Torsional(-Flexural) Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Note: For this I-section the Torsional(-Flexural) buckling resistance is higher than the resistance for
Flexural buckling. Therefore Torsional(-Flexural) buckling is not printed on the output.

Lateral Torsional Buckling check

According to EN 1993-1-1 article 6.3.2.1 & 6.3.2.3 and formula (6.54)

Method for LTB curve Alternative

case
Plastic section Wpl,y [4,2917e-04 m3
modulus
Elastic critical Mcr 644,33 kNm
moment
Relative slenderness |Arel,LT | 0,40
Limit slenderness Arel,LT | 0,40

,0

Note: The slenderness or bending moment is such that Lateral Torsional Buckling effects

may be ignored according to EN 1993-1-1 article 6.3.2.2(4).

LTB length ILT 2,141 m
Influence of load position no

influence
Correction factor k (1,00
Correction factor kw 1,00
LTB moment factor C1 (1,02
LTB moment factor C2 0,06
LTB moment factor C3 1,00
Shear centre distance dz [0 mm
Distance of load zg |0 mm
application
Mono-symmetry By |0 mm
constant
Mono-symmetry zj |0 mm
constant

Note: C parameters are determined according to ECCS 119 2006 / Galea 2002.

Bending and axial compression check

According to EN 1993-1-1 article 6.3.3 and formula (6.61),(6.62)
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Interaction method alternative method 1
Cross-section area A 5,3800e-03 m?
Plastic section modulus Woy | 4,2917e-04 m3
Plastic section modulus Wiz | 2,0375e-04 m3
Design compression force Ned 3,57 kN
Design bending momer Myes | 38,52 kNm
(maximum)

Design bending momer Mzed | -0,05 kNm
(maximum)

Characteristic compressio Nrk 1264,30 kN
resistance

Characteristic momer Myrc | 100,85 kNm
resistance

Characteristic momer Mzrc | 47,88 kNm
resistance

Reduction factor Xy 1,00

Reduction factor Xz 1,00

Modified reduction factor X.T,mod | 1,00

Interaction factor kyy 1,00

Interaction factor kyz 0,45

Interaction factor Kzy 0,52

Interaction factor kzz 0,60

Maximum moment My q is derived from beam B9 position 3,222 m.

Maximum moment M4 is derived from beam B9 position 2,151 m.

Critical Euler load Ncr,y |1049,68 kN
Critical Euler load Ncr,z |13119,90 kN
Elastic critical load Ncr, T |7035,78 kN
Plastic section modulus Wpl,y |4,2917e-04 m3
Elastic section modulus Wel,y |3,8900e-04 m3
Plastic section modulus Wpl,z |2,0375e-04 m3
Elastic section modulus Wel,z |1,3400e-04 m3
Second moment of area ly 3,6900e-05 m4
Second moment of area 1z 1,3400e-05 mé
Torsional constant It 2,1000e-07 m4
Method for equivaler Table A.2 Line 2 (General
moment factor Cmy,0

Design bending momer My,Ed | 38,52 kNm
(maximum)

Maximum relative deflection| 6z -19,8 mm
Equivalent moment factor |Cmy,0 |1,00

Method for equivaler Table A.2 Line 1 (Linear)
moment factor Cmz,0

Ratio of end moments Yz -0,89
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Equivalent moment factor |Cmz,0 | 0,60
Factor Hy 1,00
Factor Mz 1,00
Factor gy 149,23
Factor alT 0,99
Critical moment for uniforr Mcr,0 | 631,22 kNm
bending
Relative slenderness Arel,0 |0,40
Limit relative slenderness Arel,0,li| 0,20
m
Equivalent moment factor |Cmy 1,00
Equivalent moment factor |Cmz 0,60
Equivalent moment factor |CmLT |1,00
Factor bLT 0,00
Factor clT 0,12
Factor dLT 0,00
Factor elT 2,36
Factor wy 1,10
Factor wz 1,50
Factor npl 0,00
Maximum relativ Arel,ma; 1,10
slenderness
Factor Cyy 1,00
Factor Cyz 0,94
Factor Czy 1,00
Factor Czz 1,00

Unity check (6.61) = 0,00 + 0,38 + 0,00 = 0,39 -

Unity check (6.62) = 0,00 + 0,20 + 0,00 = 0,20 -

Shear Buckling check

According to EN 1993-1-5 article 5 & 7.1 and formula (5.10) & (7.1)

Buckling field length |a |6,434 m
Web unstiffened
Web height hw | 170 mm
Web thickness t |7 mm

Material coefficient | |1,00

Shear correction facto|n |1,20

Web slenderness hw/t | 26,15

Web slenderness limi 60,00
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Note: The web slenderness is such that Shear Buckling effects may be ignored

according to EN 1993-1-5 article 5.1(2).

The member satisfies the stability check.

9.3.4.3. Dimenzioniranje podroznica

Linear calculation

Class: GSN

Coordinate system: Principal

Extreme 1D: Global

Selection: All

Filter: Cross-section = PODROZNICA - HEA100

EN 1993-1-1 Code Check

National annex: Standard EN

Member B30 | 0,000 /4,880 m |HEA100 |S235 |GSN |0,58 -

GSN / 1.35*VL. TEZINA + 1.35*DOD. STALNO
1.50*VJETAR ODIZUCI X

ymo for resistance of cross-sectior| 1,00
ymz1 for resistance to instability | 1,00
ym2 for resistance of net sections| 1,25

Yield strength fy [235,0 |MPa
Ultimate strength fu |360,0 |MPa
Fabrication Rolled

The critical check is on position 0,000 m
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Normal force Ned¢  |-6,17 kN
Shear force Vyeda |0,00 kN
Shear force Vzed | 0,54 kN
Torsion Ted 0,00 kNm
Bending moment| My,eqd |-0,37 kNm
Bending moment| Mzeq | 0,00 kNm

Classification for cross-section design

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

1 |SO 36 8 7,566e+03 |7,560e+03 (1,00 |0,43 (1,00 |4,44 |9,00 10,00 13,80
3 |SO 36 8 7,570e+03 |7,576e+03 (1,00 |0,43 |1,00 |4,44 |9,00 10,00 13,77
4 1 56 5 5,872e+03 |-6,234e+01 |-0,01 0,55 11,20 62,75 73,12 58,52
5 |SO 36 8 -1,756e+03 |-1,750e+03
7 |SO 36 8 -1,760e+03 |-1,766e+03
Note: The Classification limits have been set according to Semi-Comp-+.
The cross-section is classified as Class 1
Compression check
According to EN 1993-1-1 article 6.2.4 and formula (6.9)
Cross-section area A 2,1200e-03 | m?
Compression resistance Ncrd | 498,20 kN
Unity check 0,01 -
Bending moment check for M,
According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)
Plastic section modulus| Wi,y 8,2917e-05 | m3
Plastic bending momen| Mpiy,rd | 19,49 kNm
Unity check 0,02 -
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Bending moment check for M,

According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Plastic section modulus Wpi,; 4,1125e-05 | m

Plastic bending momen| My zrd | 9,66 kNm

Unity check 0,00 -
Shear check for V,

According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area Av 7,5200e-04 | m2
Plastic shear resistance for V| Vpl,z,R¢ 102,03 kN
Unity check 0,01 -

Combined bending, axial force and shear force check

According to EN 1993-1-1 article 6.2.9.1 and formula (6.41)

Plastic bending moment | Mpl,y,R| 19,49 |kNm
Exponent of bending ratio | a 2,00
Plastic bending moment |Mpl,z,R(9,66 |kNm
Exponent of bending ratio | B 1,00

Unity check (6.41) = 0,00 + 0,00 = 0,00 -

Note: Since the shear forces are less than half the plastic shear resistances their effect on the moment

resistances is neglected.

Note: Since the axial force satisfies both criteria (6.33) and (6.34) of EN 1993-1-1 article 6.2.9.1(4)

its effect on the moment resistance about the y-y axis is neglected.

Note: Since the axial force satisfies criteria (6.35) of EN 1993-1-1 article 6.2.9.1(4) its effect on the

moment

resistance about the z-z axis is neglected.

The member satisfies the section check.

....:STABILITY CHECK::...
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Classification for member buckling design

Decisive position for stability classification: 4,880 m

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

1 |sO 36 8 7,566e+03 |7,560e+03 (1,00 |0,43 [1,00 (4,44 |9,00 10,00 13,80
3 |[SO 36 8 7,570e+03 |7,576e+03 1,00 |0,43 [1,00 (4,44 |9,00 10,00 13,77
4 1 56 5 5,872e+03 |-6,234e+01 |-0,01 0,55 11,20 | 62,75 73,12 58,52
5 |[SO 36 8 -1,756e+03 | -1,750e+03
7 |SO 36 8 -1,760e+03 | -1,766e+03
Note: The Classification limits have been set according to Semi-Comp+.
The cross-section is classified as Class 1
Flexural Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)
Sway type sway | hon-sway
System length L 24,400 | 4,880 m
Buckling factor k 1,00 0,91
Buckling length ler 24,400 | 4,447 m
Critical Euler load Ner 12,15 |140,45 kN
Slenderness A 601,37 | 176,87
Relative slenderness | Arel 6,40 1,88
Limit slenderness Meio 0,20 0,20
Buckling curve b c
Imperfection o 0,34 0,49
Reduction factor X 0,02 0,22
Buckling resistance Nbra |11,54 [108,28 kN
Cross-section area | A 2,1200e-03 | m?
Buckling resistance Npra | 11,54 kN
Unity check 0,53 -
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Torsional(-Flexural) Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Note: For this I-section the Torsional(-Flexural) buckling resistance is higher than the resistance

for Flexural buckling. Therefore Torsional(-Flexural) buckling is not printed on the output.

Lateral Torsional Buckling check

According to EN 1993-1-1 article 6.3.2.1 & 6.3.2.3 and formula (6.54)

Method for LTB curve Alternative case

Plastic section modulu{ Wp,y | 8,2917e-05

m3

Elastic critical moment| Mcr 37,18

kNm

Relative slenderness |Areicr 0,72

Limit slenderness Areltro | 0,40

Note: The slenderness or bending moment is such that Lateral Torsional Buckling effects

may be ignored according to EN 1993-1-1 article 6.3.2.2(4).

LTB length It 14,880 m
Influence of load position no influence
Correction factor k (1,00

Correction factor kw | 1,00

LTB moment factor Ci: /1,63

LTB moment factor C: 1,16

LTB moment factor C 0,41

Shear centre distance d: |0 mm
Distance of load applicatio|zg |0 mm
Mono-symmetry constant |By |0 mm
Mono-symmetry constant|z; |0 mm

Note: C parameters are determined according to ECCS 119 2006 / Galea 2002.

Bending and axial compression check

According to EN 1993-1-1 article 6.3.3 and formula (6.61),(6.62)
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Interaction method alternative method 1
Cross-section area A 2,1200e-03 m?
Plastic section modulus Wiy | 8,2917e-05 m3
Plastic section modulus Wiz | 4,1125e-05 m3
Design compression force Ned 6,17 kN
Design bending momer Myed |-0,83 kNm
(maximum)

Design bending momer Mzeds | 0,00 kNm
(maximum)

Characteristic compressio Nrk 498,20 kN
resistance

Characteristic momen Myrc | 19,49 kNm
resistance

Characteristic momer Mzrc | 9,66 kNm
resistance

Reduction factor Xy 0,02

Reduction factor Xz 0,22

Modified reduction factor X.T,mod | 1,00

Interaction factor kyy 1,09

Interaction factor kyz 0,69

Interaction factor Kzy 1,91

Interaction factor kzz 1,47

Maximum moment My q is derived from beam B38 position 0,000 m.

Maximum moment M4 is derived from beam B30 position 4,880 m.

Critical Euler load Ner,y 12,15 kN
Critical Euler load Ner,z 140,45 kN
Elastic critical load Ner,T 1956,27 kN
Plastic section modulus Woly 8,2917e-05 m3
Elastic section modulus Wely 7,2800e-05 m3
Plastic section modulus Wi,z 4,1125e-05 m3
Elastic section modulus Wei, 2,6800e-05 m3
Second moment of area ly 3,4900e-06 m*
Second moment of area I, 1,3400e-06 m*
Torsional constant It 5,2400e-08 m*
Method for equivaler Table A.2 Line 3 (Point load
moment factor Cmy,0

Equivalent moment factor Cry,0 0,91

Method for equivaler Table A.2 Line 1 (Linear)
moment factor Cmzo0

Ratio of end moments U2 1,00

Equivalent moment factor Cmz0 1,01

Factor My 0,50
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Factor Mz 0,97
Factor €y 3,90
Factor awr 0,98
Critical moment for uniforf Mcro 22,80 kNm
bending

Relative slenderness Arel,0 0,92
Limit relative slenderness Areloim | 0,25
Equivalent moment factor Crmy 0,97
Equivalent moment factor Crm:z 1,01
Equivalent moment factor Conir 1,00
Factor bir 0,00
Factor CLt 0,02
Factor dir 0,00
Factor eLr 0,01
Factor Wy 1,14
Factor W; 1,50
Factor Npl 0,01
Maximum relative slendernes| Are,max | 6,40
Factor Cyy 0,90
Factor Cy: 0,52
Factor Cyy 0,52
Factor Cz 0,69

Unity check (6.61) = 0,53 + 0,05 + 0,00 = 0,58 -

Unity check (6.62) = 0,06 + 0,08 + 0,00 = 0,14 -

Shear Buckling check

According to EN 1993-1-5 article 5 & 7.1 and formula (5.10) & (7.1)

Buckling field length |a |4,880 m
Web unstiffened
Web height hw |80 mm
Web thickness t 5 mm

Material coefficient |e |1,00

Shear correction facto|n [1,20

Web slenderness hw/t | 16,00

Web slenderness limi 60,00
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Note: The web slenderness is such that Shear Buckling effects may be ignored

according to EN 1993-1-5 article 5.1(2).

The member satisfies the stability check.

9.3.4.4. Dimenzioniranje pendl stupova

Linear calculation

Class: GSN

Coordinate system: Principal

Extreme 1D: Global

Selection: All

Filter: Cross-section = STUP 2 - RRK150/100/4

EN 1993-1-1 Code Check

National annex: Standard EN
Member B47 [0,000/5,870 m |RRK150/100/4 [S235 |[GSN [0,23- |

Note: EN 1993-1-3 article 1.1(3) specifies that this part does not apply to cold formed CHS and RHS
sections.

The default EN 1993-1-1 code check is executed instead of the EN 1993-1-3 code check.

GSN / 1.35*VL. TEZINA + 1.35*DOD. STALNO
0.75*SNIJEG + 1.50*VJETAR PRITISKAJUCI X

ymo for resistance of cross-sectior| 1,00
ymz1 for resistance to instability | 1,00
ymz2 for resistance of net sections| 1,25

Yield strength fy |235,0 MPa

Ultimate strength fu |360,0 MPa

Fabrication Cold formed
....:SECTION CHECK::...

The critical check is on position 0,000 m
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Normal force Neds  |[-31,12 kN
Shear force Vyeda |0,00 kN
Shear force Vzed | 0,00 kN
Torsion Ted 0,00 kNm
Bending moment| My,es | 0,00 kNm
Bending moment| Mzeq | 0,00 kNm

Classification for cross-section design

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

1 |l 88 4 1,642e+04 |1,642e+04 | 1,00 1,00 | 22,00 | 28,00 34,00 38,00 1
3 |l 138 4 1,642e+04 |1,642e+04 | 1,00 1,00 |34,50 | 28,00 34,00 38,00 3
5 |l 88 4 1,642e+04 | 1,642e+04 | 1,00 1,00 | 22,00 |28,00 34,00 38,00 1
7 |l 138 4 1,642e+04 | 1,642e+04 | 1,00 1,00 | 34,50 | 28,00 34,00 38,00 3

Note: The Classification limits have been set according to Semi-Comp-+.

The cross-section is classified as Class 3

Material coefficient € 1,00
Web slenderness ratio | c/tw |34,50
Flange slenderness ratid c/ts | 22,00

Note: The resistance for this semi-compact section has been calculated according to Semi-Comp+.
Compression check

According to EN 1993-1-1 article 6.2.4 and formula (6.9)

Cross-section area A 1,8950e-03 | m?
Compression resistanc¢ Ncrd | 445,32 kN
Unity check 0,07 -

The member satisfies the section check.
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Classification for member buckling design

Decisive position for stability classification: 0,000 m

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

1 I 88 4 1,642e+04 | 1,642e+04 | 1,00 1,00 22,00 |28,00 34,00 [38,00 1
3 |l 138 4 1,642e+04 | 1,642e+04 | 1,00 1,00 |34,50 |28,00 34,00 (38,00 |3
5 | 88 4 1,642e+04 |1,642e+04 | 1,00 1,00 22,00 | 28,00 34,00 38,00 1
7 | 138 4 1,642e+04 |1,642e+04 | 1,00 1,00 |34,50 | 28,00 34,00 38,00 3
Note: The Classification limits have been set according to Semi-Comp+.
The cross-section is classified as Class 3
Flexural Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)
Sway type sway | hon-sway
System length L 5,870 |5,870 m
Buckling factor k 1,00 1,00
Buckling length ler 5,870 |5,870 m
Critical Euler load Ner 357,90 [ 191,89 kN
Slenderness A 104,76 | 143,07
Relative slenderness | Arel 1,12 1,52
Limit slenderness Areto 10,20 0,20
Buckling curve c c
Imperfection o 0,49 0,49
Reduction factor X 0,48 0,31
Buckling resistance Nbra 212,01 [136,75 kN
Cross-section area | A 1,8950e-03 | m?
Buckling resistance Nbrda | 136,75 kN
Unity check 0,23 -
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Torsional(-Flexural) Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)
Note: The cross-section concerns a RHS section which is not susceptible to Torsional(-Flexural) Buckling.

The member satisfies the stability check.

9.3.4.5. Dimenzioniranje spregova

Linear calculation

Class: GSN

Coordinate system: Principal

Extreme 1D: Global

Selection: All

Filter: Cross-section = SPREG - CFCHS76.1X4

EN 1993-1-1 Code Check

National annex: Standard EN

Member B111 0,000/ 6,398 m |CFCHS76.1X4 [S235 |[GSN [0,58- |

Note: EN 1993-1-3 article 1.1(3) specifies that this part does not apply to cold formed CHS and RHS
sections.

The default EN 1993-1-1 code check is executed instead of the EN 1993-1-3 code check.

GSN / 1.35*VL. TEZINA + 1.35*DOD. STALNO
+0.75*SNIJEG + 1.50*VJETAR PRITISKAJUCI X

ymo for resistance of cross-sectior| 1,00
ym1 for resistance to instability |1,00
ym2 for resistance of net sections| 1,25

Yield strength fy |235,0 MPa

Ultimate strength fu |360,0 MPa

Fabrication Cold formed
....:SECTION CHECK::...

The critical check is on position 0,000 m
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Normal force Neds | -14,50 kN
Shear force Vyeda |0,00 kN
Shear force Vzed | 0,00 kN
Torsion Ted 0,00 kNm
Bending moment| My,es | 0,00 kNm
Bending moment| Mzeq | 0,00 kNm

Classification for cross-section design

Classification according to EN 1993-1-1 article 5.5.2

Classification of Tubular sections according to EN 1993-1-1 Table 5.2 Sheet 3

76 4

19,02 50,00

70,00

90,00 1

The cross-section is classified as Class 1

Compression check

According to EN 1993-1-1 article 6.2.4 and formula (6.9)

Cross-section area A 9,0600e-04 | m?
Compression resistanc¢ Ncrd | 212,91 kN
Unity check 0,07 -

The member satisfies the section check.

Classification for member buckling design

Decisive position for stability classification: 0,000 m

Classification according to EN 1993-1-1 article 5.5.2

Classification of Tubular sections according to EN 1993-1-1 Table 5.2 Sheet 3

76 4 19,02 | 50,00 70,00 90,00 1
The cross-section is classified as Class 1
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Flexural Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Sway type sway | non-sway
System length L 6,398 |6,398 m
Buckling factor k 1,00 1,00
Buckling length ler 6,398 |6,398 m
Critical Euler load Ner 129,91 [29,91 kN
Slenderness A 250,58 | 250,57
Relative slenderness | Arel 2,67 2,67

Limit slenderness Areto 10,20 0,20
Buckling curve c c
Imperfection o 0,49 0,49
Reduction factor X 0,12 0,12

Buckling resistance Nprd | 25,08 |25,08 kN

Cross-section area | A 9,0600e-04 | m?
Buckling resistance Nprda | 25,08 kN
Unity check 0,58 -

Torsional(-Flexural) Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Note: The cross-section concerns a CHS section which is not susceptible to Torsional(-Flexural) Buckling.

The member satisfies the stability check.

9.3.5. Materijal

Celik EC3

$235 |7850,0 |2,1000e+05 0.3 0 40 235,0 |360,0
8,0769e+04 | 0,00 40 80 1215,0 |360,0
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9.4.

Proracun temelja nadstresnice za betonske bokseve

Za potrebe proracuna razmatra se debljina temeljne ploce debljine 30 cm sa ojacanjima u vidu
temeljnih greda poprec¢nog presjeka b/h=60/70 cm. Reakcije iz proracuna celi¢ne konstrukcije uvedene
su u model armiranobetonske konstrukcije kao opterecenje na stupove. Temelje je potrebno osloniti
na tlo nosivosti minimalno 300 kN/m?. Prije polaganja podloZnog betona ispod temelja potrebno je
traziti odobrenje projektanta konstrukcije i nadzornog inZenjera zapisano u gradevinski dnevnik.

Poz. Temelji — armirani beton, h =30 cm, b/h = 60/70 cm.

C30/37; B500B; ¢ = 40mm.

Prikaz modela:

9.4.1. Opterecenja

Description

Action type Load group Direction

Load type

Duration

Master load
case

VLASTITA TEZINA Permanent |LG1 -Z
Self weight
DODATNO Permanent |LG1
STALNO
Standard
RASTRESITI Variable LG2 Short None
MATERIJAL
Standard Static
STROJ Variable LG2 Short None
Standard Static
NADSTRESNICA Variable LG2 Long None
PROJEKTANT: Z0P: BROJ MAPE:
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Description | Action type Load group Direction Duration

Master load
case

Load type

Standard Static

Vlastita tezina:

Dodatno stalno — montazni betonski boksevi:

Rastresiti materijal:

PROJEKTANT:
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Opterecenje prometom — s obzirom da je opterecenje od rastresitog materijala postavljeno
na nacin da djeluje najnepovoljnije i da je iznosom znacajno vece od optereéenja prometom,
a ne moze se superponirati (pojaviti istovremeno), prometno optereéenje nece se uzimati u

proracun.

Reakcije na lezajevima (nadstresSnica) — za potrebe prora¢una odabrane su maksimalne
vrijednosti reakcija i kako su ve¢ u statickom prora¢unu elemenata nadstresnice uvecane za
faktore sigurnosti, u proracunu temelja nece se uvecavati (koef. sigurnosti — 1).

Linear calculation
Combination: GSN4
System: Global
Extreme: Member
Selection: All

Nodal reactions

Name Case Rx Ry R: Mx My M: ex ey
[kN]  [kN] [kN] [kNm]  [kNm] [kNm] [mm] [mm]

Sn1/N1 GSN2/1 443 0,17| 22,83 0,00 0,00 0,00 0,0 0,0
Sn1/N1 GSN9/2 -0,12| 2,16 4,50 0,00 0,00 0,00 0,0 0,0
Sn1/N1 GSN10/3 489 0,89| 25,20 0,00 0,00 0,00 0,0 0,0
Sn1/N1 GSN5/4 -2,05| 0,83 -4,36 0,00 0,00 0,00 0,0 0,0
Sn2/N3 GSN2/1 0,20| 0,00 -1,60 0,00 0,00 0,00 0,0 0,0
Sn2/N3 GSN9/2 -0,28| 0,00 12,71 0,00 0,00 0,00 0,0 0,0
Sn2/N3 GSN4/5 0,22| 0,00 -2,01 0,00 0,00 0,00 0,0 0,0
Sn2/N3 GSN7/6 -0,31| 0,00 13,44 0,00 0,00 0,00 0,0 0,0
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Ry R. Mx My

M;

[kN]  [kN] [kNm] [kNm]

Sn2/N3 | GSN11/7 -0,32| 0,00] 13,29 0,00 0,00 0,00 0,0 0,0
Sn3/N6 | GSN13/8 3,08| -1,00| 36,21 0,00 0,00 0,00 0,0 0,0
Sn3/N6 | GSN9/2 3,83| -0,93| 41,58 0,00 0,00 0,00 0,0 0,0
Sn3/N6 | GSN2/1 -1,38| 0,64 -12,73 0,00 0,00 0,00 0,0 0,0
Sn4/N8 | GSN2/1 1,31 -0,02| -12,02 0,00 0,00 0,00 0,0 0,0
Sn4/N8 | GSN9/2 -3,25| -0,01| 41,56 0,00 0,00 0,00 0,0 0,0
Sn5/N10 | GSN9/2 3,86 2,93| 43,18 0,00 0,00 0,00 0,0 0,0
Sn5/N10 | GSN2/1 -1,39| -1,21| -12,24 0,00 0,00 0,00 0,0 0,0
Sn6/N12 | GSN10/3 0,34| 0,00 -0,93 0,00 0,00 0,00 0,0 0,0
Sn6/N12 | GSN5/4 -1,69| 0,00 24,20 0,00 0,00 0,00 0,0 0,0
Sn6/N12 | GSN2/1 1,38 0,00| -12,59 0,00 0,00 0,00 0,0 0,0
Sn6/N12 | GSN9/2 -3,31| 0,00| 41,79 0,00 0,00 0,00 0,0 0,0
Sn7/N14 | GSN9/2 3,86 -2,93| 43,18 0,00 0,00 0,00 0,0 0,0
Sn7/N14 | GSN2/1 -1,39| 1,21 -12,24 0,00 0,00 0,00 0,0 0,0
Sn8/N16 |GSN5/4 -1,69| 0,00 24,20 0,00 0,00 0,00 0,0 0,0
Sn8/N16 |GSN10/3 0,34| 0,00 -0,93 0,00 0,00 0,00 0,0 0,0
Sn8/N16 |GSN2/1 1,38 0,00| -12,59 0,00 0,00 0,00 0,0 0,0
Sn8/N16 | GSN9/2 -3,31| 0,00] 41,79 0,00 0,00 0,00 0,0 0,0
Sn9/N18 | GSN13/8 3,08| 1,00| 36,21 0,00 0,00 0,00 0,0 0,0
Sn9/N18 | GSN9/2 3,83| 093] 41,58 0,00 0,00 0,00 0,0 0,0
Sn9/N18 | GSN2/1 -1,38| -0,64| -12,73 0,00 0,00 0,00 0,0 0,0
Sn10/N20 | GSN2/1 1,31 0,02| -12,02 0,00 0,00 0,00 0,0 0,0
Sn10/N20 | GSN9/2 -3,25| 0,01| 41,56 0,00 0,00 0,00 0,0 0,0
Sn11/N22 | GSN9/2 -0,11| -2,16 4,50 0,00 0,00 0,00 0,0 0,0
Sn11/N22 | GSN2/1 4,42| -0,17| 22,83 0,00 0,00 0,00 0,0 0,0
Sn11/N22 | GSN10/3 489 -0,89| 25,20 0,00 0,00 0,00 0,0 0,0
Sn11/N22 | GSN5/4 -2,05| -0,83 -4,36 0,00 0,00 0,00 0,0 0,0
Sn12/N24 | GSN9/2 -0,28| 0,00] 12,71 0,00 0,00 0,00 0,0 0,0
Sn12/N24 | GSN2/1 0,20/ 0,00 -1,60 0,00 0,00 0,00 0,0 0,0
Sn12/N24 | GSN4/5 0,22| 0,00 -2,01 0,00 0,00 0,00 0,0 0,0
Sn12/N24 | GSN7/6 -0,31| 0,00] 13,44 0,00 0,00 0,00 0,0 0,0
Sn12/N24 | GSN11/7 -0,32| 0,00] 13,29 0,00 0,00 0,00 0,0 0,0
GSN2/1 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*VJETAR

ODIZUCI X
GSN9/2 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*SNUEG

+0.90*VJETAR PRITISKAJUCI Y
GSN10/3 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 0.75*SNIJEG

+ 1.50*VJETAR ODIZUCI X
GSN5/4 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*VJETAR

PRITISKAJUCI Y
GSN4/5 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*VJETAR

obDIzucly
GSN7/6 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 1.50*SNIJEG

+0.90*VJETAR PRITISKAJUCI X
GSN11/7 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 0.75*SNUEG

+ 1.50*VJETAR PRITISKAJUCI X
GSN13/8 | 1.35*VL. TEZINA + 1.35*DOD. STALNO + 0.75*SNIJEG
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Name

Combination key
+ 1.50*VJETAR PRITISKAJUCI Y

9.4.2. Kombinacije opterecenja

Name Description Type Load cases Coeff.
[-]
ULS-Set B (auto) EN-ULS (STR/GEQ) Set B | VLASTITA TEZINA | 1,00
DODATNO 1,00
STALNO
FRAKCIJE 1,00
STROJ 1,00
NADSTRESNICA 1,00
SLS-Char (auto) EN-SLS Characteristic VLASTITATEZINA |1,00
DODATNO 1,00
STALNO
FRAKCIJE 1,00
STROJ 1,00
NADSTRESNICA 1,00
SLS-Quasi (auto) EN-SLS Quasi- | VLASTITA TEZINA |1,00
permanent
DODATNO 1,00
STALNO
FRAKCIJE 1,00
STROJ 1,00
NADSTRESNICA 1,00
GSN Envelope - ultimate VLASTITA TEZINA | 1,35
DODATNO 1,35
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Load cases
STALNO
| FRAKCIJE 11,00
'STROJ 11,50

| NADSTRESNICA 1,00

9.4.3. Staticki proracun

Proracun konstrukcije napravljen je programom SciaEngeneer 2019

Konstrukcija je izraCunata kao sustav 2D plosnih elemenata kojima su opisane ploce konstrukcije i 1D
Stapnih elemenata kojima su opisane grede. lzraden je prostorni model za analizu stanja naprezanja i

deformacija ploce i greda.

9.4.3.1. Dimenzioniranje ploce

Dimenzioniranje ploc¢a i greda provedeno je unutar proracuna i prikazano je graficki u prilogu zajedno
sa proracunom dok su ovdje navedene proracunom zahtijevane povrsine armatura po pozicijama i

odabrane armaturne mreze i Sipke.
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2D Reinforcement Design (ULS); As,req,1+

Reinforcement design (ULS+SLS)
Values: As,req1+

Linear calculation

Combination: GSH

Extreme: Global

Selection: Al

Location: In nodes avg. on macro.
System: LCS mesh element

=

f

2D Reinforcement Design (ULS); As,req,2+

Reinforcement design (ULS+SLS)
Values: Asreq2+

Linear calculation

Combination: GSN

Extreme: Global

Selection: All

Location: In nodes avg. on macro.
System: LCS mesh element
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2D Reinforcement Design (ULS); As,req,1-

Reinforcement design (ULS+SLS)
Values: Asreq1-

Linear calculation

Combination: GSN

Extreme: Global

Selection: All

Location: In nodes avg. on macro.
System: LCS mesh element

2D Reinforcement Design (ULS); As,req,2-

Reinforcement design (ULS+5LS)
Values: As,req,2-

Linear calculation

Combination: GSN

Extreme: Global

Selection: All

Location: In nodes avg. on macro.
System: LCS mesh element
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Tabliéni prikaz oCitanih vrijednosti dimezioniranja ploca, za kombinaciju optereéenja CO2 - GSN

Donja zona (cm?) Gornja zona (cm?)
Smjer 1 (x) Smijer 2 (y) Smjer 1 (x) Smijer 2 (y)
Poz 100
5,33 3,85 4,0 3,85

Prikaz odabrane armature za ploce, za kombinaciju opterec¢enja CO2 — GSN

Donja zona (cm?) Gornja zona (cm?)

Poz 100
Q335+$8/20 Q335+8/20

Detalji armiranja

Armatura se i u gornjoj i u donjoj zoni postavlja po cijeloj povrsini plo¢e. Dodatno,
u donjoj zoni i u gornjoj zoni postaviti Sipke ¢$8 na razmaku od 20cm.

Preklop mreza iznosi 45 cm. Preklop mreza sa rubnom armaturom iznosi 45 cm.

Rubovi ploce armiraju se popre¢nom armaturom: U vilicama ®8/15.

9.4.3.2. Dimenzioniranje grede

Check capacity-response

‘Overall check

Values: UC

Linear calculation
Combination: GSN
Coordinate system: Member
Extreme 1D: Local
Selection: All

"
gt

N
~ 1 -
e
&
7 S
N
t . 1YY
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Check capacity-response

Linear calculation
Combination: GSN
Coordinate system: Member
Extreme 1D: Member

Selection: All
Beam B3 Rectangle (700; 600)
EC EN 1992-1-1:2004/AC:2008 Section 0 [dx = 0 m]
Member length: L=64m Concrete: C30/37
Buckling y-y Ly = 8.04 m (sway) Bi-linear stress-strain diagram
Buckling z-z L, = 7.01 m (sway) Exposure class: XC3
Longitudinal reinforcement: B 500B
M ¢ ¢ % | 4614 (616 mm2)  Bi-linear with an inclined top branch
6410 mm + 8¢14 mm (A = 1703 mm?)
= 0,405 % (13.4 kg/m
. 4| 2010457 mm2) > o 9/m)

700
N

2$10 (157 mm2)

y
o o 2610 (157 mm?2)
0 o [} ) 4¢14 (616 mm2)
600 $8/291 mm, ns=2

Material characteristics

Design concrete compressive strength

Shear reinforcement: B 500B
Bi-linear with an inclined top branch

$8/291 mm (n; = 2) (Agy = 101 mm?)

Pw = 0,082 % (2.71 kg/m) (Agwm = 346 mm°/m)

Cover (stirrup)
Top: 30 mm
Bottom: 30 mm
Left: 30 mm
Right: 30 mm

Design yield strength of longitudinal reinforcement

(3.15)
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Forces
Content of combination: 1.35*VLASTITATEZINA +1.35*DODATNOSTALNO+NADSTRESNICA
From FEM analysis:
N =-102kN M, =-76 kNm M, =-0.0153 kNm

Compression member
Limit axial force to consider member as compression:
Neom = - Coeffeon - (feg Ac ) = - 0.1+ ( 20-10°-042) = -840 kN
Check condition:

Neg 2 Neom = -102 kN > -840 kN ...  not compression member

Note: The member is not considered as a compression member (normal force is relatively small or zero).

Recalculation of bending moments:
Moment reduction above support: No Shear forces reduction above support:
Use Shift rule: Yes
Neg = -102 kN Megy = 76 KNm Mg, = -0.0153 kNm

Input data for generation of interaction diagrams

Method of interaction diagram check NyMy

Division of vertical strains 250

Number of vertical cuts 18

Resultant value of bending moment Mies = 49.8 kNm

Angle of resultant bending moment related to M, 0.9°
. . . . Omymz = U.
direction in horizontal plane M,-M, v

Angle of resultant bending moment related to N direction

. [o{NIV I -67°
in vertical plane N-Ms

Calculation of resistances
Resistances in positive direction  Nggs = 338 KN Mggy, = 144 kNm  Mgg;, = 10 kNm
Resistances in negative direction Ngg. = -1466 kN Mgqy. = -624 kNm  Mgg,. = -2 kNm
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Summary of check

Forces: Ngg =-117 kN Mggy = -49.8 kNm  Mgg, = 0.782 kNm
Resistance: Ny = -1466 kN Mgg, = -624 kNm  Mgg, = 10 kNm

Calculation of unity check:

2 2 2I 2 2 2
Neg + Medy +Meg, o -117 +-49.8 +0.782

=0.0799 <=1 OK

uc=

List of errors/warnings/notes:  N2/1.

=
w/ Ned + Mgy + Mrgs J -1466° + -624° +9.79°

3D interaction diagram - Vertical section N-M

z
=3
z

Mres [kNm]

3D interaction diagram - Horizontal section M,-M,

P
=3
N

250 -

} ® i i { i i i \
o o o o o o o o
[¥a) o wn o wn o wn o
© © w & ¥ F o 9
-250—
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Summary of check
Type of Fibre / Eextr  Oextr Check Check CLl Limit Status
component Bar [%0] [MPa] strain[-] stress [-] [-1
Concrete 7 -012 -275 0,07 0,14 0,24 1 OK
Reinf. 11 1 0.552 110 0,01 0,24
List of errors/warnings/notes:  N2/1, N2/5.
Stress and strain distribution
0,61
0,55 s 11,32 ° ° °
 — . L]
z
 E— . J—V o
y
(2]
=)
-0,19 -37,29 . . .
-0,24 -2,75
Extreme values of stress/strain in component
Type of component Fibre/ ¢ &m O Giim UC[-] Status
Bar [%0] [%0] [MPa] [MPa]
Concrete - compression 7 -012 -1.75 -2.75 -20 0,14 OK
Concrete - tension 3 0.606 0 0 0 0,00 oK
Reinforcement - compression 1 -0.186 -45 -37.3 -466 0,08 oK
Reinforcement - tension 11 0.552 45 110 466 0,24 OK
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Plane of deformation
Strain in centre of gravity
Curvature around (y) axis
Curvature around (z) axis

Height of compression zone

Balanced height of compression zone

Limit height of compression zone

Declination of neutral axis

Height of cross-section perpendicular to neutral axis

Effective depth of the cross-section perpendicular to the neutral axis

Lever arm of the cross-section perpendicular to the neutral axis

z = 550
N

£, = 0.183 %o

g, = 1.21 %o
& = 0 %o
x =199 mm

Xpal = 368 mm

Xjim = 44 mm

oana = -0.01°
h =700 mm
d =614 mm
z = 550 mm

. = o
© y
I
©
NI
L] L] L] L]
Cross-section characteristics
Type of component t, t, A ly 1,
Iml [m]  [m] [m]  [m]
Concrete - compression 0 -0.25 0119 789107 358107
Concrete - tension 0 0.1 0301 926107 9.02-10°
Reinforcement - compression 0 -0274 77310° 609-10° 32.110°
Reinforcement - tension 0 0227 93010° 609-10° 42510°
Whole concrete 0 0 0.42 0.0172 0.0126
All reinf. bars 0 0 1710° 12210° 74610°
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Forces in all cross-section components
Type of component Nies My M e e,
[kN] [kNm] [kNm] [m] [m]

Concrete - compression -164  -46.6  -0.01 0 -0.284

Concrete - tension 0 0 0 0 0

Reinforcement - compression =~ -23 -7 0 0 -0.305

Reinforcement - tension 85.1 -22.5 0 0 0.264

All in compression -187  -53.6  -0.01 0 -0.286

All in tension 85.1 -22.5 0 0 0264

Summary -102 -76.1 -0.02

Detailed results of stresses and strains in concrete fibres

Fibre Material vy; zZ; € €lim c Olim €/&m ©/0o;, Check
[m] [m]  [%o] [%c] [MPa] [MPa] [-] [-]
1 C30/37 0.3 -0.35 -0.24 -35 -2.75 -20 0.07 0.14 OK
2 C30/37 0.3 0 0.18 0 0 0 0 0 OK
3 C30/37 03 035 0.61 0 0 0 0 0 OK
4 C30/37 0 035 0.61 0 0 0 0 0 OK
5 C30/37  -03 035 0.61 0 0 0 0 0 OK
6 C30/37  -03 0 0.18 0 0 0 0 0 OK
7 C30/37 -0.3 -0.35 -0.24 -3.5 -2.75 -20 0.07 0.14 OK
8 C30/37 0 -035 -0.24 -35 -2.75 -20 0.07 014 0K
Detailed results of stresses and strains in reinforcement bars
Bar Material d; Yi b2 € &m O Olim £/ &m ©/0in Check
[mm] [m] [m]  [%o] [%o] [MPa] [MPa] [-] [-]
1 B500B 14 -0252 -0305 -0.19 -45 -37.3  -466 0 008 OK
2 B500B 14 -0.084 -0305 -0.19 -45 -373  -466 0 008 OK
3 B500B 14 0084 -0305 -0.19 -45 -373  -466 0 008 OK
4 B500B 14 0252 -0305 -0.19 -45 -37.3  -466 0 008 OK
5 B 500B 10 -0.257 0.151 0.37 45 73 466 0.01 0.16 OK
6 B 500B 10 -0.257 0 0.18 45 36.5 466 0 0.08 OK
7  B500B 10 -0.257 -0.151 0 -45 -0.03 -466 0 0 OK
8  B500B 10 0257 -0.151 0 -45 0 -466 0 0 OK
9  B500B 10 0.257 0 018 45 365 466 0 008 OK
10 =~ B 5008 10 0257 0.151 037 45  73.1 466  0.01 0.16 OK
11 = B500B 14 0252 0305 055 45 110 466  0.01 024 OK
12 B 500B 14 0.084 0.305 0.55 45 110 466 0.01 0.24 OK
13 B 500B 14 -0.084 0.305 0.55 45 110 466 0.01 0.24 OK
14 = B500B 14 -0252 0305 055 45 110 466 0.01 024 OK
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Explanation of errors, warnings and notes

Index Type Description Solution

The member is not considered as a compression

N2/1 Note . .
member (normal force is relatively small or zero).
Limit compressive concrete strain was determined

N2/5 Note  based on chapter 6.1(5) and compared with mean

compressive strain of concrete

Zagreb, ozujak, 2023.
Projektant: Danko Fundurulja, dipl.ing.grad., G315
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10. PRORACUN CELICNE KONSTRUKCIJE NADSTRESNICE ZA OPREMU

10.1. Analiza opterecenja

10.1.1. Opé¢i podaci

Vanjski gabariti (Sirina x duZzina) =8,80 mx 10,09 m
Nagib krovne konstrukcije = 15° (dvostresni krov)
Visina gradevine na najnizem dijelu =5,20m

Visina gradevine na najvisem dijelu =6,60m

Nadmorska visina =115,00 m.n.m.
Lokacija gradevine = Slatina

10.1.2. Stalno djelovanje na konstrukciju — G

Vlastita teZina elemenata

Vlastita teZina pojedinih elemenata celi¢ne konstrukcije se generira kompjutorskim programom na
temelju dimenzija elemenata i zapreminske teZine pojedinih konstrukcijskih materijala.

Stalno opterecéenje od krovne konstrukecije

Pokrov: Lim trapezni 40 mm g =0,07 kN/m?

10.1.3. Djelovanje snijega na nosivu konstrukciju — S
Opterecenje snijegom na krovu dobiva se prema izrazu:
s=5.-4-C,-C
gdje je:
S, karakteristi¢no opterecenje snijegom na tlu (Tablical iz HRN EN 1991-1-3:2012/NA:2016)

za 3. snjezno podruéje — kontinentalnu Hrvatsku i nadmorsku visinu do 200 m: s, =1,25
kN/m?

y7a koeficijent oblika opterecenja snijegom na krovu, prema tipu i nagibu krova
za dvostresan krov, nagib krova 0°<a <15°: 1 =0,8
C koeficijent izloZzenosti: C, =1,0

: toplinski koeficijent: ~ C, =1,0

Opterecenje snijegom:

Slucaj 1 — snijeg simetricno — preko obje kosine krova:

PROJEKTANT: ZOP: BROJ MAPE:
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s, =5 4-C,-C, =125-0,8-1,0-1,0=1,0kN/m?
Sluéaj 2 — snijeg nesimetricno — preko jedne kosine krova:

s,=5,-0,5-4-C,-C,=125-0,5-0,8-1,0-1,0 = 0,5kN/m?

10.1.4. Djelovanje vjetra na nosivu konstrukciju — W

Osnovna brzina vjetra - vp

Vb = Cair * Coeason * Vb,o

gdje je:

Cyir koeficijent smjera vjetra: Cy =10
Censon  kOEficijent godisnjeg doba: C =10

season

Voo temeljna vrijednost osnovne brzine vjetra(Slika 1 iz HRN EN 1991-1-4:2012/NA:2012):

Voo = 20m/s

Vp = Cyir *Coeason Voo =1,0-1,0-20=20m/s

Tlak pri osnovnoj brzini vjetra - gp

1 2
Oy ZE'p'Vb
gdje je:
P gustoca zraka: p =125kg/m?
1 2 1 2 2 2
Oy 25-,0'Vb 25-1,25-20 =250N/m?=0,25kN/m

Tlak pri vr$noj brzini vjetra - gy(z)
q,(2)=¢.(2)-G,
gdje je:

C.(z) faktor izloZenosti (Slika 4.2 iz HRN EN 1991-1-4:2012) za visinu gradevine z=6,5 m i kategoriju

terena Il — Podrudje s niskim raslinjem, kao $to je trava, i izoliranim preprekama (drvece, zgrade) na

razmaku od najmanje 20 visina prepreke (Dodatak A iz HRN EN 1991-1-4:2012)

c.(2)=2,0

d,(z) =c.(2)-q,=2,0-0,25=0,50 kN/m?
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Tlak vjetra na povrsine - w

W= qp (Z) : Cp,net

gdje je:

Cp et koeficijent neto tlaka

- za krov dvostreSne nadstresnice (Tablica 7.7. iz HRN EN 1991-1-1-4:2012), za nagib krova od +15° i

zaprijecenost ispod nadstreSnice ¢ =1,0:

Koeficijenti neto tlaka C

p,net
B
| bl10
|
|
A |D|] A |C b
l
|
| b0
B =
+—+d10 w d10+—
’II‘ "J,
d
Nagib oy .. .. .. ..
Zaprijecenost ¢ Podrucje A Podrucje B Podrucje C Podrucje D
krova a
+15° Najveca vrijednost, svi ¢ +0,9 +1,9 +1,4 +0,4
Najmanja vrijednost, ¢=1 -1,3 -2,2 -1,6 -2,1

Najvece vrijednosti, svi ¢ :

Pritiskajuce djelovanje vjetra

w, =0,50-(+0,9) = +0, 45 KN/m?

W, =0,50- (+1,9) = +0,95 kN/m?
W, =0,50- (+1,4) =+0,70 KN/m?

W, =0,50- (+0,4) = +0,20 kN/m’

Najmanje vrijednosti, ¢ =1:

Odizuce djelovanje vjetra

W, =0,50-(-2,2) =
W, =0,50-(~1,6) = —0,80 kN/m’
W, =0,50-(-2,1) = -1,05 kN/m?

w, =0,50-(~1,3) =—0,65 kKN/m’
—1,10 KN/m?
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Sukladno slici 7.17. iz HRN EN 1991-1-1-4:2012, promatrat ée se dva slucaja opterecenja:

- tlak vjetra djeluje na obje kosine istovremeno
- tlak vjetra djeluje na jednoj kosini, dok je druga kosina neoptere¢ena

- za zidove nadstrednice (Tablica 7.9. iz HRN EN 1991-1-1-4:2012), za omjer puno¢e ¢ =1,0 (puni
zidovi):

Koeficijenti neto tlaka C,

Punodéa Podrucje A B

=10 Zid se nastavlja iza

ugla u duljini 2h 21 18

Djelovanje vjetra na zidove:
w, =0,50-2,1=1,05 kN/m?

w, =0,50-1,8=0,90 kN/m’

Trenje po krovu

Wq = qp (Z) Cy
gdje je:

Cy koeficijent trenja (Tablica 7.10. iz HRN EN 1991-1-1-4:2012)

za valovitu krovnu povrsinu: ¢, =0,04

w, =0,(2)-¢, =0,53-0,04=0,02 kN/m’

Seizmicko opterecenje odnosno optereéenje potresom nije mjerodavno opterecenje.
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10.2.

Materijali konstrukcije

Svi elementi éeliéne nosive konstrukcije izraduju se od &elika sa normativnom granicom 235 N/mm? ili

$235 (DIN EN 10025). Vij¢ani montaZni spojevi izvode se vijcima kvalitete 10.9.

AB temeljna ploca izvodi se od betona C30/37 i armiraju armaturom B500B.

Elementi Celicne konstrukcije izraduju se u radionici u zavarenoj izvedbi, a na montazi se medusobno
spajaju vijéanim vezama.

Predvidena je antikorozivna zastita vru¢im cincanjem.

Celi¢na konstrukcija svrstana je u okolinu C3 (HRN EN ISO 12944-2).

Nakon montazZe potrebno je izvrsiti popravke antikorozivne zastite montirane konstrukcije.
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10.3. Numericki proracun celi¢ne konstrukcije nadsteSnice za opremu

Proracun celicne nosive konstrukcije sadrZava staticki proracun celicne konstrukcije nadstresnice.
Konstrukcija je projektirana kao sustav zglobno oslonjenih okvira. Sekundarni nosaci projektirani su

kao kontinuirani.

Celi¢na nosiva konstrukcija oslanja se na armiranobetonsku temeljnu plo¢u debljine 30 cm ojacanu
temeljnim gredama porpecnog presjeka b/h=60/70 cm za prihvat nosivih stupova. Izvode se betonom

C30/37, te armiraju armaturom B500B.

Svi elementi ¢eli¢ne nosive konstrukcije od ¢elika sa normativnom granicom 235 N/mm2 — 5235 (HRN
EN 10025). Vijcani montaZni spojevi izvode se vijcima kvalitete 10.9. Elementi celicne konstrukcije
izraduju se u radionici u zavarenoj izvedbi, a prilikom montaze se medusobno spajaju vijcanim vezama.

Numericki model:
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10.3.1. Poprecni presjeci

Type HEA220
Formcode 1 - I section
Shape type Thin-walled
Item material S 235
Fabrication rolled
Colour [ |
Flexural  buckling vy-y,|b
Flexural buckling z-z
A [m?] 6,4300e-03
Ay [m?], Az [m?] 4,6326e-03
AL [m?/m], Ao [m?/m] 1,2600e+00
Cyv.ucs [mm], Czucs [mm] 110
a [deg] 0,00
I, [m*], I, [m?] 5,4100e-05
iy [mm], iz [mm] 92
Wely [M3], Weiz [m?] 5,1500e-04
Woiy [M3], Wpiz [m3] 5,6667e-04
Mpl.y.+ [Nm], Mpl.y.- [Nm] 1,34e+05
Mpiz+ [Nm], Mpi.z- [Nm] 6,36e+04
dy [mm], dz [mm] 0
I [m*], T [m®] 2,8500e-07
By [mm], Bz [mm] 0
Picture
z
y

1,5689e-03
1,2550e+00
105

1,9600e-05
55
1,7800e-04
2,7042e-04
1,34e+05
6,36e+04
0
1,9327e-07
0

Type HEA200

Formcode 1 - I section

Shape type Thin-walled

Item material S 235

Fabrication rolled

Colour

Flexural  buckling vy-y,|b

Flexural buckling z-z

A [m?] 5,3800e-03

Ay [m?], A; [m?] 3,8781e-03| 1,3287e-03
AL [m¥m], Ao [m?/m] 1,1400e+00 | 1,1360e+00
Cr.ucs [mm], czucs [mm] 100 95
a [deq] 0,00

I, [m*], I [m*] 3,6900e-05| 1,3400e-05
iy [mm)], iz [mm] 83 50
Wely [M3], Werz [m?] 3,8900e-04| 1,3400e-04
Woiy [M3], Wpi.z [m3] 4,2917e-04| 2,0375e-04
Mply.+ [Nm], Mpiy.- [Nm] 1,01e+05 1,01e+05
Mpl.z.+ [Nm], Mpi.z.- [Nm] 4,79e+04 4,79e+04
dy [mm], dz [mm] 0 0
It [m*], Iw [m®] 2,1000e-07 | 1,0800e-07
By [mm], Bz [mm] 0 0
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N
Type HEA100
Formcode 1 - I section
Shape type Thin-walled
Item material S 235
Fabrication rolled
Colour
Flexural  buckling vy-y,|b C
Flexural buckling z-z
A [m?] 2,1200e-03
Ay [m?], Az [m?] 1,6076e-03| 5,3156e-04
AL [m?/m], Ao [m?/m] 5,6100e-01| 5,6130e-01
Cr.ucs [mm], Czucs [mm] 50 48
a [deg] 0,00
I, [(m*], I, [m*] 3,4900e-06 | 1,3400e-06
iy [mm], iz [mm] 41 25
Wely [M3], Weiz [M?] 7,2800e-05| 2,6800e-05
Woiy [M3], Wpiz [m3] 8,2917e-05| 4,1125e-05
Mply.+ [Nm], Mpiy.- [Nm] 1,95e+04 1,95e+04
Mpiz+ [Nm], Mpi.z- [Nm] 9,67e+03 9,67e+03
dy [mm], dz [mm] 0 0
I [m*], Tw [m®] 5,2400e-08| 2,5813e-09
By [mm], Bz [mm] 0 0
Picture
z

y
Type CFCHS88.9X4
Formcode 3 - Circular hollow section
Shape type Thin-walled
Item material S 235
Fabrication cold formed
Colour
Flexural  buckling y-y,|c C
Flexural buckling z-z
A [m?] 1,0670e-03
Ay [m?], Az [m?] 6,7920e-04| 6,7920e-04
AL [m?/m], Ao [m?/m] 2,7900e-01| 5,3342e-01
Cr.ucs [mm], czucs [mm] 44 44
a [deq] 0,00
I, [m*], I, [m*] 9,6340e-07 | 9,6340e-07
iy [mm], iz [mm] 30 30
Wery [M3], Weiz [M3] 2,1670e-05| 2,1670e-05
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Woiy [M3], Wpiz [m3] 2,8850e-05| 2,8850e-05
Moty.+ [Nm], Mpiy.- [Nm] 6,78e+03 6,78e+03
Moiz+ [Nm], Mpi.z- [Nm] 6,78e+03 6,78e+03
dy [mm], d; [mm] 0 0
I [m*], I [m®] 1,9268e-06| 2,6551e-42
By [mm], B [mm] 0 0
Picture
z

y
Type RRK150/100/4
Formcode 2 - Rectangular hollow section
Shape type Thin-walled
Item material S 235
Fabrication cold formed
Colour
Flexural  buckling y-y, |c C
Flexural buckling z-z
A [m?] 1,8950e-03
Ay [m?], Az [m?] 7,5761e-04| 1,1364e-03
AL [m?/m], Ao [m?/m] 4,8600e-01| 9,4730e-01
Cv.ucs [mm], czucs [mm] 50 75
a [deq] 0,00
I, [m*], I, [m?] 5,9500e-06 | 3,1900e-06
iy [mm], iz [mm] 56 41
Wely [M3], Weiz [M?] 7,9300e-05| 6,3700e-05
Woiy [M3], Wpi.z [m3] 9,5700e-05| 7,2500e-05
Moiy.+ [Nm], Mpiy.- [Nm] 2,25e+04 2,25e+04
Mpl.z+ [Nm], Mpiz- [Nm] 1,70e+04 1,70e+04
dy [mm], d; [mm] 0 0
I [m*], Tw [m®] 6,6200e-06 | 9,3750e-09
By [mm], B [mm] 0 0
Picture

z

y
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10.3.2. Opterecenja

Load cases - LC1

Name Description Actiontype Load group Load type Direction

LC1 VL. TEZINA

Permanent LG1

Self weight |-Z
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Load cases - LC2

Name Description Action type (IGET] Load type
group

LC2 Dodatno stalno Permanent |LG1 Standard
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Load cases - LC3

Name Description Action type Load group Load type Spec Duration Master load case

LC3 Snijeg (1/1) Variable LG2 Static Standard | Medium None
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Load cases - LC4

Name Description Action Load group Load type Spec Duration Master load case
type

LC4 Snijeg (1/2) Variable |LG2 Static Standard | Medium None
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Load cases - LC5

Name Description Action Load group Load type Spec Duration Master load case
type

LC5 Vjetar krov+ (1/2) | Variable LG3 Static Standard | Short None
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Load cases - LC6

Name Description Action Load group Load type Spec Duration Master load case
type

LC6 Vjetar krov+ (1/1) | Variable |LG3 Static Standard | Short None
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Load cases - LC7

Name Description Action Load group Load type Spec Duration Master load case
type

LC7 Vijetar krov- (1/2) | Variable |LG3 Static Standard | Short None
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Load cases — LC8

Name Description Action Load group Load type Spec Duration Master load case
type

LC8 Vjetar krov- (1/1) | Variable |LG3 Static Standard | Short None
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Load cases — LC9

Name Description Action Load group Load type Spec Duration Master load case
type

LC9 Vjetar zid (+) Variable |LG3 Static Standard | Short None
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Load cases — LC10

Name Description Action Load group Load type Spec Duration Master load case
type

LC10 Vjetar zid (-) Variable |LG3 Static Standard | Short None
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Opterecenja

Description

Spec

Action type

Load type

Load group Direction

Master load
case

VLASTITA TEZINA Permanent LG1
Self weight
DODATNO STALNO Permanent LG1
Standard

SNIJEG (1/1) Variable LG2 None
Snow Static

SNIJEG (1/2) Variable LG3 None
Static wind Static

VJETAR KROV+ (1/2) Variable LG3 None
Static wind Static

VJETAR KROV+ (1/1) Variable LG3 None
Static wind Static

VJETAR KROV- (1/2) Variable LG3 None
Static wind Static

VJETAR KROV- (1/1) Variable LG3 None
Static wind Static

VIJETAR ZID (+) Variable LG3 None
Static wind Static

VIETAR ZID (-) Variable LG3 None
Static wind Static

10.3.3. Grupe opterecenja

Name Load Relation | Type
LG1 Permanent

LG2 Variable Standard | Snow
LG3 Variable Standard | Wind

10.3.4. Kombinacije opterecenja

Description

Load cases

ULS-Set B (auto) EN-ULS (STR/GEO) Set B | VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VIETAR KROV+ (1/2) | 1,00
VIETAR KROV+ (1/1) | 1,00
VIETAR ZID (+) 1,00
VIETAR ZID (-) 1,00
VIETAR KROV- (1/2) | 1,00
VIETAR KROV- (1/1) | 1,00
SNIJEG (1/2) 1,00
SLS-Char (auto) EN-SLS Characteristic VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VIETAR KROV+ (1/2) | 1,00
VIETAR KROV+ (1/1) |1,00
VIETAR ZID (+) 1,00
VIETAR ZID (-) 1,00
VIETAR KROV- (1/2) | 1,00
VIETAR KROV- (1/1) | 1,00
SNIJEG (1/2) 1,00
GSN1 Envelope - ultimate VLASTITA TEZINA 1,35
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Name Description ‘ Type ‘ Load cases Coeff.
[-]
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
GSN2 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
GSN3 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
VIETAR KROV+ (1/2) | 1,50
VJETAR ZID (+) 1,50
GSN4 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
VIETAR KROV+ (1/2) | 1,50
VJETAR ZID (-) 1,50
GSN5 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
VJETAR KROV+ (1/1) |1,50
VJETAR ZID (+) 1,50
GSN6 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
VJETAR KROV+ (1/1) |1,50
VJETAR ZID (-) 1,50
GSN7 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
VJETAR KROV- (1/2) 1,50
VIETAR ZID (+) 1,50
GSN8 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
VJETAR KROV- (1/2) 1,50
VIETAR ZID (-) 1,50
GSN9 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
VJETAR KROV- (1/1) 1,50
VIETAR ZID (+) 1,50
GSN10 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
VIETAR KROV- (1/1) | 1,50
VIETAR ZID (-) 1,50
GSN11 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
VJETAR KROV+ (1/2) 0,90
VJETAR ZID (+) 0,90
GSN12 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
VJETAR KROV+ (1/2) |0,90
VIETAR ZID (-) 0,90
GSN13 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
VIETAR KROV+ (1/1) | 0,90
VIETAR ZID (+) 0,90
GSN14 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
VJETAR KROV+ (1/1) |0,90
VJETAR ZID (-) 0,90
GSN15 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
VJETAR KROV- (1/2) 0,90
VIETAR ZID (+) 0,90
GSN16 Envelope - ultimate VLASTITA TEZINA 1,35
PROJEKTANT: Z0P: BROJ MAPE:
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,
proeki=t OIB: 55474899192

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Pi.uj]:I)( (2)3/2232
OIB: 68254459599 PROJEKT KONSTRUKCIJE
Name Description ‘ Type Load cases Coeff.
[-]
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
VJETAR KROV- (1/2) 0,90
VIETAR ZID (-) 0,90
GSN17 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
VJETAR KROV- (1/1) 0,90
VJETAR ZID (+) 0,90
GSN18 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 1,50
VJETAR KROV- (1/1) 0,90
VJETAR ZID (-) 0,90
GSN19 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
VJETAR KROV+ (1/2) 0,90
VJIETAR ZID (+) 0,90
GSN20 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
VJETAR KROV+ (1/2) 0,90
VJETAR ZID (-) 0,90
GSN21 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
VJETAR KROV+ (1/1) {0,90
VJIETAR ZID (+) 0,90
GSN22 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
VJETAR KROV+ (1/1) 0,90
VJETAR ZID (-) 0,90
GSN23 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
VJETAR KROV- (1/2) 0,90
VJETAR ZID (+) 0,90
GSN24 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
VJETAR KROV- (1/2) 0,90
VJETAR ZID (-) 0,90
GSN25 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
VJETAR KROV- (1/1) 0,90
VJETAR ZID (+) 0,90
GSN26 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 1,50
VJETAR KROV- (1/1) 0,90
VIETAR ZID (-) 0,90
GSN27 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 0,75
VIJETAR KROV+ (1/2) | 1,50
VIETAR ZID (+) 1,50
GSN28 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 0,75
VIJETAR KROV+ (1/2) | 1,50
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. TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA
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INVESTITOR: SADRZAJ:
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OIB: 68254459599 PROJEKT KONSTRUKCIJE
Name Description ‘ Type ‘ Load cases Coeff.
[-]
VIETAR ZID (-) 1,50
GSN29 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 0,75
VIETAR KROV+ (1/1) | 1,50
VJETAR ZID (+) 1,50
GSN30 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 0,75
VJETAR KROV+ (1/1) |1,50
VIETAR ZID (-) 1,50
GSN31 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 0,75
VIETAR KROV- (1/2) | 1,50
VJETAR ZID (+) 1,50
GSN32 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 0,75
VJETAR KROV- (1/2) 1,50
VJETAR ZID (-) 1,50
GSN33 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 0,75
VIJETAR KROV- (1/1) | 1,50
VIETAR ZID (+) 1,50
GSN34 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/1) 0,75
VIJETAR KROV- (1/1) | 1,50
VJETAR ZID (-) 1,50
GSN35 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 0,75
VJETAR KROV+ (1/2) |1,50
VIETAR ZID (+) 1,50
GSN36 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 0,75
VIETAR KROV+ (1/2) | 1,50
VIETAR ZID (-) 1,50
GSN37 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 0,75
VJETAR KROV+ (1/1) |1,50
VJETAR ZID (+) 1,50
GSN38 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 0,75
VJETAR KROV+ (1/1) |1,50
VIETAR ZID (-) 1,50
GSN39 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 0,75
VIETAR KROV- (1/2) | 1,50
VJETAR ZID (+) 1,50
GSN40 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 0,75
VJETAR KROV- (1/2) 1,50
VJETAR ZID (-) 1,50
GSN41 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
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TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
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GRADEVINA:
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Name Description ‘ Type ‘ Load cases Coeff.
[-]
SNLJEG (1/2) 0,75
VJETAR KROV- (1/1) 1,50
VIETAR ZID (+) 1,50
GSN42 Envelope - ultimate VLASTITA TEZINA 1,35
DODATNO STALNO 1,35
SNIJEG (1/2) 0,75
VIETAR KROV- (1/1) | 1,50
VIETAR ZID (-) 1,50
GSU1 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNLJEG (1/1) 1,00
GSU2 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 1,00
GSU3 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
VIJETAR KROV+ (1/2) |1,00
VIETAR ZID (+) 1,00
GSU4 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
VIJETAR KROV+ (1/2) |1,00
VIETAR ZID (-) 1,00
GSU5 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
VIETAR KROV+ (1/1) | 1,00
VIETAR ZID (+) 1,00
GSU6 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
VIETAR KROV+ (1/1) | 1,00
VIETAR ZID (-) 1,00
GSU7 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
VIETAR KROV- (1/2) | 1,00
VIETAR ZID (+) 1,00
GSU8 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
VIETAR KROV- (1/2) | 1,00
VJETAR ZID (-) 1,00
GSU9 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
VIETAR KROV- (1/1) | 1,00
VIETAR ZID (+) 1,00
GSU10 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
VJETAR KROV- (1/1) 1,00
VJETAR ZID (-) 1,00
GSU11 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VIJETAR KROV+ (1/2) |0,60
VIETAR ZID (+) 0,60
GSU12 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VIETAR KROV+ (1/2) | 0,60
VJETAR ZID (-) 0,60
GSU13 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VJETAR KROV+ (1/1) |0,60
VJETAR ZID (+) 0,60
GSU14 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
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TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
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GRADEVINA:
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Name Description ‘ Type ‘ Load cases Coeff.
[-]
SNIJEG (1/1) 1,00
VJETAR KROV+ (1/1) |0,60
VIETAR ZID (-) 0,60
GSU15 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VJETAR KROV- (1/2) 0,60
VIETAR ZID (+) 0,60
GSU16 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VJETAR KROV- (1/2) 0,60
VIETAR ZID (-) 0,60
GSU17 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VIETAR KROV- (1/1) 0,60
VIETAR ZID (+) 0,60
GSU18 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 1,00
VJETAR KROV- (1/1) 0,60
VIETAR ZID (-) 0,60
GSU19 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNLJEG (1/2) 1,00
VJETAR KROV+ (1/2) |0,60
VJETAR ZID (+) 0,60
GSU20 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 1,00
VJETAR KROV+ (1/2) |0,60
VIETAR ZID (-) 0,60
GSU21 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNLJEG (1/2) 1,00
VJETAR KROV+ (1/1) 0,60
VJETAR ZID (+) 0,60
GSU22 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNLJEG (1/2) 1,00
VJETAR KROV+ (1/1) |0,60
VIETAR ZID (-) 0,60
GSU23 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 1,00
VJETAR KROV- (1/2) 0,60
VIETAR ZID (+) 0,60
GSU24 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNLJEG (1/2) 1,00
VJETAR KROV- (1/2) | 0,60
VIETAR ZID (-) 0,60
GSU25 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 1,00
VIETAR KROV- (1/1) 0,60
VIETAR ZID (+) 0,60
GSU26 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 1,00
VJETAR KROV- (1/1) | 0,60
VIETAR ZID (-) 0,60
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Name Description ‘ Type ‘ Load cases Coeff.
[-]
GSU27 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 0,50
VIETAR KROV+ (1/2) | 1,00
VIETAR ZID (+) 1,00
GSU28 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 0,50
VIJETAR KROV+ (1/2) |1,00
VIETAR ZID (-) 1,00
GSU29 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 0,50
VIJETAR KROV+ (1/1) |1,00
VIETAR ZID (+) 1,00
GSU30 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 0,50
VIJETAR KROV+ (1/1) | 1,00
VJETAR ZID (-) 1,00
GSU31 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 0,50
VIETAR KROV- (1/2) 1,00
VIETAR ZID (+) 1,00
GSU32 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 0,50
VJETAR KROV- (1/2) | 1,00
VIETAR ZID (-) 1,00
GSU33 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 0,50
VJETAR KROV- (1/1) | 1,00
VIETAR ZID (+) 1,00
GSU34 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/1) 0,50
VIETAR KROV- (1/1) 1,00
VIETAR ZID (-) 1,00
GSU35 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 0,50
VIETAR KROV+ (1/2) | 1,00
VIETAR ZID (+) 1,00
GSU36 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNLJEG (1/2) 0,50
VIJETAR KROV+ (1/2) |1,00
VJETAR ZID (-) 1,00
GSU37 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 0,50
VIETAR KROV+ (1/1) | 1,00
VIETAR ZID (+) 1,00
GSU38 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 0,50
VIETAR KROV+ (1/1) | 1,00
VJETAR ZID (-) 1,00
GSU39 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 0,50
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Description Load cases

VJETAR KROV- (1/2) | 1,00
VIETAR ZID (+) 1,00
GSU40 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNLJEG (1/2) 0,50
VIETAR KROV- (1/2) 1,00
VIETAR ZID (-) 1,00
GSU41 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNIJEG (1/2) 0,50
VJETAR KROV- (1/1) | 1,00
VIETAR ZID (+) 1,00
GSU42 Envelope - serviceability VLASTITA TEZINA 1,00
DODATNO STALNO 1,00
SNLJEG (1/2) 0,50
VIETAR KROV- (1/1) 1,00
VIETAR ZID (-) 1,00

10.3.5. Grupe kombinacija optereéenja

All ULS ULS-Set B (auto) - EN-ULS (STR/GEO) Set B
GSN1 - Envelope - ultimate
GSN2 - Envelope - ultimate
GSN3 - Envelope - ultimate
GSN4 - Envelope - ultimate
GSN5 - Envelope - ultimate
GSNG6 - Envelope - ultimate
GSN7 - Envelope - ultimate
GSN8 - Envelope - ultimate
GSN9 - Envelope - ultimate
GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate
GSN14 - Envelope - ultimate
GSN15 - Envelope - ultimate
GSN16 - Envelope - ultimate
GSN17 - Envelope - ultimate
GSN18 - Envelope - ultimate
GSN19 - Envelope - ultimate
GSN20 - Envelope - ultimate
GSN21 - Envelope - ultimate
GSN22 - Envelope - ultimate
GSN23 - Envelope - ultimate
GSN24 - Envelope - ultimate
GSN25 - Envelope - ultimate
GSN26 - Envelope - ultimate
GSN27 - Envelope - ultimate
GSN28 - Envelope - ultimate
GSN29 - Envelope - ultimate
GSN30 - Envelope - ultimate
GSN31 - Envelope - ultimate
GSN32 - Envelope - ultimate
GSN33 - Envelope - ultimate
GSN34 - Envelope - ultimate
GSN35 - Envelope - ultimate
GSN36 - Envelope - ultimate
GSN37 - Envelope - ultimate
GSN38 - Envelope - ultimate
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- VOCARSKA CESTA 68, ZAGREB,
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GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA
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Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

GSN39 - Envelope - ultimate
GSN40 - Envelope - ultimate
GSN41 - Envelope - ultimate
GSN42 - Envelope - ultimate

All SLS

SLS-Char (auto) - EN-SLS Characteristic

GSU1 - Envelope - serviceability

GSU2 - Envelope - serviceability

GSU3 - Envelope - serviceability

GSU4 - Envelope - serviceability

GSUS5 - Envelope - serviceability

GSU6 - Envelope - serviceability

GSU7 - Envelope - serviceability

GSU8 - Envelope - serviceability

GSU9 - Envelope - serviceability

GSU10 - Envelope - serviceability
GSU11 - Envelope - serviceability
GSU12 - Envelope - serviceability
GSU13 - Envelope - serviceability
GSU14 - Envelope - serviceability
GSU15 - Envelope - serviceability
GSU16 - Envelope - serviceability
GSU17 - Envelope - serviceability
GSU18 - Envelope - serviceability
GSU19 - Envelope - serviceability
GSU20 - Envelope - serviceability
GSU21 - Envelope - serviceability
GSU22 - Envelope - serviceability
GSU23 - Envelope - serviceability
GSU24 - Envelope - serviceability
GSU25 - Envelope - serviceability
GSU26 - Envelope - serviceability
GSU27 - Envelope - serviceability
GSU28 - Envelope - serviceability
GSU29 - Envelope - serviceability
GSU30 - Envelope - serviceability
GSU31 - Envelope - serviceability
GSU32 - Envelope - serviceability
GSU33 - Envelope - serviceability
GSU34 - Envelope - serviceability
GSU35 - Envelope - serviceability
GSU36 - Envelope - serviceability
GSU37 - Envelope - serviceability
GSU38 - Envelope - serviceability
GSU39 - Envelope - serviceability
GSU40 - Envelope - serviceability
GSU41 - Envelope - serviceability
GSU42 - Envelope - serviceability

All ULS+SLS

ULS-Set B (auto) - EN-ULS (STR/GEOQ) Set B

GSN1 - Envelope - ultimate
GSN2 - Envelope - ultimate
GSN3 - Envelope - ultimate
GSN4 - Envelope - ultimate
GSN5 - Envelope - ultimate
GSN6 - Envelope - ultimate
GSN7 - Envelope - ultimate
GSNS8 - Envelope - ultimate
GSN9 - Envelope - ultimate
GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate
GSN14 - Envelope - ultimate
GSN15 - Envelope - ultimate
GSN16 - Envelope - ultimate
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GSN17 - Envelope - ultimate
GSN18 - Envelope - ultimate
GSN19 - Envelope - ultimate
GSN20 - Envelope - ultimate
GSN21 - Envelope - ultimate
GSN22 - Envelope - ultimate
GSN23 - Envelope - ultimate
GSN24 - Envelope - ultimate
GSN25 - Envelope - ultimate
GSN26 - Envelope - ultimate
GSN27 - Envelope - ultimate
GSN28 - Envelope - ultimate
GSN29 - Envelope - ultimate
GSN30 - Envelope - ultimate
GSN31 - Envelope - ultimate
GSN32 - Envelope - ultimate
GSN33 - Envelope - ultimate
GSN34 - Envelope - ultimate
GSN35 - Envelope - ultimate
GSN36 - Envelope - ultimate
GSN37 - Envelope - ultimate
GSN38 - Envelope - ultimate
GSN39 - Envelope - ultimate
GSN40 - Envelope - ultimate
GSN41 - Envelope - ultimate
GSN42 - Envelope - ultimate

SLS-Char (auto) - EN-SLS Characteristic

GSU1 - Envelope - serviceability

GSU2 - Envelope - serviceability

GSU3 - Envelope - serviceability

GSU4 - Envelope - serviceability

GSUS - Envelope - serviceability

GSU6 - Envelope - serviceability

GSU7 - Envelope - serviceability

GSU8 - Envelope - serviceability

GSU9 - Envelope - serviceability

GSU10 - Envelope - serviceability
GSU11 - Envelope - serviceability
GSU12 - Envelope - serviceability
GSU13 - Envelope - serviceability
GSU14 - Envelope - serviceability
GSU15 - Envelope - serviceability
GSU16 - Envelope - serviceability
GSU17 - Envelope - serviceability
GSU18 - Envelope - serviceability
GSU19 - Envelope - serviceability
GSU20 - Envelope - serviceability
GSU21 - Envelope - serviceability
GSU22 - Envelope - serviceability
GSU23 - Envelope - serviceability
GSU24 - Envelope - serviceability
GSU25 - Envelope - serviceability
GSU26 - Envelope - serviceability
GSU27 - Envelope - serviceability
GSU28 - Envelope - serviceability
GSU29 - Envelope - serviceability
GSU30 - Envelope - serviceability
GSU31 - Envelope - serviceability
GSU32 - Envelope - serviceability
GSU33 - Envelope - serviceability
GSU34 - Envelope - serviceability
GSU35 - Envelope - serviceability
GSU36 - Envelope - serviceability
GSU37 - Envelope - serviceability

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,
ekt QOIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

GSU38 - Envelope - serviceability
GSU39 - Envelope - serviceability
GSU40 - Envelope - serviceability
GSU41 - Envelope - serviceability
GSU42 - Envelope - serviceability

GSN GSN1 - Envelope - ultimate

GSN2 - Envelope - ultimate

GSN3 - Envelope - ultimate

GSN4 - Envelope - ultimate

GSNS5 - Envelope - ultimate

GSNG6 - Envelope - ultimate

GSN7 - Envelope - ultimate

GSN8 - Envelope - ultimate

GSN9 - Envelope - ultimate

GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate
GSN14 - Envelope - ultimate
GSN15 - Envelope - ultimate
GSN16 - Envelope - ultimate
GSN17 - Envelope - ultimate
GSN18 - Envelope - ultimate
GSN19 - Envelope - ultimate
GSN20 - Envelope - ultimate
GSN21 - Envelope - ultimate
GSN22 - Envelope - ultimate
GSN23 - Envelope - ultimate
GSN24 - Envelope - ultimate
GSN25 - Envelope - ultimate
GSN26 - Envelope - ultimate
GSN27 - Envelope - ultimate
GSN28 - Envelope - ultimate
GSN29 - Envelope - ultimate
GSN30 - Envelope - ultimate
GSN31 - Envelope - ultimate
GSN32 - Envelope - ultimate
GSN33 - Envelope - ultimate
GSN34 - Envelope - ultimate
GSN35 - Envelope - ultimate
GSN36 - Envelope - ultimate
GSN37 - Envelope - ultimate
GSN38 - Envelope - ultimate
GSN39 - Envelope - ultimate
GSN40 - Envelope - ultimate
GSN41 - Envelope - ultimate
GSN42 - Envelope - ultimate

GSU GSU1 - Envelope - serviceability
GSU2 - Envelope - serviceability
GSU3 - Envelope - serviceability
GSU4 - Envelope - serviceability
GSUS - Envelope - serviceability
GSU6 - Envelope - serviceability
GSU7 - Envelope - serviceability
GSU8 - Envelope - serviceability
GSU9 - Envelope - serviceability
GSU10 - Envelope - serviceability
GSU11 - Envelope - serviceability
GSU12 - Envelope - serviceability
GSU13 - Envelope - serviceability
GSU14 - Envelope - serviceability
GSU15 - Envelope - serviceability
GSU16 - Envelope - serviceability
GSU17 - Envelope - serviceability

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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. TVR

proje:

{TERRA

TKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg

Svetog Josipa 10, 33 520 Slatina

OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

GSU18 - Envelope - serviceability
GSU19 - Envelope - serviceability
GSU20 - Envelope - serviceability
GSU21 - Envelope - serviceability
GSU22 - Envelope - serviceability
GSU23 - Envelope - serviceability
GSU24 - Envelope - serviceability
GSU25 - Envelope - serviceability
GSU26 - Envelope - serviceability
GSU27 - Envelope - serviceability
GSU28 - Envelope - serviceability
GSU29 - Envelope - serviceability
GSU30 - Envelope - serviceability
GSU31 - Envelope - serviceability
GSU32 - Envelope - serviceability
GSU33 - Envelope - serviceability
GSU34 - Envelope - serviceability
GSU35 - Envelope - serviceability
GSU36 - Envelope - serviceability
GSU37 - Envelope - serviceability
GSU38 - Envelope - serviceability
GSU39 - Envelope - serviceability
GSU40 - Envelope - serviceability
GSU41 - Envelope - serviceability
GSU42 - Envelope - serviceability

10.3.6. GSN — Reakcije na lezajima

Rezultati - GSN

Linear calculation
Class: GSN
System: Global
Extreme: Member
Selection: All

Reakcije na leZzajevima

R, Mix My M.

[kN] [kNm] [kNm] [kNm]

Sn2/N1 GSN42/1 12,08 27,39 60,49 0,00 0,00 0,00

Sn2/N1 GSN34/2 12,39 27,34 61,78 0,00 0,00 0,00

Sn2/N1 GSN5/3 -5,98 -24,22 -21,59 0,00 0,00 0,00

Sn1/N4 GSN41/4 4,87 -25,62 -19,03 0,00 0,00 0,00

Sn1/N4 GSN9/5 5,33 -25,59 -22,53 0,00 0,00 0,00

Sn1/N4 GSN30/6 -6,39 26,76 50,25 0,00 0,00 0,00

Sn1/N4 GSN36/7 -6,50 24,83 46,48 0,00 0,00 0,00

Sn3/N7 GSN30/6 28,53 17,12 23,56 0,00 0,00 0,00

PROJEKTANT: ZOP: BROJ MAPE:
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.

OIB: 55474899192

VOCARSKA CESTA 68, ZAGREB,

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

OIB: 68254459599

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

R. My M, M,
[kN] [kNm] | [kNm]  [kNm]
Sn3/N7 | GSN29/8 11,32 -23,19| 81,53 0,00 0,00 0,00
Sn3/N7 | GSN42/1 17,49|  22,35| -47,50 0,00 0,00 0,00
Sn3/N7 | GSN10/9 16,07 22,08 -50,16 0,00 0,00 0,00
Sn3/N7 | GSN9/5 -23,78| -18,24 7,81 0,00 0,00 0,00
Sn4/N10 | GSN9/5 21,45| -2359| 41,59 0,00 0,00 0,00
Sn4/N10 | GSN41/4 1890| -2412| 5511 0,00 0,00 0,00
Sn4/N10 | GSN6/10 -2304| 20,63 -1580 0,00 0,00 0,00
Sn4/N10 | GSN10/9 -18,39 16,64| -16,28 0,00 0,00 0,00
Sn4/N10 | GSN11/11 231 -13,73| 63,78 0,00 0,00 0,00
Sn4/N10 | GSN30/6 27,02 20,38 0,38 0,00 0,00 0,00
Sns/N12 | GSN30/6 11,04 003 27,78 0,00 0,00 0,00
Sn5/N12 | GSN3/12 -1,90 -0,03 15,46 0,00 0,00 0,00
Sn5/N12 | GSN32/13 7,57 004| 17,93 0,00 0,00 0,00
Sn5/N12 | GSN14/14 10,22 003 3312 0,00 0,00 0,00
Sn5/N12 | GSN9/5 -5,38 -0,02 4,96 0,00 0,00 0,00
Sn6/N15 | GSN9/5 5,40 -0,02 4,92 0,00 0,00 0,00
Sn6/N15 | GSN7/15 3,54 -0,03 7,96 0,00 0,00 0,00
Sn6/N15 | GSN28/16 -9,46 0,04 2519 0,00 0,00 0,00
Sn6/N15 | GSN10/9 -5,47 0,00 4,92 0,00 0,00 0,00
Sn6/N15 | GSN13/17 3,72 002| 3315 0,00 0,00 0,00
Sn6/N15 | GSN30/6 -11,06 003 27,80 0,00 0,00 0,00

Name Combination key

GSN42/1 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/1) + 0.75*SNIJEG (1/2)

GSN34/2 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/1)

GSN5/3 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/1) + 1.50*VIJETAR ZID (+)

GSN41/4 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/1) + 0.75*SNIJEG (1/2)

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
4

140




. TVRTKA:
IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
poerizt OIB: 55474899192
INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Pi.u;:I)( (2)2/2232
OIB: 68254459599 PROJEKT KONSTRUKCIJE

Name Combination key

GSN9/5 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/1)

GSN30/6 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR KROV+ (1/1) + 1.50*VJETAR ZID (-)
GSN36/7 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/2) + 1.50*VJETAR ZID (-) + 0.75*SNIJEG (1/2)
GSN29/8 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR KROV+ (1/1) + 1.50*VJETAR ZID (+)
GSN10/9 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/1)

GSN6/10 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/1) + 1.50*VIJETAR ZID (-)

GSN11/11 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VJETAR KROV+ (1/2) + 0.90*VJETAR ZID (+)
GSN3/12 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/2) + 1.50*VIETAR ZID (+)

GSN32/13 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/2)

GSN14/14 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VJETAR KROV+ (1/1) + 0.90*VJETAR ZID (-)
GSN7/15 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/2)

GSN28/16 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR KROV+ (1/2) + 1.50*VJETAR ZID (-)
GSN13/17 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VJETAR KROV+ (1/1) + 0.90*VJETAR ZID (+)
PROJEKTANT: ZOP: BROJ MAPE:

DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 141




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
” VOCARSKA CESTA 68, ZAGREB,
projeiii= - OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

DATUM: OZujak 2023.

ZOP: TD 05/22

R_X; R_Yy;R_z

10.3.7. GSU

Rezultati - GSU

Linear calculation

Class: GSU

Coordinate system: Global
Extreme 1D: Cross-section

N
' \\‘Q‘~ %

Selection: All
Deformacije
Cross-section b« by b Utotal
[mrad] [mrad] [mrad] [mm]
B5 3,214 GSU14/1 STUP - HEA220 -13,1 0,1 -0,1 0,0 -0,4 1,7 13,1
B2 2,525- GSU30/2 STUP - HEA220 1,7 -10,0 0,0 0,2 0,1 -1,2 10,1
B2 2,525- GSU9/3 STUP - HEA220 -1,1 9,9 0,0 -0,2 0,0 0,5 9,9
B5 5,050 GSU13/4 STUP - HEA220 -5,1 0,3 -0,1 0,0 3,0 1,6 51
PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULJA, dipl.ing,grad. TD 05/22 4 142




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

VOCARSKA CESTA 68, ZAGREB,
INVESTITOR:

OIB: 55474899192
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Cross-section Ux uy u; b« by b Utotal
[mm] [mm] [mm] [mrad] [mrad] [mrad] [mm]

B5 5,050 GSU10/5 STUP - HEA220 -1,7 -0,5 0,1 0,3 0,7 0,0 1,7

B2 0,000 GSU9/3 STUP - HEA220 0,0 0,0 0,0 -6,0 -0,7 0,8 0,0

B2 0,000 GSU30/2 STUP - HEA220 0,0 0,0 0,0 6,0 1,0 -1,6 0,0

B5 0,000 GSU30/2 STUP - HEA220 0,0 0,0 0,0 -0,1 -6,1 1,4 0,0

B6 0,000 GSU30/2 STUP - HEA220 0,0 0,0 0,0 0,0 6,0 -1,3 0,0

B10 0,000 GSU14/1 STUP - HEA220 0,0 0,0 0,0 0,1 3,2 -2,3 0,0

B9 1,010 GSU14/1 STUP - HEA220 -3,2 -0,1 0,0 0,1 -2,9 2,2 3,2

B6 3,214 GSU14/1 STUP - HEA220 13,3 0,1 -0,1 0,0 0,6 -1,6 13,3

B11 0,000 GSU36/6 GREDA - HEA200 -11,5 -1,0 0,0 0,2 0,9 1,7 11,5

B12 0,000 GSU32/7 GREDA - HEA200 10,4 -1,0 0,0 0,2 -0,8 -1,9 10,5

B7 5,072 GSU9/3 GREDA - HEA200 -0,6 -4,6 16,0 5,4 1,2 0,0 16,7

B7 4,565 GSU9/3 GREDA - HEA200 -0,7 -4,0 16,4 51 0,0 0,0 16,8

B7 5,072 GSU14/1 GREDA - HEA200 0,4 9,9 -33,0 -8,0 -0,4 0,0 34,5

B4 0,155- GSU7/8 GREDA - HEA200 0,1 0,9 0,1 5,4 0,4 -0,6 0,9

BS 1,522 [ GSU14/1 | GREDA - HEA200 6,1 2,6 11,8 2,1 9,1 -1,3 13,5

B7 1,522 GSU14/1 GREDA - HEA200 -4,9 2,7 -12,8 -2,4 9,6 1,2 14,0

B12 0,000 GSU14/1 GREDA - HEA200 5,3 -0,6 -0,1 0,1 -3,1 -2,3 5,3

B11 0,000 GSU14/1 GREDA - HEA200 -5,1 -0,5 -0,1 0,1 3,1 2,2 5,2

B29 8,500 GSU36/6 PODROZNICA - -11,4 -0,7 -0,2 5,7 1,2 1,7 11,4
HEA100

B13 8,500 GSU32/7 PODROZNICA - 10,4 -0,7 -0,2 5,7 -1,1 -1,9 10,4
HEA100

B26 8,500 GSU9/3 PODROZNICA - -0,1 -4,0 1,9 59 0,0 0,0 4,4
HEA100

B26 5,525 GSU14/1 PODROZNICA - 0,2 9,4 -26,5 0,2 0,1 0,1 28,1
HEA100

B25 0,000 GSU14/1 PODROZNICA - 0,4 9,4 -0,4 -8,0 0,1 0,0 9,4
HEA100

B23 8,500 GSU14/1 PODROZNICA - 3,0 3,3 -8,6 4,9 -5,6 -0,9 9,6
HEA100

B28 8,500 GSU14/1 PODROZNICA - -2,9 3,3 -8,6 4,9 5,6 1,0 9,6
HEA100

B13 8,500 GSU14/1 PODROZNICA - 51 -0,3 -0,6 5,7 -3,5 -2,0 5,2
HEA100

B29 8,500 GSU14/1 PODROZNICA - -5,0 -0,2 -0,6 5,7 3,5 2,0 5,0
HEA100

B33 0,943 GSU14/1 SPREG - -9,9 0,1 -0,2 0,0 2,9 2,9 9,9
CFCHS88.9X4

B44 5,657 GSU14/1 SPREG - 10,5 0,0 -0,2 0,0 -2,5 -2,9 10,5
CFCHS88.9X4

B47 2,225 GSU10/5 SPREG - -0,2 -5,7 -0,1 -1,3 -0,2 1,0 5,7
CFCHS88.9X4

B37 0,000 GSU14/1 SPREG - 0,4 9,9 -33,0 -8,0 -0,4 0,0 34,5
CFCHS88.9X4

PROJEKTANT: ZOP: BROJ MAPE:
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
projeriize OIB: 55474899192

INVESTITOR: SADRZAJ:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Pi.u;:I)( (2)2/2232

OIB: 68254459599 PROJEKT KONSTRUKCIJE

Cross-section ‘ Uy ‘ uy u; bx by ¢: Utotal
[mm] [mm] [mm] [mrad] [mrad] [mrad] [mm]

B37 0,000 GSU9/3 SPREG - -0,6 -4,6 16,0 5,4 1,2 0,0 16,7
CFCHS88.9X4

B38 1,237- | GSU14/1 | SPREG - 0,6 8,4 -8,7 -8,0 0,2 -0,3 12,1
CFCHS88.9X4

B44 0,000 GSU30/2 | SPREG - 0,0 0,0 0,0 6,0 1,0 -1,6 0,0
CFCHS88.9X4

B39 0,000 GSU14/1 | SPREG - 3,7 4,5 -20,7 -3,7 -8,4 -1,1 21,5
CFCHS88.9X4

B36 0,000 GSU14/1 | SPREG - -2,5 4,5 -22,1 -4,1 8,5 0,9 22,7
CFCHS88.9X4

B44 4,715 GSU14/1 | SPREG - 9,6 -0,1 -0,1 -0,2 -0,5 -3,2 9,6
CFCHS88.9X4

B33 1,886 GSU14/1 | SPREG - -9,2 0,0 -0,1 -0,2 0,7 3,3 9,2
CFCHS88.9X4

B52 6,360 GSU41/9 | STUP 2 - -0,4 -2,5 0,1 0,0 0,0 0,0 2,5
RRK150/100/4

B52 6,360 GSU30/2 | STUP 2 - 0,4 8,0 -0,4 0,0 0,0 0,0 8,0
RRK150/100/4

B52 6,360 GSU9/3 STUP 2 - -0,4 -4,0 0,1 0,0 0,0 0,0 4,0
RRK150/100/4

B52 6,360 GSU14/1 | STUP 2 - 0,4 9,5 -0,4 0,0 0,0 0,0 9,6
RRK150/100/4

Name Combination key

GSU14/1 | VLASTITA TEZINA + DODATNO STALNO + SNIJEG (1/1) + 0.60*VJETAR
KROV+ (1/1) + 0.60*VJETAR ZID (-)

GSU30/2 | VLASTITA TEZINA + DODATNO STALNO + 0.50*SNIJEG (1/1) + VIETAR
KROV+ (1/1) + VIETAR ZID (-)

GSU9/3 VLASTITA TEZINA + DODATNO STALNO + VIETAR ZID (+) + VIETAR
KROV- (1/1)

GSU13/4 VLASTITA TEZINA + DODATNO STALNO + SNIJEG (1/1) + 0.60*VJETAR
KROV+ (1/1) + 0.60*VJETAR ZID (+)

GSU10/5 | VLASTITA TEZINA + DODATNO STALNO + VIJETAR ZID (-) + VJETAR
KROV- (1/1)

GSU36/6 VLASTITA TEZINA + DODATNO STALNO + VJETAR KROV+ (1/2) +
VJETAR ZID (-) + 0.50*SNIJEG (1/2)

GSU32/7 VLASTITA TEZINA + DODATNO STALNO + 0.50*SNIJEG (1/1) + VJETAR
ZID (-) + VIETAR KROV- (1/2)

GSU7/8 VLASTITA TEZINA + DODATNO STALNO + VJETAR ZID (+) + VIETAR
KROV- (1/2)

GSU41/9 VLASTITA TEZINA + DODATNO STALNO + VJETAR ZID (+) + VJETAR
KROV- (1/1) + 0.50*SNUEG (1/2)

PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULJA, dipl.ing,grad. TD 05/22 4 144
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INVESTITOR:

OIB: 68254459599
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BROJ MAPE:

ZOP:
TD 05/22

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.




. TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

SADRZAJ:
Z0OP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
OIB: 68254459599 PROJEKT KONSTRUKCIJE ’ | :
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10.3.8. GSN
Result classes - GSN
Linear calculation
Class: GSN
Coordinate system: Principal
Extreme 1D: Cross-section
Selection: All
Name dx Case Cross-section \ Vy V. L\ M My M.
[m] [kN] [kN] [kN] [kNm] [kNm] [kNm]
B5 0,000 GSN13/1 STUP - HEA220 -59,54 -0,05 0,69 -0,01 0,01 0,08
B5 5,050 GSN10/2 STUP - HEA220 30,22 -0,15 21,43 0,00 13,68 -0,66
B1 5,050 GSN10/2 STUP - HEA220 -30,82 -24,64 6,60 0,01 3,56 -3,97
B1 5,050 GSN29/3 STUP - HEA220 18,98 24,82 -7,69 -0,01 -8,92 4,74
B5 0,000 GSN30/4 STUP - HEA220 -43,89 -0,17 -28,40 0,00 0,29 0,10
PROJEKTANT: ZOP: BROJ MAPE:
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
7 0IB: 55474899192
INVESTITOR: SADRZAI:
Z0OP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
OIB: 68254459599 PROJEKT KONSTRUKCIJE ’ ) '
Name dx Case Cross-section \ Vy \'A L\ M My M.
[m] [kN] [kN] [kN] [kNm] [kNm] [kNm]

B6 0,000 GSN30/4 STUP - HEA220 -24,59 -0,17 26,90 0,00 -0,27 0,10

B6 0,000 GSN13/1 STUP - HEA220 -47,96 -0,05 -1,56 0,01 0,02 0,07

B5 5,050 GSN14/5 STUP - HEA220 -47,32 -0,14 -0,68 0,00 -59,98 -0,63

B6 5,050 GSN14/5 STUP - HEA220 -35,74 -0,14 -0,19 0,01 55,61 -0,63

B2 2,525- GSN9/6 STUP - HEA220 17,83 0,19 0,60 0,00 -5,97 -22,05

B2 2,525- GSN28/7 STUP - HEA220 -34,11 -0,02 0,48 -0,01 8,69 22,34

B7 0,000 GSN29/3 GREDA - HEA200 -33,19 -0,52 32,95 0,01 -37,39 0,02

B8 5,072 GSN10/2 GREDA - HEA200 25,87 1,15 -1,76 -0,01 7,77 1,35

B4 5,000+ GSN8/8 GREDA - HEA200 10,86 -1,55 -1,58 -0,07 -3,20 -1,13

B3 5,000+ GSN10/2 GREDA - HEA200 8,36 1,71 -1,01 -0,01 -1,35 1,54

B7 0,000 GSN9/6 GREDA - HEA200 -6,86 -0,76 -25,00 -0,04 25,57 0,39

B12 0,000 GSN28/7 GREDA - HEA200 -4,52 -0,04 19,87 -0,18 -21,97 -0,05

B11 0,000 GSN32/9 GREDA - HEA200 -0,82 0,04 13,35 0,20 -12,40 0,05

B7 0,000 GSN14/5 GREDA - HEA200 -15,14 0,68 47,74 0,04 -60,68 -0,59

B7 4,565 GSN14/5 GREDA - HEA200 -2,74 -0,76 1,44 0,04 46,58 -0,37

B8 2,536+ GSN30/4 GREDA - HEA200 4,16 1,09 16,42 -0,05 13,43 -1,69

B7 2,536+ GSN30/4 GREDA - HEA200 4,43 -1,12 17,50 0,04 23,71 1,73

B28 0,000 GSN32/9 PODROZNICA - -1,27 0,05 0,94 0,00 0,00 -0,22
HEA100

B28 0,000 GSN35/10 PODROZNICA - 1,16 -0,04 0,94 0,00 0,00 0,19
HEA100

B13 0,000 GSN12/11 PODROZNICA - 0,82 -0,09 0,94 0,00 0,00 0,35
HEA100

B28 0,000 GSN14/5 PODROZNICA - -0,78 0,03 0,94 0,00 0,00 -0,10
HEA100

B23 0,000 GSN14/5 PODROZNICA - -0,83 -0,03 0,94 0,00 0,00 0,12
HEA100

B13 4,250 GSN7/12 PODROZNICA - -1,00 0,06 0,00 0,00 1,99 0,06
HEA100

B13 8,500 GSN28/7 PODROZNICA - 1,10 -0,09 -0,94 0,00 0,00 -0,44
HEA100

B29 8,500 GSN32/9 PODROZNICA - 1,15 0,10 -0,94 0,00 0,00 0,50
HEA100

B43 6,600 GSN41/13 | SPREG - -37,60 0,03 -0,12 0,12 -0,06 -0,15
CFCHS88.9X4

B34 3,300+ GSN42/14 | SPREG - 35,06 0,02 0,11 0,11 -0,05 -0,20
CFCHS88.9X4

B33 0,000 GSN14/5 SPREG - -4,29 -0,35 0,07 -0,27 0,03 1,09
CFCHS88.9X4

B44 3,300+ GSN14/5 SPREG - -7,49 0,33 0,17 0,25 -0,13 -0,07
CFCHS88.9X4

B43 3,300- GSN28/7 SPREG - 28,40 0,21 -1,11 -0,15 -1,18 0,37
CFCHS88.9X4

B38 2,475+ GSN14/5 SPREG - -2,48 -0,09 0,12 -0,42 0,68 0,28
CFCHS88.9X4

B41 0,000 GSN30/4 SPREG - 2,96 0,15 -0,39 0,41 0,94 -0,21

PROJEKTANT: ZOP: BROJ MAPE:
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
projektilzaly OIB: 55474899192

INVESTITOR: SADRZAJ:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Pi.u;:I)( (2)2/2232

OIB: 68254459599 PROJEKT KONSTRUKCIJE

Cross-section [\ Vy My L\ M,
[kN] [kN] [kN] [kNm] [kNm] [kNm]

CFCHS88.9X4

B44 0,000 GSN30/4 SPREG - -12,63 -0,04 1,09 0,04 -2,21 0,04
CFCHS88.9X4

B43 0,000 GSN28/7 SPREG - 28,68 0,21 -0,87 -0,15 2,08 -0,32
CFCHS88.9X4

B47 0,000 GSN29/3 SPREG - -8,85 0,16 0,09 0,11 0,00 -0,79
CFCHS88.9X4

B52 6,360 GSN9/6 STUP 2 - 11,06 0,00 0,00 0,00 0,00 0,00
RRK150/100/4

B52 0,000 GSN14/5 STUP 2 - -36,21 0,00 0,00 0,00 0,00 0,00
RRK150/100/4

Name Combination key

GSN13/1 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VJETAR KROV+ (1/1) + 0.90*VJETAR
ZID (+)

GSN10/2 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/1)

GSN29/3 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR KROV+ (1/1) + 1.50*VJETAR
ZID (+)

GSN30/4 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNUEG (1/1) + 1.50*VJETAR KROV+ (1/1) + 1.50*VJETAR
ZID (-)

GSN14/5 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VJETAR KROV+ (1/1) + 0.90*VJETAR
ZID ()

GSN9/6 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/1)

GSN28/7 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR KROV+ (1/2) + 1.50*VJETAR
ZID (-)

GSN8/8 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/2)

GSN32/9 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV-
(1/2)

GSN35/10 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/2) + 1.50*VJETAR ZID (+) + 0.75*SNIJEG
(1/2)

GSN12/11 | 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VJETAR KROV+ (1/2) + 0.90*VJETAR
ZID (-)

GSN7/12 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/2)

GSN41/13 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/1) + 0.75*SNIJEG

(1/2)

GSN42/14 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/1) + 0.75*SNIJEG
(1/2)

PROJEKTANT: ZOP: BROJ MAPE:
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. TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

FIEIERRA

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:

GLAVNI GRADEVINSKI PROJEKT

ZOP: TD 05/22

PROJEKT KONSTRUKCIJE DATUM: Ozujak 2023.
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. TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

projektiizis

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR: SADRZAJ:
ZOP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
OIB: 68254459599 PROJEKT KONSTRUKCIJE -0z :
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® TVRTKA:
IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
ooz OIB: 55474899192
INVESTITOR: SADRZAJ:
ZOP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
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TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:

Grad Slatina,

Trg Svetog Josipa 10, 33 520 Slatina

OIB: 68254459599

SADRZAI:

PROJEKT KONSTRUKCIJE

GLAVNI GRADEVINSKI PROJEKT

ZOP: TD 05/22
DATUM: OZujak 2023.

10.3.9. Dimenzioniranje elemenata

Result classes - GSN

GSN

GSN1 - Envelope - ultimate

GSN2 - Envelope - ultimate

GSN3 - Envelope - ultimate

GSN4 - Envelope - ultimate

GSNS - Envelope - ultimate

GSN6 - Envelope - ultimate

GSN7 - Envelope - ultimate

GSNS8 - Envelope - ultimate

GSN9 - Envelope - ultimate

GSN10 - Envelope - ultimate
GSN11 - Envelope - ultimate
GSN12 - Envelope - ultimate
GSN13 - Envelope - ultimate
GSN14 - Envelope - ultimate
GSN15 - Envelope - ultimate
GSN16 - Envelope - ultimate
GSN17 - Envelope - ultimate
GSN18 - Envelope - ultimate
GSN19 - Envelope - ultimate
GSN20 - Envelope - ultimate
GSN21 - Envelope - ultimate
GSN22 - Envelope - ultimate
GSN23 - Envelope - ultimate
GSN24 - Envelope - ultimate
GSN25 - Envelope - ultimate
GSN26 - Envelope - ultimate
GSN27 - Envelope - ultimate
GSN28 - Envelope - ultimate
GSN29 - Envelope - ultimate
GSN30 - Envelope - ultimate
GSN31 - Envelope - ultimate
GSN32 - Envelope - ultimate
GSN33 - Envelope - ultimate
GSN34 - Envelope - ultimate
GSN35 - Envelope - ultimate
GSN36 - Envelope - ultimate
GSN37 - Envelope - ultimate
GSN38 - Envelope - ultimate
GSN39 - Envelope - ultimate
GSN40 - Envelope - ultimate
GSN41 - Envelope - ultimate
GSN42 - Envelope - ultimate

PROJEKTANT:

DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:
4
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. TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
- VOCARSKA CESTA 68, ZAGREB,
k= 0IB: 55474899192

GRADEVINA:

RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:

GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

DATUM: Ozujak 2023.

ZOP: TD 05/22

EC-EN 1993 Steel check ULS

Linear calculation

Class: GSN

Coordinate system: Principal
Extreme 1D: Member
Selection: All

Overall Unity Check

Cross-section ‘ Material ‘ UCoveran UCsec UCstab
[-] [-] [-]

B1 0,000 |GSN34/1  |STUP-HEA220 |S235 0,44| 0,04 0,44

B2 0,000 |GSN38/2  |STUP-HEA220 |S235 045 0,03 0,45

B3 5,072 GSN14/3 GREDA - HEA200 S 235 0,14 0,14 0,00

B4 0,000 |GSN14/3  |GREDA-HEA200 |S235 015/ 0,05 0,15

B5 3,673 |GSN14/3  |STUP-HEA220 |S235 060 0,41 0,60

B6 4,132 |GSN14/3  [STUP-HEA220  |S235 052 040 0,52

B7 0,000 |GSN14/3  |GREDA-HEA200 |S235 064 0,60 0,64

B8 0,000 |GSN14/3  |GREDA-HEA200 |S235 059 0,56 0,59

B9 0,000 |GSN14/3  [STUP-HEA220 |S235 036 0,04 0,36

B10 0,000 |GSN14/3  |STUP-HEA220 |S235 037 0,04 0,37

B11 0,000 |GSN14/3  |GREDA-HEA200 |S235 039 036 0,39

B12 0,000 |GSN14/3  |GREDA-HEA200 |S235 039 0,36 0,39

B13 4,250 |GSN7/4 PODROZNICA 5235 012 0,10 0,12
HEA100

B23 4,250 GSN28/5 PODROZNICA S 235 0,12 0,10 0,12
HEA100

B24 4,250 | GSN8/6 PODROZNICA 5235 011 0,10 0,11
HEA100

B25 4,250 | GSN35/7 PODROZNICA 5235 011 0,10 0,11
HEA100

B26 4,250 GSN35/7 PODROZNICA S 235 0,12 0,10 0,12
HEA100

B27 4,250 |GSN36/8 | PODROZNICA 5235 011 0,10 0,11
HEA100

B28 4,250 | GSN32/9 PODROZNICA 5235 012 0,10 0,12
HEA100

B29 4,250 |GSN3/10 | PODROZNICA 5235 012 0,10 0,12
HEA100

B33 6,600 |GSN34/1  |SPREG 5235 060 0,32 0,60
CFCHS88.9X4

B34 3,300- | GSN29/11 |SPREG 5235 091 0,15 0,91
CFCHS88.9X4

B35 4,949 |GSN29/11 |SPREG 5235 027 0,03 0,27
CFCHS88.9X4

B36 4,949 |GSN41/12 |SPREG 5235 055 0,24 0,55
CFCHS88.9X4
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
RA OIB: 55474899192
INVESTITOR: SADRZAI:
Z0OP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
OIB: 68254459599 PROJEKT KONSTRUKCIJE ! | :
Cross-secti ‘ Material ‘ UCoveran UCsec UCstab
[-] [-] [-]

B37 4,949 GSN42/13 SPREG -15235 0,22 0,02 0,22
CFCHS88.9X4

B38 4,949 |GSN30/14 |SPREG -|s235 0,28 0,09 0,28
CFCHS88.9X4

B39 0,000 GSN42/13 SPREG -15235 0,29 0,04 0,29
CFCHS88.9X4

B40 0,000 |GSN6/15 SPREG -|s235 0,20 0,02 0,20
CFCHS88.9X4

B41 0,000 |GSN29/11 |SPREG -|s235 0,49 0,29 0,49
CFCHS88.9X4

B42 0,000 GSN9/16 SPREG -15235 0,29 0,03 0,29
CFCHS88.9X4

B43 3,300- GSN41/12 SPREG -1S235 0,78 0,16 0,78
CFCHS88.9X4

B44 0,000 GSN30/14 SPREG -15235 0,57 0,33 0,57
CFCHS88.9X4

B47 7,037 GSN30/14 SPREG -1S235 0,51 0,05 0,51
CFCHS88.9X4

B48 0,000 GSN42/13 SPREG -15235 0,23 0,08 0,23
CFCHS88.9X4

B52 0,000 GSN14/3 STUP 2 -1S235 0,30 0,08 0,30
RRK150/100/4

Name dx Case Cross-section Material UCOverall | UCSec| UCStab

[m] [] [l [l

B1 0,000 GSN34/1 STUP - HEA220 S 235 0,44 0,04 0,44

B2 0,000 GSN38/2 STUP - HEA220 S 235 0,45 0,03 0,45

B3 5,072 GSN14/3 GREDA - HEA200 |S 235 0,14 0,14 0,00

B4 0,000 GSN14/3 GREDA - HEA200 |S 235 0,15 0,05 0,15

B5 3,673 GSN14/3 STUP - HEA220 S 235 0,60 0,41 0,60

B6 4,132 GSN14/3 STUP - HEA220 S 235 0,52 0,40 0,52

B7 0,000 GSN14/3 GREDA - HEA200 |S 235 0,64 0,60 0,64

B8 0,000 GSN14/3 GREDA - HEA200 |S 235 0,59 0,56 0,59

B9 0,000 GSN14/3 STUP - HEA220 S 235 0,36 0,04 0,36

B10 0,000 GSN14/3 STUP - HEA220 S 235 0,37 0,04 0,37

B11 0,000 GSN14/3 GREDA - HEA200 |S 235 0,39 0,36 0,39

B12 0,000 GSN14/3 GREDA - HEA200 |S 235 0,39 0,36 0,39

B13 4,250 GSN7/4 PODROZNICA -1S235 0,12 0,10 0,12
HEA100

B23 4,250 GSN28/5 PODROZNICA -1S235 0,12 0,10 0,12
HEA100

B24 4,250 GSN8/6 PODROZNICA -1S5235 0,11 0,10 0,11
HEA100

B25 4,250 GSN35/7 PODROZNICA -1S235 0,11 0,10 0,11
HEA100

B26 4,250 GSN35/7 PODROZNICA -1S5235 0,12 0,10 0,12
HEA100

B27 4,250 GSN36/8 PODROZNICA -1S235 0,11 0,10 0,11
HEA100

B28 4,250 GSN32/9 PODROZNICA -1S235 0,12 0,10 0,12
HEA100

B29 4,250 GSN3/10 PODROZNICA -15235 0,12 0,10 0,12
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. TVRTKA:
IPZ Uniprojekt TERRA d.o.0. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
rojektit=aads) OIB: 55474899192
INVESTITOR: SADRZAI:
Z0OP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
OIB: 68254459599 PROJEKT KONSTRUKCIJE ’ ) :
Cross-section ‘ Material ‘ UCoveran UCsec UCstab
[-] [-] [-]

HEA100

B33 6,600 GSN34/1 SPREG -15235 0,60 0,32 0,60
CFCHS88.9X4

B34 3,300- | GSN29/11 SPREG -15235 0,91 0,15 0,91
CFCHS88.9X4

B35 4,949 |GSN29/11 |SPREG -|s235 0,27 0,03 0,27
CFCHS88.9X4

B36 4,949 GSN41/12 SPREG -15235 0,55 0,24 0,55
CFCHS88.9X4

B37 4,949 | GSN42/13 | SPREG -|s235 0,22 0,02 0,22
CFCHS88.9X4

B38 4,949 GSN30/14 SPREG -15235 0,28 0,09 0,28
CFCHS88.9X4

B39 0,000 GSN42/13 SPREG -15235 0,29 0,04 0,29
CFCHS88.9X4

B40 0,000 GSN6/15 SPREG -15235 0,20 0,02 0,20
CFCHS88.9X4

B41 0,000 GSN29/11 SPREG -15235 0,49 0,29 0,49
CFCHS88.9X4

B42 0,000 GSN9/16 SPREG -15235 0,29 0,03 0,29
CFCHS88.9X4

B43 3,300- | GSN41/12 SPREG -15235 0,78 0,16 0,78
CFCHS88.9X4

B44 0,000 GSN30/14 SPREG -15235 0,57 0,33 0,57
CFCHS88.9X4

B47 7,037 GSN30/14 SPREG -15235 0,51 0,05 0,51
CFCHS88.9X4

B48 0,000 GSN42/13 SPREG -15235 0,23 0,08 0,23
CFCHS88.9X4

B52 0,000 GSN14/3 STUP 2 -15235 0,30 0,08 0,30
RRK150/100/4

Name dx Case Cross-section Material UCOverall| UCSec| UCStab

[m] [] [-] [-]

B1 0,000 GSN34/1 STUP - HEA220 S 235 0,44 0,04 0,44

B2 0,000 GSN38/2 STUP - HEA220 $235 0,45 0,03 0,45

B3 5,072 GSN14/3 GREDA - HEA200 |S 235 0,14 0,14 0,00

B4 0,000 GSN14/3 GREDA - HEA200 |S 235 0,15 0,05 0,15

B5 3,673 GSN14/3 STUP - HEA220 $235 0,60 0,41 0,60

B6 4,132 GSN14/3 STUP - HEA220 S 235 0,52 0,40 0,52

B7 0,000 GSN14/3 GREDA - HEA200 |S 235 0,64 0,60 0,64

B8 0,000 GSN14/3 GREDA - HEA200 |S 235 0,59 0,56 0,59

B9 0,000 GSN14/3 STUP - HEA220 $235 0,36 0,04 0,36

B10 0,000 GSN14/3 STUP - HEA220 S 235 0,37 0,04 0,37

B11 0,000 GSN14/3 GREDA - HEA200 |S 235 0,39 0,36 0,39

B12 0,000 GSN14/3 GREDA - HEA200 |S 235 0,39 0,36 0,39

B13 4,250 GSN7/4 PODROZNICA -1S235 0,12 0,10 0,12
HEA100

B23 4,250 GSN28/5 PODROZNICA -15235 0,12 0,10 0,12
HEA100

B24 4,250 GSN8/6 PODROZNICA -15235 0,11 0,10 0,11
HEA100
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Cross-secti ‘ Material ‘ UCoveran UCsec UCstab
. -] ] [
GSN35/7 PODROZNICA

HEA100

B26 4,250 GSN35/7 PODROZNICA -18235 0,12 0,10 0,12
HEA100

B27 4,250 GSN36/8 PODROZNICA -1S5235 0,11 0,10 0,11
HEA100

B28 4,250 GSN32/9 PODROZNICA -18235 0,12 0,10 0,12
HEA100

B29 4,250 GSN3/10 PODROZNICA -18235 0,12 0,10 0,12
HEA100

B33 6,600 GSN34/1 SPREG -1S5235 0,60 0,32 0,60
CFCHS88.9X4

B34 3,300- |GSN29/11 |SPREG -15235 0,91 0,15 0,91
CFCHS88.9X4

B35 4,949 GSN29/11 | SPREG -15235 0,27 0,03 0,27
CFCHS88.9X4

B36 4,949 GSN41/12 | SPREG -18235 0,55 0,24 0,55
CFCHS88.9X4

B37 4,949 GSN42/13 | SPREG -1S5235 0,22 0,02 0,22
CFCHS88.9X4

B38 4,949 GSN30/14 | SPREG -15235 0,28 0,09 0,28
CFCHS88.9X4

B39 0,000 GSN42/13 | SPREG -15235 0,29 0,04 0,29
CFCHS88.9X4

B40 0,000 GSN6/15 SPREG -15235 0,20 0,02 0,20
CFCHS88.9X4

B41 0,000 GSN29/11 | SPREG -15235 0,49 0,29 0,49
CFCHS88.9X4

B42 0,000 GSN9/16 SPREG -1S5235 0,29 0,03 0,29
CFCHS88.9X4

B43 3,300- |GSN41/12 |SPREG -15235 0,78 0,16 0,78
CFCHS88.9X4

B44 0,000 GSN30/14 | SPREG -1S5235 0,57 0,33 0,57
CFCHS88.9X4

B47 7,037 GSN30/14 | SPREG -1S5235 0,51 0,05 0,51
CFCHS88.9X4

B48 0,000 GSN42/13 | SPREG -15235 0,23 0,08 0,23
CFCHS88.9X4

B52 0,000 GSN14/3 STUP 2 -1S5235 0,30 0,08 0,30
RRK150/100/4

Name Combination key

GSN34/1 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/1)

GSN38/2 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/1) + 1.50*VJETAR ZID (-) + 0.75*SNIJEG
(1/2)

GSN14/3 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VJETAR KROV+ (1/1) + 0.90*VJETAR ZID
()

GSN7/4 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/2)

GSN28/5 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR KROV+ (1/2) + 1.50*VJETAR ZID
()

GSN8/6 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/2)

PROJEKTANT: ZOP: BROJ MAPE:

DANKO FUNDURULJA, dipl.ing,grad. TD 05/22 4 156




. TVRTKA:
IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
- VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
o=t QIB: 55474899192
INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Pi.u;:I)( (2)2/2232
OIB: 68254459599 PROJEKT KONSTRUKCIJE

Name Combination key

GSN35/7 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/2) + 1.50*VJETAR ZID (+) + 0.75*SNIJEG
(1/2)

GSN36/8 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/2) + 1.50*VJETAR ZID (-) + 0.75*SNIJEG
(1/2)

GSN32/9 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO +0.75*SNUEG (1/1) + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/2)

GSN3/10 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/2) + 1.50*VIJETAR ZID (+)

GSN29/11 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR KROV+ (1/1) + 1.50*VJETAR ZID
(+)

GSN41/12 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/1) + 0.75*SNIJEG
(1/2)

GSN42/13 1.35*VLASTITATEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (-) + 1.50*VJETAR KROV- (1/1) + 0.75*SNUEG (1/2)

GSN30/14 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VJETAR KROV+ (1/1) + 1.50*VJETAR ZID
()

GSN6/15 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR KROV+ (1/1) + 1.50*VIETAR ZID (-)

GSN9/16 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VJETAR ZID (+) + 1.50*VJETAR KROV- (1/1)
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10.3.10. Dimenzioniranje stupova
Linear calculation
Class: GSN
Coordinate system: Principal
Extreme 1D: Global
Selection: All
Filter: Cross-section = STUP - HEA220
EN 1993-1-1 Code Check
National annex: Standard EN
Member B5 3,673 /5,050 m HEA220 S 235 GSN 0,60 -
PROJEKTANT: Z0P: BROJ MAPE:
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Combination key

GSN / 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO +
1.50*SNIJEG (1/1) + 0.90*VIJETAR KROV+ (1/1) + 0.90*VIETAR ZID (-

)

Partial safety factors ‘

ymo for resistance of cross-sections 1,00
ywmu for resistance to instability 1,00
ywmz2 for resistance of net sections 1,25
Yield strength fy 1235,0 MPa

Ultimate strength fu |360,0 MPa

Fabrication Rolled

The critical check is on position 3,673 m

Internal forces Calculated Unit ‘

Normal force Neg -49,03 kN
Shear force Vyed -0,14 kN
Shear force Vzed -6,81 kN
Torsion Ted 0,00 kNm
Bending moment Myed | -54,82 kNm
Bending moment Mz |-0,43 kNm

Classification for cross-section design

Classification according to EN 1993-1-1 article 5.5.2
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Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

o1 o2 2 Class 3 Class
Limit
[mm]  [mm] [kN/m?] [kN/m?]
[-]
1 |[so 89 11 1,089e+05 1,109e+05 0,98 [0,43 [1,00 |8,05 9,00 10,00 13,79 1
3 |so 89 11 1,080e+05 1,060e+05 0,98 |044 [1,00 |8,05 9,00 10,00 13,89 1
4 | 152 7 8,462e+04 -6,939e+04 | -0,82 0,60 |21,71 |55,04 64,71 103,13 1
5 SO 89 11 -9,367e+04 | -9,562e+04
7 |sO 89 11 -9,272e+04 | -9,077e+04

Note: The Classification limits have been set according to Semi-Comp+.

The cross-section is classified as Class 1

Compression check

According to EN 1993-1-1 article 6.2.4 and formula (6.9)

Cross-section area A 6,4300e-03 m?
Compression resistance Ne,rd 1511,05 kN
Unity check 0,03 -

Bending moment check for My

According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Plastic section modulus Woiy 5,6667e-04 m3
Plastic bending moment Mopiy,rd 133,17 kNm
Unity check 0,41 -

Bending moment check for M,
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According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Plastic section modulus Woi,z 2,7042e-04 m3

Plastic bending moment Mopl,2,rd 63,55 kNm

Unity check 0,01 -
Shear check for Vy

According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area Ay 5,0150e-03 m?

Plastic shear resistance for Vy Vpl,y,Rd 680,42 kN

Unity check 0,00 -
Shear check for V,

According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area A 2,0630e-03 m?
Plastic shear resistance for V, Vpl,z,rd 279,90 kN
Unity check 0,02 -

Torsion check

According to EN 1993-1-1 article 6.2.7 and formula (6.23)

Index of fibre Fibre |2

Total torsional moment Ted 0,2 MPa

Elastic shear resistance TRd 135,7 MPa
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Unity check

0,00

Note: The unity check for torsion is lower than the limit value of 0,05. Therefore torsion is considered as

insignificant and is ignored in the combined checks.

Combined bending, axial force and shear force check

According to EN 1993-1-1 article 6.2.9.1 and formula (6.41)

Plastic bending moment Mopl,y,rd 133,17 |kNm
Exponent of bending ratio y a 2,00
Plastic bending moment Mopi,z,rd 63,55 kNm
Exponent of bending ratio z B 1,00

Unity check (6.41) = 0,17 + 0,01 = 0,18 -

Note: Since the shear forces are less than half the plastic shear resistances their effect on the moment

resistances is neglected.

Note: Since the axial force satisfies both criteria (6.33) and (6.34) of EN 1993-1-1 article 6.2.9.1(4)

its effect on the moment resistance about the y-y axis is neglected.

Note: Since the axial force satisfies criteria (6.35) of EN 1993-1-1 article 6.2.9.1(4) its effect on the moment

resistance about the z-z axis is neglected.

The member satisfies the section check.

Classification for member buckling design

Decisive position for stability classification: 5,050 m
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Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

o1 o2 1 Class 2 Class 3 Class
Limit Limit
[mm] [mm] [kN/m?] [kN/m?]
1 SO 89 11 1,183e+05 1,212e+05 0,98 0,43 |1,00 |8,05 9,00 10,00 13,80 1
3 SO 89 11 1,170e+05 1,141e+05 0,98 0,44 |1,00 |8,05 9,00 10,00 13,92 1
4 | 152 7 9,160e+04 -7,689e+04 -0,84 0,59 |[21,71 |55,50 65,21 105,06 1
5 SO 89 11 -1,036e+05 -1,065e+05
7 SO 89 11 -1,023e+05 -9,940e+04

Note: The Classification limits have been set according to Semi-Comp+.

The cross-section is classified as Class 1

Flexural Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Buckling parameters ‘yy 7 ‘ ‘

Sway type sway non-sway
System length L 5,050 5,050 m
Buckling factor k 2,76 0,93

Buckling length ler 13,935 4,717 m
Critical Euler load Ner 577,44 1825,89 kN
Slenderness A 151,92 85,43

Relative slenderness Arel 1,62 0,91

Limit slenderness Arel,0 0,20 0,20

Buckling curve b c

Imperfection a 0,34 0,49
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Buckling parameters ‘yy 74 ‘ ‘
Reduction factor X 0,30 0,59
Buckling resistance Nb,rd 456,83 897,38 kN

Flexural Buckling verification

Cross-section area A 6,4300e-03 m?
Buckling resistance Nb,rd 456,83 kN
Unity check 0,11 -

Torsional(-Flexural) Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Note: For this I-section the Torsional(-Flexural) buckling resistance is higher than the resistance

for Flexural buckling. Therefore Torsional(-Flexural) buckling is not printed on the output.

Lateral Torsional Buckling check

According to EN 1993-1-1 article 6.3.2.1 & 6.3.2.3 and formula (6.54)

LTB parameters ‘

Method for LTB curve Alternative case

Plastic section modulus Wiy 5,6667e-04 m3

Elastic critical moment Mer 332,70 kNm

Relative slenderness Arel, LT 0,63

Limit slenderness Arel, 7,0 0,40

LTB curve b

Imperfection our 0,34

LTB factor B 0,75

Reduction factor Xt 0,90

Correction factor ke 0,86
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LTB parameters ‘

Correction factor f 0,94

Modified reduction factor XLT,mod 0,96

Design buckling resistance Mb,rd 128,37 kNm
Unity check 0,43 -

Mcr parameters ‘

LTB length Ir  |5,050 m
Influence of load position no influence
Correction factor k 1,00

Correction factor kw |1,00

LTB moment factor Ci [1,34

LTB moment factor C; |0,12

LTB moment factor G 1,00

Shear centre distance d. |0 mm
Distance of load application zg |0 mm
Mono-symmetry constant By |0 mm
Mono-symmetry constant Z 0 mm

Note: C parameters are determined according to ECCS 119 2006 / Galea 2002.

Note: The correction factor k. is determined from Ci.

Bending and axial compression check

According to EN 1993-1-1 article 6.3.3 and formula (6.61),(6.62)

Bending and axial compression check parameters

Interaction method alternative method 1

Cross-section area A 6,4300e-03 m?

PROJEKTANT: ZOP: BROJ MAPE:

DANKO FUNDURULJA, dipl.ing,grad. TD 05/22 4 165




. TVRTKA:

IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
OIB: 55474899192
SADRZAJ:
Z0OP: TD 05/22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: O3uiak 20/23
OIB: 68254459599 PROJEKT KONSTRUKCIJE ’ ) '

Bending and axial compression check parameters

Plastic section modulus Woly 5,6667e-04 m?3
Plastic section modulus Woi,z 2,7042e-04 m3
Design compression force Ned 49,03 kN
Design bending moment (maximum) My, ed -59,98 kNm
Design bending moment (maximum) Med -0,63 kNm
Characteristic compression resistance | Nrk 1511,05 kN
Characteristic moment resistance My, rk 133,17 kNm
Characteristic moment resistance M Rk 63,55 kNm
Reduction factor Xy 0,30

Reduction factor Xz 0,59

Modified reduction factor XLT,mod 0,96

Interaction factor Kyy 1,05

Interaction factor Kyz 0,66

Interaction factor Kzy 0,60

Interaction factor Kz 0,78

Maximum moment My is derived from beam B5 position 5,050 m.

Maximum moment Meq is derived from beam B5 position 5,050 m.

Interaction method 1 parameters

Critical Euler load Nery 577,44 kN
Critical Euler load Ner,z 1825,89 kN
Elastic critical load Ner, 3378,69 kN
Plastic section modulus Woiy 5,6667e-04 m3
Elastic section modulus Wely 5,1500e-04 m3
Plastic section modulus Woi,z 2,7042e-04 m3
Elastic section modulus Wel,; 1,7800e-04 m3
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Interaction method 1 parameters

Second moment of area ly 5,4100e-05 m*
Second moment of area I, 1,9600e-05 m*
Torsional constant l¢ 2,8500e-07 m*
Method for equivalent moment Table A.2 Line 2 (General)

factor Cmy,0

Design bending moment (maximum) | My ed -59,98 kNm
Maximum relative deflection [ 12,0 mm
Equivalent moment factor Crmy,0 0,99

Method for equivalent moment Table A.2 Line 1 (Linear)

factor Cmz,0

Ratio of end moments U8 -0,16

Equivalent moment factor Crmz,0 0,75

Factor Hy 0,94

Factor Uz 0,99

Factor €y 15,27

Factor awr 0,99

Critical moment for uniform | Mco 248,37 kNm
bending

Relative slenderness Arel,0 0,73

Limit relative slenderness Arel,0im 0,23

Equivalent moment factor Crmy 1,00

Equivalent moment factor Cmz 0,75

Equivalent moment factor Cmir 1,01

Factor bir 0,00

Factor Cir 0,44

Factor dir 0,01

Factor err 0,74

Factor Wy 1,10

Factor W, 1,50
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Interaction method 1 parameters

Factor Npl 0,03
Maximum relative slenderness Arelmax 1,62
Factor Cy 0,99
Factor Cy: 0,77
Factor Cy 0,93
Factor Cz 0,98

Unity check (6.61) = 0,11 + 0,49 + 0,01 = 0,60 -

Unity check (6.62) = 0,05 + 0,28 + 0,01 = 0,34 -

Shear Buckling check

According to EN 1993-1-5 article 5 & 7.1 and formula (5.10) & (7.1)

Shear Buckling parameters ‘

Buckling field length a 5,050 m
Web unstiffened

Web height hy | 188 mm
Web thickness t 7 mm
Material coefficient € 1,00

Shear correction factor n 1,20

Web slenderness hw/t |26,86

Web slenderness limit 60,00

Note: The web slenderness is such that Shear Buckling effects may be ignored

according to E

N 1993-1-5 article 5.1(2).
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ZOP: TD 05/22
DATUM: OZujak 2023.

The member satisfies the stability check.

10.3.11. Dimenzioniranje grede

Linear calculation

Class: GSN

Coordinate system: Principal
Extreme 1D: Global
Selection: All

Filter: Cross-section = GREDA - HEA200

EN 1993-1-1 Code Check

National annex: Standard EN

Member B7 | 0,000 / 5,072 m | HEA200

S235 |GSN |0,64-

Combination key

GSN / 1.35%VLASTITA TEZINA + 1.35*DODATNO STALNO +
1.50*SNIJEG (1/1) + 0.90*VIJETAR KROV+ (1/1) +

0.90*VIETAR ZID (-)

Partial safety factors ‘

ymo for resistance of cross-sections 1,00

ym: for resistance to instability 1,00

ym2 for resistance of net sections 1,25

Yield strength fy [235,0 |MPa
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Ultimate strength  |[f. |[360,0 |MPa

Fabrication Rolled

The critical check is on position 0,000 m

Internal forces Calculated Unit ‘

Normal force NEd -15,14 kN
Shear force Vyea |0,68 kN
Shear force Vied | 47,74 kN
Torsion Ted 0,04 kNm
Bending moment Myed | -60,68 kNm
Bending moment Mzesa | -0,59 kNm

Classification for cross-section design
Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

[ t 01 02 Class 1Class 2Class 3 Class
Limit Limit Limit

[mm] [mm] |[kN/m?] [kN/m?]

1 so |79 10 1,516e+05 | 1,55le+05 |0,98 |0,43 [1,00 |7,88 |9,00 10,00 [13,80 |1
3 1so |79 10 1,498e+05 | 1,463e+05 |0,98 (0,44 [1,00 |7,88 |9,00 10,00 [1391 |1
4 |1 134 |7 1,129e+05 | -1,073e+05 |-0,95 0,54 20,62 6450 |7501 |117,54 |1
5 1s0 |79 10 -1,460e+05 | -1,495e¢+05

7 1so |79 10 -1,441e+05 | -1,407e+05
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Note: The Classification limits have been set according to Semi-Comp+.

The cross-section is classified as Class 1

Compression check

According to EN 1993-1-1 article 6.2.4 and formula (6.9)

Cross-section area A 5,3800e-03 | m?
Compression resistance | Nerd | 1264,30 kN
Unity check 0,01 -

Bending moment check for My

According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Plastic section modulus Wiy 4,2917e-04 |m3
Plastic bending moment | Mpiyra | 100,85 kNm
Unity check 0,60 -

Bending moment check for M.

According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Plastic section modulus Whiz 2,0375e-04 |m?

Plastic bending moment | Mpizrda | 47,88 kNm

Unity check 0,01 -
Shear check for Vy

According to EN 1993-1-1 article 6.2.6 and formula (6.17)
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Shear correction factor n 1,20

Shear area Av 4,1592e-03 | m?

Plastic shear resistance for Vy | Vpiyrde | 564,32 kN

Unity check 0,00 -
Shear check for V.

According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area Ay 1,8050e-03 | m?
Plastic shear resistance for V; | Vpizrd | 244,90 kN
Unity check 0,19 -

Torsion check

According to EN 1993-1-1 article 6.2.7 and formula (6.23)

Index of fibre Fibre |2

Total torsional moment | Ted 2,1 MPa
Elastic shear resistance | Trd 135,7 |MPa
Unity check 0,02 -

Note: The unity check for torsion is lower than the limit value of 0,05. Therefore torsion is considered as

insignificant and is ignored in the combined checks.

Combined bending, axial force and shear force check

According to EN 1993-1-1 article 6.2.9.1 and formula (6.41)

Plastic bending moment Moiyrd | 100,85 | kNm
PROJEKTANT: Z0P: BROJ MAPE:
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Exponent of bending ratioy | a 2,00
Plastic bending moment Mpizrd | 47,88 kNm
Exponent of bending ratioz | B 1,00

Unity check (6.41) = 0,36 + 0,01 = 0,37 -

Note: Since the shear forces are less than half the plastic shear resistances their effect on the moment
resistances is neglected.

Note: Since the axial force satisfies both criteria (6.33) and (6.34) of EN 1993-1-1 article 6.2.9.1(4)

its effect on the moment resistance about the y-y axis is neglected.

Note: Since the axial force satisfies criteria (6.35) of EN 1993-1-1 article 6.2.9.1(4) its effect on the moment

resistance about the z-z axis is neglected.

The member satisfies the section check.

Classification for member buckling design
Decisive position for stability classification: 0,000 m
Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

c t 01 02 Class 1Class 2Class 3 Class
Limit Limit Limit

[mm] [mm] |[kN/m?] [kN/m?]

[-] [-] [-]

1 |so |79 10 1,516e+05 |1,551e+05 0,98 0,43 /1,00 |7,88 |9,00 10,00 [13,80 |1
3 |so |79 10 1,498e+05 |1,463e+05 0,98 0,44 /1,00 |7,88 |9,00 10,00 [1391 |1
4 |1 134 |7 1,129e+05 |-1,073e+05 |-0,95 0,54 2062 |6450 |7501 117,54 |1
5 |so |79 10 -1,460e+05 | -1,495e+05
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Id Type c 01 02 yp ko a c/t Class 1Class 2Class 3 Class
Limit Limit Limit

[mm] [mm] [kN/m?] [kN/m?] -1 -1 [-1 [

[-] [-] [-]

7 1SO 79 10 -1,441e+05 |-1,407e+05

Note: The Classification limits have been set according to Semi-Comp+.

The cross-section is classified as Class 1

Flexural Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

zz ‘ ‘

Buckling parameters = yy L
Sway type sway non-sway

System length L 5,072 2,536 m
Buckling factor k 1,62 0,70

Buckling length ler 8,202 1,769 m
Critical Euler load Ner 1136,81 |8879,23 kN
Slenderness A 99,04 35,44

Relative slenderness Arel 1,05 0,38

Limit slenderness Aeio 10,20 0,20

Note: The slenderness or compression force is such that Flexural Buckling effects may be ignored

according to EN 1993-1-1 article 6.3.1.2(4).

Torsional(-Flexural) Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)
Note: For this I-section the Torsional(-Flexural) buckling resistance is higher than the resistance

for Flexural buckling. Therefore Torsional(-Flexural) buckling is not printed on the output.
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Lateral Torsional Buckling check

According to EN 1993-1-1 article 6.3.2.1 & 6.3.2.3 and formula (6.54)

LTB parameters

Method for LTB curve

Alternative case

Plastic section modulus | Woiy 4,2917e-04 m3
Elastic critical moment Mcr 1272,79 kNm
Relative slenderness Nvel,LT 0,28

Limit slenderness Aeiito | 0,40

Note: The slenderness or bending moment is such that Lateral Torsional Buckling effects

may be ignored according to EN 1993-1-1 article 6.3.2.2(4).

Mcr parameters ‘

LTB length lr 2,536 m
Influence of load position no influence
Correction factor k 1,00

Correction factor kw 1,00

LTB moment factor G 2,69

LTB moment factor C |0,11

LTB moment factor G [1,00

Shear centre distance d. |0 mm
Distance of load application |z; |0 mm
Mono-symmetry constant By |0 mm
Mono-symmetry constant z |0 mm

Note: C parameters are determined according to ECCS 119 2006 / Galea 2002.

Bending and axial compression check
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According to EN 1993-1-1 article 6.3.3 and formula (6.61),(6.62)

Interaction method alternative method 1
Cross-section area A 5,3800e-03 m?
Plastic section modulus Wiy 4,2917e-04 m3
Plastic section modulus Wi,z 2,0375e-04 m3
Design compression force Ned 15,14 kN
Design bending moment | My,ed -60,68 kNm
(maximum)

Design bending moment | Mzeq 1,13 kNm
(maximum)

Characteristic compression | Nrk 1264,30 kN
resistance

Characteristic moment resistance My,rk 100,85 kNm
Characteristic moment resistance Mz,rk 47,88 kNm
Reduction factor Xy 1,00

Reduction factor Xz 1,00

Modified reduction factor XiTmod | 1,00

Interaction factor Kyy 1,01

Interaction factor Kyz 0,54

Interaction factor Kzy 0,53

Interaction factor Kz 0,69

Maximum moment My,eq is derived from beam B7 position 0,000 m.

Maximum moment M4 is derived from beam B7 position 2,536 m.

Interaction method 1 parameters

Critical Euler load Ner,y 1136,81 kN

Critical Euler load Ner,z 8879,23 kN

Elastic critical load Ner, 5536,75 kN
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Interaction method 1 parameters

Plastic section modulus Woly 4,2917e-04 m3
Elastic section modulus Wel,y 3,8900e-04 m?
Plastic section modulus Wi,z 2,0375e-04 m3
Elastic section modulus Wel,z 1,3400e-04 m3
Second moment of area Iy 3,6900e-05 m*
Second moment of area I, 1,3400e-05 m*
Torsional constant It 2,1000e-07 m*
Method for equivalent moment Table A.2 Line 2 (General)

factor Cmy,0

Design bending moment | My,ed -60,68 kNm
(maximum)

Maximum relative deflection 0 94 mm
Equivalent moment factor Ciny,0 0,99

Method for equivalent moment Table A.2 Line 1 (Linear)

factor Cmz,0

Ratio of end moments W, -0,52

Equivalent moment factor Cinz,0 0,68

Factor Hy 1,00

Factor Yz 1,00

Factor €& 55,44

Factor awr 0,99

Critical moment for uniform | Mc,o 472,80 kNm
bending

Relative slenderness Arel,0 0,46

Limit relative slenderness Aretoiim | 0,33

Equivalent moment factor Crny 1,00

Equivalent moment factor Cinz 0,68

Equivalent moment factor Crnir 1,00

Factor bir 0,00

Factor CuT 0,25
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Interaction method 1 parameters

Factor dur 0,16
Factor ewr 3,91
Factor Wy 1,10
Factor Wz 1,50
Factor Npl 0,01
Maximum relative slenderness Arel,max 1,05
Factor Cy 1,00
Factor Gy 0,88
Factor Cy 0,97
Factor Cz 0,98

Unity check (6.61) = 0,01 + 0,61 + 0,01 = 0,64 -

Unity check (6.62) = 0,01 + 0,32 + 0,02 = 0,35 -

Shear Buckling check

According to EN 1993-1-5 article 5 & 7.1 and formula (5.10) & (7.1)

Shear Buckling parameters

Buckling field length a 5,072 m
Web unstiffened

Web height he [170 mm
Web thickness t 7 mm
Material coefficient € 1,00

Shear correction factor | n 1,20

Web slenderness hw/t | 26,15
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Shear Buckling verifi

Web slenderness limit 60,00

Note: The web slenderness is such that Shear Buckling effects may be ignored

according to EN 1993-1-5 article 5.1(2).

The member satisfies the stability check.

10.3.12. Dimenzioniranje podroZnice

Linear calculation

Class: GSN

Coordinate system: Principal
Extreme 1D: Global
Selection: All

Filter: Cross-section = PODROZNICA - HEA100

EN 1993-1-1 Code Check

National annex: Standard EN

Member B29 4,250 / 8,500 m | HEA100 |S235 |GSN |0,12-

Combination key

GSN / 1.35%VLASTITA TEZINA + 1.35*DODATNO STALNO +
1.50*VIETAR KROV+ (1/2) + 1.50%VIETAR ZID (+)

Partial safety factors

ymo for resistance of cross-sections 1,00
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Partial safety factors ‘

ymt for resistance to instability 1,00

ym2 for resistance of net sections 1,25

Yield strength fy [235,0 |MPa

Ultimate strength  |fu [360,0 |MPa

Fabrication Rolled

The critical check is on position 4,250 m

Internal forces Calculated Unit ‘

Normal force NEd -1,04 kN
Shear force Vyed | -0,06 kN
Shear force Vzea 0,00 kN
Torsion Ted 0,00 kNm
Bending moment  |Myes | 1,99 kNm
Bending moment | Mgea | -0,05 kNm

Classification for cross-section design

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2
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01 02 Class 1Class 2Class 3 Class
Limit Limit Limit

[kN/m?] [kN/m?]

[-] [-] [-]

1 |so |36 8 -2,399e+04 | -2,254e+04
3 1o |36 8 -2,517e+04 | -2,662e+04
4 |1 56 5 -1,547e+04 | 1,645e+04 | -0,94 051 |[11,20 70,25  |81,15 |11633 |1
5 1O |36 8 2,497e+04 |2,352e+04 | 0,94 |0,45 1,00 |4,44 |9,00 10,00 [14,10 |1
7 1so |36 8 2,615e+04 | 2,760e+04 | 0,95 |0,43 1,00 |4,44 |9,00 10,00 [13,83 |1

Note: The Classification limits have been set according to Semi-Comp+.

The cross-section is classified as Class 1

Compression check

According to EN 1993-1-1 article 6.2.4 and formula (6.9)

Cross-section area A 2,1200e-03 | m?
Compression resistance | Ncra | 498,20 kN
Unity check 0,00 -

Bending moment check for My

According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Plastic section modulus Woi,y 8,2917e-05 |m?

Plastic bending moment | Mpiyrd | 19,49 kNm

Unity check 0,10 -

Bending moment check for M.

According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)
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Plastic section modulus Woi,z 4,1125e-05 |m?

Plastic bending moment | Mpizrd | 9,66 kKNm
Unity check 0,01 -
Shear check for Vy

According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area Ay 1,6850e-03 | m?
Plastic shear resistance for Vy | Vpiyrd | 228,62 kN
Unity check 0,00 -

Torsion check

According to EN 1993-1-1 article 6.2.7 and formula (6.23)

Index of fibre Fibre |1

Total torsional moment | Ted 0,0 MPa
Elastic shear resistance | Trd 135,7 |MPa
Unity check 0,00 -

Note: The unity check for torsion is lower than the limit value of 0,05. Therefore torsion is considered as

insignificant and is ignored in the combined checks.

Combined bending, axial force and shear force check

According to EN 1993-1-1 article 6.2.9.1 and formula (6.41)

Plastic bending moment Molyrd 119,49 | kNm
PROJEKTANT: ZOP: BROJ MAPE:
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Exponent of bending ratioy | a 2,00
Plastic bending moment Mpizrd | 9,66 kNm
Exponent of bending ratioz | B 1,00

Unity check (6.41) = 0,01 + 0,01 = 0,02 -

Note: Since the shear forces are less than half the plastic shear resistances their effect on the moment
resistances is neglected.

Note: Since the axial force satisfies both criteria (6.33) and (6.34) of EN 1993-1-1 article 6.2.9.1(4)

its effect on the moment resistance about the y-y axis is neglected.

Note: Since the axial force satisfies criteria (6.35) of EN 1993-1-1 article 6.2.9.1(4) its effect on the moment

resistance about the z-z axis is neglected.

The member satisfies the section check.

Classification for member buckling design
Decisive position for stability classification: 5,100 m
Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

c t 01 02 g Class 1Class 2Class 3 Class
Limit Limit Limit

[mm] [mm] |[kN/m?] [kN/m?] [-1

[-] [-] [-]

1 |SO 36 8 -2,240e+04 | -1,949e+04

3 SO 36 8 -2,477e+04 | -2,767e+04

4 |1 56 5 -1,483e+04 |1,581e+04 |-0,94 0,51 |11,20 |70,25 81,15 116,03 |1
5 |SO 36 8 2,337e+04 |2,047e+04 |0,88 0,48 [1,00 |444 [9,00 10,00 14,48 1
PROJEKTANT: Z0P: BROJ MAPE:
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Id Type c 01 02 yp ko a Class 1Class 2Class 3 Class
Limit Limit Limit
[mm] [mm] [kN/m?] [kN/m?] -1 -1 [[1 [
[-] [-] [-]
7 |so 36 8 2,575e+04 |2,865e+04 |0,90 |0,44 |1,00 |4,44 |9,00 10,00 13,90 1
Note: The Classification limits have been set according to Semi-Comp+.
The cross-section is classified as Class 1
Flexural Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)
g
Sway type sway non-sway
System length L 8,500 8,500 m
Buckling factor k 1,00 0,53
Buckling length ler 8,500 4,534 m
Critical Euler load Ner 100,12 135,12 kN
Slenderness A 209,50 |180,33
Relative slenderness Arel 2,23 1,92
Limit slenderness Aeio 10,20 0,20
Note: The slenderness or compression force is such that Flexural Buckling effects may be ignored
according to EN 1993-1-1 article 6.3.1.2(4).
Torsional(-Flexural) Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)
Note: For this I-section the Torsional(-Flexural) buckling resistance is higher than the resistance
for Flexural buckling. Therefore Torsional(-Flexural) buckling is not printed on the output.
PROJEKTANT: ZoP: BROJ MAPE:
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Lateral Torsional Buckling check

According to EN 1993-1-1 article 6.3.2.1 & 6.3.2.3 and formula (6.54)

LTB parameters

Method for LTB curve

Alternative case

Plastic section modulus | Woiy 8,2917e-05 m3
Elastic critical moment Mcr 14,50 kNm
Relative slenderness Nvel,LT 1,16

Limit slenderness Aeiito | 0,40

Note: The slenderness or bending moment is such that Lateral Torsional Buckling effects

may be ignored according to EN 1993-1-1 article 6.3.2.2(4).

Mcr parameters ‘

LTB length Ir /8,500 m
Influence of load position no influence
Correction factor k 1,00

Correction factor kw 1,00

LTB moment factor G [1,13

LTB moment factor C 0,45

LTB moment factor G [0,53

Shear centre distance d. |0 mm
Distance of load application |z; |0 mm
Mono-symmetry constant By |0 mm
Mono-symmetry constant z |0 mm

Note: C parameters are determined according to ECCS 119 2006 / Galea 2002.

Bending and axial compression check

PROJEKTANT:
DANKO FU

NDURUUA, dipl.ing,grad.

ZOP: BROJ MAPE:
TD 05/22 4
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According to EN 1993-1-1 article 6.3.3 and formula (6.61),(6.62)

Interaction method alternative method 1
Cross-section area A 2,1200e-03 m?
Plastic section modulus Wiy 8,2917e-05 m?
Plastic section modulus Wi,z 4,1125e-05 m3
Design compression force Ned 1,04 kN
Design bending moment | My,ed 1,99 kNm
(maximum)

Design bending moment | Mzeq -0,33 kNm
(maximum)

Characteristic compression | Nrk 498,20 kN
resistance

Characteristic moment resistance My,rk 19,49 kNm
Characteristic moment resistance Mz,rk 9,66 kNm
Reduction factor Xy 1,00

Reduction factor Xz 1,00

Modified reduction factor XiTmod | 1,00

Interaction factor Kyy 1,01

Interaction factor Kyz 0,47

Interaction factor Kzy 0,53

Interaction factor Kz 0,65

Maximum moment My eq is derived from beam B29 position 4,250 m.

Maximum moment M4 is derived from beam B29 position 8,500 m.

Interaction method 1 parameters

Critical Euler load Ner,y 100,12 kN

Critical Euler load Ner,z 135,12 kN

Elastic critical load Ner,T 1890,16 kN

PROJEKTANT: ZoP: BROJ MAPE:
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Interaction method 1 parameters

Plastic section modulus Woly 8,2917e-05 m?
Elastic section modulus Wel,y 7,2800e-05 m3
Plastic section modulus Wi,z 4,1125e-05 m3
Elastic section modulus Wel,z 2,6800e-05 m3
Second moment of area Iy 3,4900e-06 m*
Second moment of area I, 1,3400e-06 m*
Torsional constant It 5,2400e-08 m*

Method for equivalent moment
factor Cry,0

Table A.2 Line 4 (Line load)

Equivalent moment factor Cry,0

1,00

Method for equivalent moment
factor Cmz,0

Table A.2 Line 1 (Linear)

Ratio of end moments Y, -0,67

Equivalent moment factor Crnz,0 0,65

Factor Hy 1,00

Factor Mz 1,00

Factor €& 55,72

Factor awr 0,98

Critical moment for uniform | Mc,o 12,87 kNm
bending

Relative slenderness Arel,0 1,23

Limit relative slenderness Areloiim | 0,21

Equivalent moment factor Cry 1,00

Equivalent moment factor Crnz 0,65

Equivalent moment factor CLt 1,00

Factor bir 0,00

Factor Ct 0,08

Factor dir 0,00

Factor ewr 0,02

Factor Wy 1,14

PROJEKTANT: ZOP:
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Interaction method 1 parameters

Factor Wz 1,50

Factor Npl 0,00

Maximum relative slenderness Nrelmax | 2,23

Factor Cy 1,00
Factor Cyz 0,96
Factor Cy 0,99
Factor Cz 1,00

Unity check (6.61) = 0,00 + 0,10 + 0,02 = 0,12 -

Unity check (6.62) = 0,00 + 0,05 + 0,02 = 0,08 -

The member satisfies the stability check.

10.3.13. Dimenzioniranje spregova

Linear calculation

Class: GSN

Coordinate system: Principal
Extreme 1D: Global
Selection: All

Filter: Cross-section = SPREG - CFCHS88.9X4

EN 1993-1-1 Code Check

National annex: Standard EN

Member B34 |3,300 / 6,600 m |CFCHS88.9X4 |S235 |GSN |0,91-
PROJEKTANT: ZOP: BROJ MAPE:
DANKO FUNDURULIA, dipl.ing,grad. TD 05/22 4 188




. TVRTKA:

IPZ Uniprojekt TERRA d.o.0.
VOCARSKA CESTA 68, ZAGREB,
OIB: 55474899192

iprojektil=zaty

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

ZOP: TD 05/22
DATUM: OZujak 2023.

Note: EN 1993-1-3 article 1.1(3) specifies that this part does not apply to cold formed CHS and RHS sections.

The default EN 1993-1-1 code check is executed instead of the EN 1993-1-3 code check.

Combination key

GSN / 1.35%VLASTITA TEZINA + 1.35*DODATNO STALNO +

0.75%*SNIJEG (1/1) + 1.50*VIETAR KROV+
1.50*VIETAR ZID (+)

/1) +

Partial safety factors ‘

ymo for resistance of cross-sections 1,00

ym: for resistance to instability 1,00
ym2 for resistance of net sections 1,25
Yield strength fy [235,0 MPa
Ultimate strength |fu | 360,0 MPa
Fabrication Cold formed

The critical check is on position 3,300 m

Internal forces Calculated Unit ‘

DANKO FUNDURULJA, dipl.ing,grad.

Normal force NEed -34,59 kN
Shear force Vyeda | 0,06 kN
Shear force Vzea 10,79 kN
PROJEKTANT: ZOP: BROJ MAPE:
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OIB: 68254459599 PROJEKT KONSTRUKCIJE ! | :
Internal forces Calculated Unit ‘
Torsion Ted -0,02 kNm
Bending moment  |Myes | 0,97 kNm
Bending moment | Mzes | 0,00 kNm

Classification for cross-section design
Classification according to EN 1993-1-1 article 5.5.2

Classification of Tubular sections according to EN 1993-1-1 Table 5.2 Sheet 3

d/t Class 1 Limit |Class 2 Limit Class 3 Limit Class

The cross-section is classified as Class 1

Compression check

According to EN 1993-1-1 article 6.2.4 and formula (6.9)

Cross-section area A 1,0670e-03 | m?
Compression resistance | Ncra | 250,75 kN
Unity check 0,14 -

Bending moment check for My

According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Plastic section modulus | Wpiy 2,8850e-05 |m?3

Plastic bending moment | Mpiyrd | 6,78 kNm
Unity check 0,14 -
PROJEKTANT: Z0P: BROJ MAPE:
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Bending moment check for M.

According to EN 1993-1-1 article 6.2.5 and formula (6.12),(6.13)

Plastic section modulus Woi,z 2,8850e-05 |m?

Plastic bending moment | Mpizrd | 6,78 kKNm
Unity check 0,00 -
Shear check for Vy

According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area Ay 6,7927e-04 | m?

Plastic shear resistance for Vy | Vpiyrd 92,16 kN

Unity check 0,00 -
Shear check for V.

According to EN 1993-1-1 article 6.2.6 and formula (6.17)

Shear correction factor n 1,20

Shear area A 6,7927e-04 | m?
Plastic shear resistance for V; | Vpizrd 92,16 kN
Unity check 0,01 -

Torsion check

According to EN 1993-1-1 article 6.2.7 and formula (6.23)

Index of fibre Fibre |1

PROJEKTANT: ZOP: BROJ MAPE:
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Note: The unity check for torsion is lower than the limit value of 0,05. Therefore torsion is considered as

insignificant and is ignored in the combined checks.

Combined bending, axial force and shear force check

According to EN 1993-1-1 article 6.2.9.1 and formula (6.31)

Resultant bending moment Mresutant | 0,97 | KNm
Resultant shear force Vresultant 0,79 | kN
Design plastic moment resistance | My rd 6,55 |kNm
reduced due to Ned

Unity check 0,15 |-

Note: The resultant internal forces are used for CHS sections.

Note: Since the shear forces are less than half the plastic shear resistances their effect on the moment

resistances is neglected.

The member satisfies the section check.

Classification for member buckling design

Decisive position for stability classification: 0,000 m

Classification according to EN 1993-1-1 article 5.5.2

Classification of Tubular sections according to EN 1993-1-1 Table 5.2 Sheet 3

INVESTITOR: SADRZAJ:

Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT
OIB: 68254459599 PROJEKT KONSTRUKCIJE

Total torsional moment | Ted 0,4 MPa

Elastic shear resistance | Trd 135,7 |MPa

Unity check 0,00 -

PROJEKTANT:
DANKO FUNDURULJA, dipl.ing,grad.

ZOP:
TD 05/22

BROJ MAPE:

4

192




. TVRTKA:
IPZ Uniprojekt TERRA d.o.o. GRADEVINA:
” VOCARSKA CESTA 68, ZAGREB, RECIKLAZNO DVORISTE U GRADU SLATINA
projeiii= - OIB: 55474899192
INVESTITOR: SADRZAJ:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUMZ:%Z.UJ:I:I)( 224232
OIB: 68254459599 PROJEKT KONSTRUKCIJE

Class 1 Limit |Class 2 Limit Class 3 Limit Class

The cross-section is classified as Class 1

Flexural Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Buckling parameters YY zZ ‘7‘

Sway type sway non-sway
System length L 3,300 6,600 m
Buckling factor k 1,65 0,62

Buckling length ler 5,438 4,071 m
Critical Euler load Ner 67,52 120,47 kN
Slenderness A 180,98 |135,49
Relative slenderness Arel 1,93 1,44

Limit slenderness Aeio 10,20 0,20

Buckling curve C C

Imperfection a 0,49 0,49

Reduction factor X 0,21 0,33

Buckling resistance Nbrd | 52,42 83,71 kN

Flexural Buckling verification

Cross-section area A 1,0670e-03 | m?

Buckling resistance | Nbrd | 52,42 kN

Unity check 0,66 -

PROJEKTANT: Z0P: BROJ MAPE:
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Torsional(-Flexural) Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Note: The cross-section concerns a CHS section which is not susceptible to Torsional(-Flexural) Buckling.

Lateral Torsional Buckling check

According to EN 1993-1-1 article 6.3.2.1

Note: The cross-section concerns a CHS section which is not susceptible to Lateral Torsional Buckling.

Bending and axial compression check

According to EN 1993-1-1 article 6.3.3 and formula (6.61),(6.62)

Interaction method alternative method 1

Cross-section area A 1,0670e-03 m?

Plastic section modulus Wiy | 2,8850e-05 m3

Plastic section modulus Woiz | 2,8850e-05 m3

Design compression force NEed 34,59 kN

Design bending moment | Myes | -2,04 kNm

(maximum)

Design bending moment | Mzea | -0,20 kNm

(maximum)

Characteristic compression | Nrk 250,75 kN

resistance

Characteristic moment resistance Myrc | 6,78 kNm

Characteristic moment resistance Mzre | 6,78 kNm

Reduction factor Xy 0,21

Reduction factor Xz 0,33

Reduction factor XLt 1,00

Interaction factor Kyy 0,77

Interaction factor Kyz 0,50
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Interaction factor Kzy 0,75

Interaction factor Kzz 0,99

Maximum moment My eq is derived from beam B34 position 0,000 m.

Maximum moment M4 is derived from beam B34 position 0,000 m.

Interaction method 1 parameters

Critical Euler load Ner,y 67,52 kN
Critical Euler load Ner,z 120,47 kN
Elastic critical load Ner,T 86180,77 kN
Plastic section modulus Woly 2,8850e-05 m3
Elastic section modulus Wel,y 2,1670e-05 m3
Plastic section modulus Wi,z 2,8850e-05 m3
Elastic section modulus Wel,z 2,1670e-05 m?
Second moment of area Iy 9,6340e-07 m*
Second moment of area I, 9,6340e-07 m*
Torsional constant It 1,9268e-06 m*
Method for equivalent moment Table A.2 Line 2 (General)

factor Cmy,0

Design bending moment | My ed -2,04 kNm
(maximum)

Maximum relative deflection 0, 3,7 mm
Equivalent moment factor Ciy,0 0,66

Method for equivalent moment Table A.2 Line 2 (General)

factor Cmz,0

Design bending moment | Mzed -0,20 kNm
(maximum)

Maximum relative deflection Oy 1,3 mm
Equivalent moment factor Crmz,0 0,80

Factor My 0,55

PROJEKTANT: ZOP: BROJ MAPE:
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OIB: 68254459599 PROJEKT KONSTRUKCIJE
Interaction method 1 parameters
Factor Mz 0,79
Factor & 2,90
Factor awr 0,00
Critical moment for uniform | Mc,o 84,46 kNm
bending
Relative slenderness Arel0 0,28
Limit relative slenderness Areloiim | 0,34
Equivalent moment factor Cry 0,66
Equivalent moment factor Cmz 0,80
Equivalent moment factor Crnr 1,00
Factor bir 0,00
Factor Cur 0,00
Factor dir 0,00
Factor et 0,00
Factor Wy 1,33
Factor W 1,33
Factor Npl 0,14
Maximum relative slenderness Arel,max 1,93
Factor Cy 0,96
Factor Gy 0,73
Factor Cy 0,85
Factor Cz 0,89
Unity check (6.61) = 0,66 + 0,23 + 0,01 = 0,91 -
Unity check (6.62) = 0,41 + 0,23 + 0,03 = 0,67 -
The member satisfies the stability check.
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10.3.14. Dimenzioniranje pendl stupa

Linear calculation

Class: GSN

Coordinate system: Principal
Extreme 1D: Global
Selection: All

Filter: Cross-section = STUP 2 - RRK150/100/4

EN 1993-1-1 Code Check

National annex: Standard EN

Member B52 0,000/ 6,360 m | RRK150/100/4 |S235 [GSN |0,30 -

Note: EN 1993-1-3 article 1.1(3) specifies that this part does not apply to cold formed CHS and RHS sections.

The default EN 1993-1-1 code check is executed instead of the EN 1993-1-3 code check.

Combination key

GSN / 1.35*%VLASTITA TEZINA + 1.35*DODATNO STALNO +
1.50*SNIJEG (1/1) + 0.90%*VIETAR KROV+ (1/1) +

0.90*VIETAR ZID (-)

Partial safety factors ‘

ymo for resistance of cross-sections 1,00

ymt for resistance to instability 1,00

ym2 for resistance of net sections 1,25
e

Yield strength fy [235,0 MPa

Ultimate strength  |fu. | 360,0 MPa
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Fabrication

Cold formed

The critical check is on position 0,000 m

Internal forces

Calculated Unit ‘

Normal force NEd -36,21 kN
Shear force Vyed 10,00 kN
Shear force Vzea 0,00 kN
Torsion Ted 0,00 kNm
Bending moment | Myes | 0,00 kNm
Bending moment Mzea | 0,00 kNm

Classification for cross-section design

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

t 01 02 Y ko Class 1Class 2Class 3 Class
Limit Limit Limit
[mm] |[kN/m?] [kN/m?] [-]1 [-]
1 I 88 4 1,911e+04 |1,911e+04 |1,00 1,00 |22,00 |28,00 34,00 38,00 1
3 |1 138 4 1,911e+04 |1,911e+04 |1,00 1,00 |34,50 |28,00 34,00 38,00 3
5 |I 88 4 1,911e+04 |1,911e+04 |1,00 1,00 |22,00 |28,00 34,00 38,00 1
7 |1 138 4 1,911e+04 |1,911e+04 |1,00 1,00 |34,50 |28,00 34,00 38,00 3
Note: The Classification limits have been set according to Semi-Comp-+.
The cross-section is classified as Class 3
PROJEKTANT: Z0P: BROJ MAPE:
DANKO FUNDURUUIA, dipl.ing,grad. TD 05/22 4 198




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.
” VOCARSKA CESTA 68, ZAGREB,
projeiii= - OIB: 55474899192

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR:
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina
OIB: 68254459599

SADRZAI:
GLAVNI GRADEVINSKI PROJEKT
PROJEKT KONSTRUKCIJE

DATUM: OZujak 2023.

ZOP: TD 05/22

Semi-Comp+ propertie:

Material coefficient € 1,00

Web slenderness ratio c/tw |34,50

Flange slenderness ratio | c/tr | 22,00

Note: The resistance for this semi-compact section has been calculated according to Semi-Comp-+.

Compression check

According to EN 1993-1-1 article 6.2.4 and formula (6.9)

Cross-section area A 1,8950e-03

m?

Compression resistance | Ncra | 445,32

kN

Unity check 0,08

The member satisfies the section check.

Classification for member buckling design

Decisive position for stability classification: 0,000 m

Classification according to EN 1993-1-1 article 5.5.2

Classification of Internal and Outstand parts according to EN 1993-1-1 Table 5.2 Sheet 1 & 2

c t 01 C2 Class 1Class 2Class 3 Class
Limit Limit Limit
[mm] [mm] |[kN/m?] |[kN/m?]
[-1 [-1 [-1
1 1 88 4 1,911e+04 |1,911e+04 |1,00 1,00 |22,00 |28,00 34,00 38,00 1
3 1 138 4 1,911e+04 |1,911e+04 |1,00 1,00 |34,50 |28,00 34,00 38,00 3
5 |1 88 4 1,911e+04 |1,911e+04 |1,00 1,00 22,00 |28,00 34,00 38,00 1
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C 01 o2 g ko c/t Class 1Class 2Class 3 Class
Limit Limit Limit
[mm] [mm] [kN/m?] [kN/m?]  [-]
[-] [-]

7 |1 138 4 1,911e+04 |1,911e+04 |1,00 1,00 |34,50 |28,00 34,00 38,00 3
Note: The Classification limits have been set according to Semi-Comp+.
The cross-section is classified as Class 3
Flexural Buckling check
According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Buckling parameters yx zz ‘7‘

Sway type sway non-sway

System length L 6,360 6,360 m

Buckling factor k 1,00 1,00

Buckling length ler 6,360 6,360 m

Critical Euler load Ner 304,87 |163,46 kN

Slenderness A 113,50 |155,01

Relative slenderness Arel 1,21 1,65

Limit slenderness Aeio 10,20 0,20

Buckling curve C C

Imperfection a 0,49 0,49

Reduction factor X 0,43 0,27

Buckling resistance Nbra | 191,35 [120,41 kN

Flexural Buckling verification

Cross-section area A 1,8950e-03 | m?

Buckling resistance | Nprd | 120,41 kN

Unity check 0,30 -
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Torsional(-Flexural) Buckling check

According to EN 1993-1-1 article 6.3.1.1 and formula (6.46)

Note: The cross-section concerns a RHS section which is not susceptible to Torsional(-Flexural) Buckling.

The member satisfies the stability check.

10.3.15. Materijal

Celik EC3

Lower limit Upper limit Fy Fu
[mm] [mm] [MPa] [MPa]

40 235,0

360,0
40 | 80 | 215,0 | 360,0
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10.4. Proracun temelja nadstresnice za opremu

Debljina temeljne ploc¢e je 30 cm sa ojac¢anjima u vidu temeljnih greda poprecnog presjeka b/h=60/70
cm. Reakcije iz proracuna Celi¢ne konstrukcije uvedene su u model armiranobetonske konstrukcije kao
optereéenje na stupove. Temelje je potrebno osloniti na tlo nosivosti minimalno 300 kN/m?. Prije
polaganja podloZznog betona ispod temelja potrebno je traziti odobrenje projektanta konstrukcije i
nadzornog inZenjera zapisano u gradevinski dnevnik.

Poz. Temelji — armirani beton, h =30 cm, b/h =60/70 cm.

C30/37; B500B; c = 40mm.

Prikaz modela:
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10.4.1. Opterecenja

Description

Action type

Load group Direction Duration

Master load
case

VLASTITA TEZINA Permanent LG1 -Z
Self weight

STROJEVI 1 Variable LG2 Medium None
Standard Static

STROJEVI 2 Variable LG2 Medium None
Standard Static

NADSTRESNICA Variable LG2 Long None
Standard Static

UPORABNO Variable LG2 Medium None
Standard Static

Vlastita tezina:
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Strojevi 1:

Strojevi 2:
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Uporabno opterecéenje:

Reakcije na leZajevima (nadstresnica) — za potrebe proracuna odabrane su maksimalne
vrijednosti reakcija i kako su vec u statickom proracunu elemenata nadstresnice uvecane za
faktore sigurnosti, u proracunu temelja nece se uvecavati (koef. sigurnosti — 1).

Linear calculation

Combination: GSN4

System: Global

Extreme: Member

L All

Selection

Nodal reactions

Ry RE My My M.
[kN] [kN] [kNm] [kNm] [kNm]
Sn2/N1 | GSN42/1 12,08| 27,39| 6049 0,00/ 0,00 0,00
Sn2/N1 | GSN34/2 12,39 2734| 61,78 0,00 0,00 0,00
Sn2/N1 | GSN5/3 -5,98 | -24,22| -21,59 0,00 0,00 0,00
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R: My My M.
[kN] [kNm] [kNm] [kNm]

Sn1/N4 | GSN41/4 4,87 -25,62| -19,03 0,00 0,00 0,00
Sn1/N4 | GSN9/5 5,33| -25,59| -22,53 0,00 0,00 0,00
Sn1/N4 | GSN30/6 6,39| 26,76 50,25/ 0,00/ 0,00 0,00
Sn1/N4 | GSN36/7 -6,50 | 24,83 46,48 0,00 0,00 0,00
Sn3/N7 | GSN30/6 28,53| 17,12| 23,56/ 0,00/ 0,00/ 0,00
Sn3/N7 | GSN29/8 -11,32| -23,19| 81,53 0,00 0,00 0,00
Sn3/N7 | GSN42/1 17,49 22,35| -47,50 0,00 0,00 0,00
Sn3/N7 | GSN10/9 16,07| 22,08 -50,16 0,00 0,00 0,00
Sn3/N7 | GSN9/5 -23,78| -18,24 7,81 0,00 0,00 0,00
Sn4/N10 | GSN9/5 21,45 -23,59| 41,59| 0,00/ 0,00 0,00
Sn4/N10 | GSN41/4 18,90| -24,12| 5511 0,00 0,00 0,00
Sn4/N10 | GSN6/10 -23,04| 20,63| -15,80 0,00 0,00 0,00
Sn4/N10 | GSN10/9 -18,39| 16,64| -16,28 0,00 0,00 0,00
Sn4/N10 | GSN11/11 2,31| -13,73| 63,78 0,00 0,00 0,00
Sn4/N10 | GSN30/6 -27,02| 20,38 0,38 0,00 0,00/ 0,00
Sn5/N12 | GSN30/6 11,04 0,03| 2778 0,00/ 000 0,00
Sn5/N12 | GSN3/12 -1,90| -0,03| 15,46 0,00 0,00 0,00
Sn5/N12 | GSN32/13 7,57 0,04 17,93 0,00 0,00 0,00
Sn5/N12 | GSN14/14 10,22 0,03| 33,12 0,00 0,00 0,00
Sn5/N12 | GSN9/5 -5,38| -0,02 4,96 0,00 0,00/ 0,00
Sn6/N15 | GSN9/5 540 -0,02 492 0,00/ 0,00 0,00
Sn6/N15 | GSN7/15 354| -0,03 7,96 0,00 0,00 0,00
Sn6/N15 | GSN28/16 9,46 0,04 25,19 0,00 0,00 0,00
Sn6/N15 | GSN10/9 -5,47 0,00 4,92 0,00 0,00 0,00
Sn6/N15 | GSN13/17 -3,72 0,02| 33,15 0,00 0,00 0,00
Sn6/N15 | GSN30/6 -11,06 0,03| 27,80 0,00 0,00 0,00
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Name Combination key

GSN42/1 | 1.35*%VLASTITA TEZINA + 1.35%*DODATNO STALNO + 1.50%VJETAR ZID (-) + 1.50*VIJETAR KROV-
(1/1) + 0.75*SNIJEG (1/2)

GSN34/2 | 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50%VIETAR ZID (-) +
1.50*VIETAR KROV- (1/1)

GSN5/3 1.35%VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VIETAR KROV+ (1/1) + 1.50%VIETAR ZID
(+)

GSN41/4 | 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50%VIETAR ZID (+) + 1.50VJETAR KROV-
(1/1) + 0.75*SNIJEG (1/2)

GSN9/5 1.35%VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VIETAR ZID (+) + 1.50*VIETAR KROV-
(1/1)

GSN30/6 | 1.35*VLASTITA TEZINA + 1.35¥DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50%VIETAR KROV+ (1/1)
+ 1.50%VIETAR ZID (-)

GSN36/7 | 1.35*%VLASTITA TEZINA + 1.35%*DODATNO STALNO + 1.50%VIETAR KROV+ (1/2) + 1.50%VIETAR ZID
(-) + 0.75*SNIJEG (1/2)

GSN29/8 | 1.35*VLASTITA TEZINA + 1.35¥DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VIETAR KROV+ (1/1)
+ 1.50%VIETAR ZID (+)

GSN10/9 | 1.35*%VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50%VJETAR ZID (-) + 1.50*VIJETAR KROV-
(1/1)

GSN6/10 | 1.35*VLASTITA TEZINA + 1.35¥DODATNO STALNO + 1.50*VIETAR KROV+ (1/1) + 1.50*VIETAR ZID
@)

GSN11/11 | 1.35*%VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VIETAR KROV+ (1/2)
+ 0.90*VIETAR ZID (+)

GSN3/12 | 1.35*VLASTITA TEZINA + 1.35¥DODATNO STALNO + 1.50%VIETAR KROV+ (1/2) + 1.50%VIETAR ZID
(+)

GSN32/13 | 1.35*VLASTITA TEZINA + 1.35*DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50%VIETAR ZID (-) +
1.50%VIETAR KROV- (1/2)

GSN14/14 | 1.35*VLASTITA TEZINA + 1.35¥DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VIETAR KROV-+ (1/1)
+ 0.90*VIETAR ZID (-)

GSN7/15 | 1.35%VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*VIETAR ZID (+) + 1.50*VIETAR KROV-
(1/2)

GSN28/16 | 1.35*VLASTITA TEZINA + 1.35¥DODATNO STALNO + 0.75*SNIJEG (1/1) + 1.50*VIETAR KROV+ (1/2)
+ 1.50*VIETAR ZID (-)

GSN13/17 | 1.35*%VLASTITA TEZINA + 1.35*DODATNO STALNO + 1.50*SNIJEG (1/1) + 0.90*VIETAR KROV+ (1/1)
+ 0.90*VIETAR ZID (+)
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10.4.2. Kombinacije opterecenja

Description Load cases

ULS-Set B (auto) EN-ULS (STR/GEO) Set B | VLASTITA TEZINA |1,00
STROJEVI 1 1,00
NADSTRESNICA 1,00
STROJEVI 2 1,00
UPORABNO 1,00

SLS-Char (auto) EN-SLS Characteristic VLASTITA TEZINA |1,00
STROJEVI 1 1,00
NADSTRESNICA 1,00
STROJEVI 2 1,00
UPORABNO 1,00

SLS-Quasi (auto) EN-SLS Quasi-permanent | VLASTITA TEZINA |1,00
STROJEVI 1 1,00
NADSTRESNICA 1,00
STROJEVI 2 1,00
UPORABNO 1,00

GSN Envelope - ultimate VLASTITA TEZINA | 1,35
STROJEVI 1 1,50
STROJEVI 2 1,50
NADSTRESNICA 1,00
UPORABNO 1,50
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10.4.3. Staticki proracun

Proracun konstrukcije napravljen je programom SciaEngeneer 2019

Konstrukcija je izracunata kao sustav 2D plosnih elemenata kojima su opisane plo¢e konstrukcije
i 1D Stapnih elemenata kojima su opisane grede. lzraden je prostorni model za analizu stanja

naprezanja i deformacija ploce i greda.

10.4.3.1. Dimenzioniranje ploce

Dimenzioniranje ploca i greda provedeno je unutar proracuna i prikazano je graficki u prilogu
zajedno sa prorac¢unom dok su ovdje navedene proracunom zahtijevane povrSine armatura
po pozicijama i odabrane armaturne mreze i Sipke.

2D Reinforcement Design (ULS); As,req,1+

Reinforcement design (ULS+5LS)

Values: Asreq1+ E
Linear calculation L
Combination: GSN 00 E
Extreme: Global 360 =
Selection: All 330 &
Location: In nodes avg. on macro. H
System: LCS mesh element 0 <
270
2490
210
180
150
120
S0
&0
30
o
>
Q AN
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2D Reinforcement Design (ULS); As,req,2+

Reinforcement design (ULS+SLS)
Values: As,req2+

Linear calculation

Combination: GSN

Extreme: Global

Selaction: All

Location: In nodes avg. on macro.
System: LCS mesh element

b

¥

2D Reinforcement Design (ULS); As,req, 1-

Reinforcement design (ULS+SLS)
Values: Asreq1-

Linear calculation

Combination: GSN

Extreme: Global

Selection: All

Location: In nodes avg. on macro.
System: LCS mesh element

E
a
385 E
E
330 M =
.
300 &
z
m | g
240
210
180
150
120
£
&
30
0
S
3
=
S
T
[ o
Q92
£
a
767 E
E
oo =
650 F]
z
600 H &
550
500
450
400
350
300
250
200
150
100
50
0
)
=
!
3
S
S
AW
[ o
Qg esg
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2D Reinforcement Design (ULS); As,req,2-

Reinforcement design (ULS+SLS)
Values: Asreq2-

Linear calculation

Combination: GSN

Extreme: Global

Selection: All

Location: In nodes avg. on macro.
System: LCS mesh element

385
330
300
270
240
210
180
150
120

a0

60

0

Asreqz [mMm2/m]

Tabli¢ni prikaz oditanih vrijednosti dimezioniranja plo¢a, za kombinaciju opterecenja CO2 - GSN

°

7
Uiyl

Donja zona (cm?)

Gornja zona (cm?)

Smier 1 (x)
Poz 100
7,67

Smier 2 (y)

3,85

Smier 1 (x)

4,0

Smier 2 (y)

3,85

Prikaz odabrane armature za ploCe, za kombinaciju optere¢enja CO2 — GSN

Donja zona (cm?)

Gornja zona (cm?)

Poz 100

Q335+ $8/20

Q335+$8/20

Detalji armiranja

Armatura se i u gornjoj i u donjoj zoni postavlja po cijeloj povrsini plo¢e. Dodatno, u gornjoj i u donjoj
zoni (u oba smjera) postaviti Sipke $8/20cm, osim na spojevima elemenata B4-B2 i B5-B2 gdje je

potrebno u smjeru x postaviti Sipke $8/10cm duljine 2m (prema skici u nastavku).
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Preklop mreza iznosi 45 cm. Preklop mreza sa rubnom armaturom iznosi 45 cm.
Rubovi ploc¢e armiraju se popre¢nom armaturom: U vilicama ®8/15.
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10.4.3.2. Dimenzioniranje grede

Check capacity-response

overall check

Values: UC

Linear calculation
Combination: GSN
Coordinate system: Member
Extreme 1D: Global
Selection: All

N7

i

YUl

x .

Check capacity-response

Linear calculation
Combination: GSN
Coordinate system: Member

Extreme 1D: Member

Selection: All
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Beam B2

EC EN 1992-1-1:2004/AC:2008

Rectangle (700; 600)
Section 15 [dx = 9.8 m]

Member length: L=98m

Buckling y-y Ly = 9.88 m (sway)
Buckling z-z L, = 10.3 m (sway)
(g L] L] L)

700
N

Material characteristics

Design concrete compressive strength

Forces

4614 (616 mm2)

2410 (157 mm2)

2410 (157 mm2)

Concrete: C30/37
Bi-linear stress-strain diagram
Exposure class: XC3

Longitudinal reinforcement: B 500B
Bi-linear with an inclined top branch
6410 mm + 8¢14 mm (A, = 1703 mm?)
p) = 0,405 % (13.4 kg/m)

Shear reinforcement: B 500B
Bi-linear with an inclined top branch
$8/297 mm (ng = 2) (Agy, = 101 mm?)

y pw = 0,081 % (2.66 kg/m) (Agum = 339 mm°/m)
Cover (stirrup)
. 4| 2010057 mm2) 76530 mm
Bottom: 30 mm
Left: 30 mm
O L} L) O 4¢14 (616 mm2) Right: 30 mm
600 $8/297 mm, ns=2

Design yield strength of longitudinal reinforcement

Content of combination: 1.35*VLASTITATEZINA+NADSTRESNICA

From FEM analysis:

N =-785kN My =-135kNm M;=0.231kNm

Compression member

Limit axial force to consider member as compression:

Neom = - Coeffeon - (feg Ac ) = - 0.1+ ( 20-10°-042) = -840 kN

Check condition:

Neg 2 Neom = -79 kN 2 -840 kN ...

not compression member

(3.15)

Note: The member is not considered as a compression member (normal force is relatively small or zero).

Recalculation of bending moments:
Moment reduction above support: No

Use Shift rule: Yes

Shear forces reduction above support: No

Ngg = -78.5 kN Mggy = -135 kNm  Mgg, = 0.231 kNm
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Input data for generation of interaction diagrams

Method of interaction diagram check Ny My

Division of vertical strains 250

Number of vertical cuts 18

Resultant value of bending moment Mres = 135 kNm

Angle of resultant bending moment related to M, .
OMmymz = 0.1

direction in horizontal plane My-M,

Angle of resultant bending moment related to N direction
. . [oINTV I -30.2°
in vertical plane N-M e

Calculation of resistances
Resistances in positive direction  Nggs = 123 kKN Mggy, = 212 kNm  Mgg;, = 0.5 kNm
Resistances in negative direction Ngg. = -175 kN Mggy. = -301 kKNm  Mgg,. = -0.4 kNm

Summary of check
Forces: Ngg = -78.5kN Mgy = -135 kNm  Mgg; = 0.231 kNm
Resistance: Ngg = -175 kN  Mggy = -301T kNm  Mgg, = 0.5 kNm

Calculation of unity check:

\/N % 4 Megy” + Mo -\/7852 135°+0.231°
ed T Tedy TRz N80 OO0 O =0448 <=1 OK

uc=

1 1
w/ Ned' + Mgy + Mrgs J 175"+ -301° + 0516
List of errors/warnings/notes:  N2/1.

3D interaction diagram - Vertical section N-M

z
=3
z

-875—1

[
n o
NI.n
= o
it

Mres [kNm]
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3D interaction diagram - Horizontal section M,-M,

=
=3
N 250
>
200+
150+
100+
50—+
N e
o n D n o n
LII1 (\'] o wn ~
,50,,
-100—+
-150—+
-200—+
-250—
Summary of check
Type of Fibre / Eoxtr  Oexir Check Check Limit Status
component Bar [%0] [MPa] strain [-] stress [-] [-1
Concrete 1 -0.215 -4.92 0,12 0,25 0,55 1 OK
Reinf. 8 1.28 255 0,03 0,55
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Stress and strain distribution
1,39
1,28 1255,12 ° o o
| S—————— . .
z
| m— . —I—& .
y
= . .
>
-0,31 -62,65 * o o o
-043 -4,92

Extreme values of stress/strain in component

Type of component Fibre / ¢ €m O Glim UC[-] Status
Bar [%0] [%0] [MPa] [MPa]
Concrete - compression 1 -0.215 -1.75 -4.92 -20 0,25 oK
Concrete - tension 5 1.39 0 0 0 0,00 oK
Reinforcement - compression 4 -0.313 -45 -62.6 -466 0,13 oK
Reinforcement - tension 8 1.28 45 255 466 0,55 oK

Plane of deformation
Strain in centre of gravity
Curvature around (y) axis

Curvature around (z) axis

Height of compression zone

& = 0481 %o
& = 2.6 %o

&= -

5107 %o

x =166 mm

Balanced height of compression zone Xpal = 363 mm
Limit height of compression zone Xjim = 44 mm
Declination of neutral axis ona = 0.1°
Height of cross-section perpendicular to neutral axis h =701 mm
Effective depth of the cross-section perpendicular to the neutral axis d = 605 mm
Lever arm of the cross-section perpendicular to the neutral axis z =551 mm
PROJEKTANT: ZOoP: BROJ MAPE:
DANKO FUNDURUUIA, dipl.ing,grad. TD 05/22 4 217




. TVRTKA:
IPZ Uniprojekt TERRA d.o.0.

OIB: 55474899192

- VOCARSKA CESTA 68, ZAGREB,

GRADEVINA:
RECIKLAZNO DVORISTE U GRADU SLATINA

INVESTITOR: SADRZAI:
ZOP: TD 22
Grad Slatina, Trg Svetog Josipa 10, 33 520 Slatina GLAVNI GRADEVINSKI PROJEKT DATUM: Oiu'akgs(’)/B
OIB: 68254459599 PROJEKT KONSTRUKCIJE ! | :
[ ) [ ) [ ) [ ]
Tt
I
z
1
° a [ M
1] & y
(o) J N
o
()]
Tc
° o~ ° °
Cross-section characteristics
Type of component t, t, A Iy 1,
ml [m]  [m1  [m']  [m]
Concrete - compression 0 -0.268 0.099  73110° 2971073
Concrete - tension 0 0.082 0321 984107 963107
Reinforcement - compression 0 -0305 61610° 57.3-10° 21.7.10°
Reinforcement - tension 0 0173 109103 64410° 52.810°
Whole concrete 0 0 0.42 0.0172 0.0126
All reinf. bars 0 0 17107 12210° 74610°
Forces in all cross-section components
Type of component Nies Miesy M, ey e;
[kN] [kNm] [kNm] [m] [m]
Concrete - compression -243 -71.6 016 1103 -0.295
Concrete - tension 0 0 0 0 0
Reinforcement - compression -38.4 -11.7 0.02 1103 -0.305
Reinforcement - tension 202 -51.6 0.05 0 0.255
All in compression -281 -83.3 0.18 1-10’3 -0.296
All in tension 202 -51.6 0.05 0 0.255
Summary -78.8 -135 0.23
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Detailed results of stresses and strains in concrete fibres

Fibre Material vy; zZ € €lim c Giim €/ €&m ©/0im Check
[m] [m] [%o] [%o] [MPa] [MPa] [-] [-]
1 C30/37 03 -035 -043 -3.5 -4.92 -20 0.12 025 OK
2 C30/37 0.3 0 0.48 0 0 0 0 0 OK
3 C30/37 0.3 035 1.39 0 0 0 0 0 OK
4 C30/37 0 035 1.39 0 0 0 0 0 OK
5 C30/37 -0.3 035 1.39 0 0 0 0 0 OK
6 C30/37 -0.3 0 0.48 0 0 0 0 0 OK
7 C30/37 -0.3 -0.35 -043 -3.5 -4.89 -20 0.12 0.24 OK
8 C30/37 0 -0.35 -043 -3.5 -4.9 -20 0.12 0.25 OK
Detailed results of stresses and strains in reinforcement bars
Bar Material d; yi z; € &m O Giim £/ &m ©/ 0, Check
[mm] [m] [m]  [%0] [%0] [MPa] [MPa] [-] [-]
1 B 500B 14 -0.252 -0.305 -031 -45 -62.2 -466 0.01 0.13 OK
2 B 500B 14 -0.084 -0.305 -0.31 -45 -623 -466 0.01 0.13 oK
3 B 500B 14 0.084 -0.305 -031 -45 -62.5 -466 0.01 0.13 OK
4 B 500B 14 0252 -0305 -031 -45 -62.7 -466 0.01 0.13 OK
5 B 500B 14 0252 0305 1.27 45 255 466 0.03 0.55 OK
6 B 500B 14 0.084 0305 127 45 255 466 0.03 0.55 OK
7 B 500B 14 -0.084 0305 127 45 255 466 0.03 0.55 OK
8 B 500B 14 -0.252 0305 1.28 45 255 466 0.03 0.55 OK
9 B 500B 10 -0.257 0.151  0.88 45 175 466 0.02 0.38 OK
10 B 500B 10 -0.257 0 048 45 96.5 466 0.01 0.21 OK
11 B 500B 10 -0.257 -0.151  0.09 45 17.9 466 0 0.04 OK
12 B 500B 10 0.257 -0.151  0.09 45 17.5 466 0 0.04 OK
13 B 500B 10 0.257 0 048 45 96 466 0.01 021 OK
14 B 500B 10 0257 0.151 0.87 45 175 466 0.02 037 OK
Explanation of errors, warnings and notes
Index Type Description Solution
The member is not considered as a compression
N2/1 Note . .
member (normal force is relatively small or zero).
Limit compressive concrete strain was determined
N2/5 Note based on chapter 6.1(5) and compared with mean
compressive strain of concrete
Zagreb, ozujak, 2023.
Projektant: Danko Fundurulja, dipl.ing:grad., G315
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11. PROGRAM KONTROLE | OSIGURANJA KVALITETE

11.1. Uvod

Program kontrole i osiguranja kakvoée obuhvaca sustavno pracenje kakvoce ugradenih materijala,
pravilne uporabe i samu ugradnju tih materijala, prema Zakonu o gradnji (NN br. 153/13, 20/17, 39/19,
125/19).

Pracenje kakvoce predvidenih i ugradenih materijala, dokazuje se atestima i certifikatima za predmetne
materijale koji moraju odgovarati po datumu, kvaliteti i koli¢ini ugradenog materijala, a sve prema Zakonu
o gradnji (NN br. 153/13, 20/17, 39/19, 125/19).

Prema Zakonu o gradnji (NN br. 153/13, 20/17, 39/19, 125/19) za prefabricirane konstrukcije i opremu
koja ima potvrdu (certifikat) o sukladnosti ili za koje je na drugi propisani nacin dokazano da su proizvedeni
prema odredbama Zakona, nije potrebno to ponovno dokazivati.

Tijekom gradenja u svim fazama gradnje potrebno je osigurati kontrolu kakvoce izvedenih radova. Svi
gradevinski proizvodi, materijali i oprema mogu se ugradivati samo ako je njihova kvaliteta dokazana
certifikatom (atestom).

Glavni projekt izraden je u skladu sa Zakonu o gradnji (NN 153/13, 20/17, 39/19, 125/19), posebnim
odredbama, ¢ime se osiguravaju temeljni zahtjevi za gradevinu - mehanic¢ka otpornost i stabilnost,
sigurnost u slucaju pozara, higijena, zdravlje i zastita okolisa, sigurnost i pristupacnost tijekom uporabe,
zasStita od buke, gospodarenje energijom i ocuvanje topline i odrziva uporaba prirodnih izvora.

Temeljni zahtjevi za gradevinu koji se osiguravaju u projektiranju i gradenju gradevine su:

MEHANICKA OTPORNOST | STABILNOST- gradevina je projektirana tako da optereéenja koja na nju mogu
djelovati tijekom gradenja i uporabe ne mogu dovesti do:
e rusSenja cijele gradevine ili nekog njezina dijela
e velikih deformacija u stupnju koji nije prihvatljiv
e ostecenja na drugim dijelovima gradevine, instalacijama ili ugradenoj opremi kao
rezultat velike deformacije nosive konstrukcije
e ostecenja kao rezultat nekog dogadaja, u mjeri koja je nerazmjerna izvornom uzroku

SIGURNOST U SLUCAJU POZARA - gradevina je projektirana tako da u slu¢aju izbijanja pozara:
e nosivost gradevine moZe biti zajaméena tijekom odredenog razdoblja
e nastanak i Sirenje pozara i dima unutar gradevine je ograniceno
e Sirenje poZara na okolne gradevine je ogranic¢eno
e korisnici mogu napustiti gradevinu ili na drugi nacin biti spaseni
e sigurnost spasilackog tima je uzeta u obzir.

HIGIJENA, ZDRAVLIE | OKOLIS - gradevina je projektirana tako da tijekom svog vijeka trajanja ne
predstavlja prijetnju za higijenu ili zdravlje i sigurnost radnika, korisnika ili susjeda te da tijekom cijelog
svog vijeka trajanja nema iznimno velik utjecaj na kvalitetu okolisa ili klimu, tijekom gradenja, uporabe
ili uklanjanja, a posebno kao rezultat bilo ¢ega od dolje navedenog:

e istjecanja otrovnog plina

e emisije opasnih tvari, hlapljivih organskih spojeva (VOC), staklenickih plinova ili opasnih

e C(estica u zatvoreni i otvoreni prostor
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e emisije opasnog zracenja

e ispustanja opasnih tvari u podzemne vode, morske vode, povrsinske vode ili tlo

e ispustanja opasnih tvari u pitku vodu ili tvari koje na drugi nacin negativno utje¢u na
pitku vodu

e pogresno ispustanje otpadnih voda, emisije dimnih plinova ili nepropisno odlaganje
krutog ili tekuéeg otpada

e prisutnost vlage u dijelovima gradevine ili na povrsini unutar gradevine.

SIGURNOST | PRISTUPACNOST TIJEKOM UPORABE - gradevina je projektirana tako da ne predstavlja
neprihvatljive rizike od nezgoda ili oStecenja tijekom uporabe ili funkcioniranja, kao sto su proklizavanje,
pad, sudar, opekline, elektri¢ni udari, ozljede od eksplozija i provale. Prilikom projektiranja se vodilo
racuna o pristupacnosti i uporabi od strane osoba smanjene pokretljivosti.

ZASTITA OD BUKE - gradevina je projektirana tako da buka koju zamjeéuju korisnici ili osobe koje se
nalaze u blizini ostaje na razini koja ne predstavlja prijetnju njihovu zdravlju i koja im omoguduje
spavanje, odmor i rad u zadovoljavaju¢im uvjetima.

GOSPODARENJE ENERGIJOM | OCUVANJE TOPLINE - gradevina i njezine instalacije su projektirane tako
da koli¢ina energije koju zahtijevaju ostane na niskoj razini, uzimajudi u obzir korisnike i klimatske uvjete
smjestaja gradevine. Gradevina je takoder projektirana energetski ucinkovito, tako da koristi Sto je
mogudée manje energije tijekom gradenja i razgradnje.

ODRZIVA UPORABA PRIRODNIH IZVORA — gradevina je projektirana tako da je uporaba prirodnih izvora
odrziva, a posebno moraju zajamditi sljedece:
e ponovnu uporabu ili mogucnost reciklaze gradevine, njezinih materijala i dijelova
nakon
e uklanjanja
e trajnost gradevine
e uporabu okolisu prihvatljivih sirovina i sekundarnih materijala u gradevinama

Glavnim projektom predvidene grupe radova primjenjivat ¢e se odgovarajuéi zakoni, pravilnici,
normativi, standardi i zahtjevi.

Tehnicki uvjeti izvodenja radova dani su u skladu sa svim hrvatskim normama prema Zakonu o
normizaciji (NN br. 80/13) i Eurokoda 2 HRN EN 13670-1.

11.1.1. Primopredaja gradilista

Investitor predaje izvodacu radova gradevinski uredeno zemljiste. Prilikom primopredaje potrebno je
u gradevinski dnevnik upisati sve elemente vaZzne za primopredaju (popis dokumentacije, vazne tocke
na gradilistu, posebne uvjete gradenja i sl.).

11.1.2. Osiguranje gradilista pogonskom energijom i vodom

Izvodac je duzan osigurati pogonsku energiju i vodu za potrebe gradiliSta putem ugovora s komunalnim
radnim organizacijama.

11.1.3. Dinamika izvodenja radova
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Izvodac je uz ponudu duZan priloziti Plan dinamike izvodenja radova s prijedlogom roka zavrsetka
radova. Ako se trazi kraci rok zavrSetka radova izvodac je duzan dati nacin poveéanog kapaciteta kojim
¢e moci zadovoljiti rok. Angaziranje kapaciteta podlijeze stalnoj kontroli nadzora. Kod planiranja treba
predvidjeti rad u nepovoljnim vremenskim uvjetima i niskim temperaturama, jer se isti nece priznati
kao razlog produljenja roka, niti ¢e se uporaba aditiva i posebna njega naknadno obracunavati.

Izvoda¢ mora obavijestiti pocetak izgradnje svakog pojedinog elementa radova kroz svoj prilozen
program.

11.1.4. Tehnicka zastita

Prema vaze¢im propisima svi elementi tehnicke zasStite uracunati su u cijenu, tj. obuhvaceni su
faktorom gradiliSta. Radi kontrole, izvodac je duzan pocetak radova pravovremeno prijaviti nadleznoj
inspekciji rada. O provodenju zastite treba izraditi elaborat koji mora biti ovjeren kod inspekcije rada,
a jedan primjerak dostavlja se investitoru.

11.1.5. Geodetska kontrola

Izvodac je duZan osigurati stalnu geodetsku kontrolu izvodenja. Na gradiliStu treba obiljeZiti i osigurati
stalnu tocku, a sva zapazanja unositi u gradevinsku knjigu.

11.1.6. Njega konstrukcije i konstruktivnih elemenata

Beton se moZe spravljati samo u betonari sa automatskim teZinskim doziranjem i uz stalnu
laboratorijsku kontrolu komponenti. Prijevoz betona moZe se vrsiti samo automjesalicama s
automatskim dozatorom vode, na duzZim relacijama. Ne dozvoljava se ugradnja betona, prevozenog
automjesalicama kojoj je prekoraceno vrijeme vezanja. Naknadno dodavanje komponenti i mijeSanje
nije dozvoljeno.

Ugradeni beton treba zastititi od ispiranja, insolacije i niskih temperatura, osigurati stalno polijevanje,
onemoguditi dinamicke udare i vibracije na konstrukciji i kraj nje, u procesu vezanja. Pri radu u
nepovoljnim uvjetima treba osigurati kompletnu zastitu i dodatak aditiva. Zbukanje mortom, pri
visokim temperaturama treba provesti zastitu od sunca i polijevanje u procesu vezanja. Aditive treba
dodavati po uputama proizvodaca ili po recepturi ovlastenog instituta.

Sav beton mora biti spravljen u pogonu i certificiran. Beton se mora proizvesti prema HRN EN 206-1 i
ugraditi prema HRN EN 13670-1.

11.1.7. Ispitivanje i atesti

Izvodac treba za sve dobavljene i ugradene materijale pribaviti ateste. Uzimanje uzoraka i ispitivanje
vrsi ovlastena organizacija. Za sluc¢aj nepotvrdivanja zahtijevanog razreda tlacne ¢vrstoce betona treba
na dijelu konstrukcije u koji je ugraden beton nedokazanog razreda tlac¢ne ¢vrstoce provesti naknadno
ispitivanje tlacne ¢vrstoce betona u konstrukciji prema HRN EN 12504-1 i ocjenu sukladnosti prema
prEN 13791. Treba ispitati vodovodne, kanalske i ostale instalacije, izvrsiti ispitivanje
vodonepropusnosti, dati odgovarajuce sheme i upute za rukovanje, te ovjerene garantne listove i
ateste za ugradnju opreme. Sva ispitivanja i atesti pribavljaju se o trosku izvodaca.

11.1.8. Faktor cijene
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Na jedini¢nu cijenu radne snage izvodac zaracunava faktor po postojeéim propisima i instrumentima na
osnovu zakonskih propisa. Osim toga izvodac faktorom obuhvada i slijedece radove koji se nece platiti
bilo trosSkovnicki bilo kao naknadni rad i to:
e sve reZije gradiliSta ukljucivo dizalice, mostove, mehanizaciju i sl.
e najamne troskove za posudenu mehanizaciju
e svirezijski sati
e (iScenje objekta i ugradenih elemenata
e sva ispitivanja materijala s atestima
e uskladiStenje materijala za obrtnicke i instalaterske radove
e uredenje gradiliSta po zavrSetku radova s odvozom cjelokupno nastalog otpada,
pomocnih objekata i sl. IskoriStavane zelene povrsine trebaju se dovesti u prijasnje
stanje

11.1.9. Jedini¢na cijena

Jedini¢na cijena za izvodenje radova treba sadrzavati:
e savrad
e sav materijal
e skele s prilaznim mostovima bez obzira na visinu i vrstu
e podupiranje konstrukcija
e zaStita od vremenskih nepogoda
e (iS¢enje od Sute i otpada
e odvoz Sute i otpada na predvideno mjesto
e svi pomocni radovi kod instalaterskih radova koji su potrebni da bi se mogao zavrsiti
svaki rad

11.1.10. Zbrinjavanje gradevnog otpada

Nacin zbrinjavanja gradevnog otpada mora biti u skladu s propisima o otpadu. Osnovni propisi iz tog
podrucja su:

e Zakon o odrZivom gospodarenju otpadom (NN 94/13, 73/17, 14/19, i 98/19)

e Pravilnik o gradevnom otpadu i otpadu koji sadrzi azbest (NN 69/16)
Prema navedenim propisima, gradevni otpad je otpad nastao prilikom gradnje gradevina,
rekonstrukcije, uklanjanja i odrZavanja postojecih gradevina, te otpad nastao od iskopanog materijala,
koji se ne moZe bez prethodne oporabe koristiti za gradenje gradevine zbog Cijeg gradenja je nastao.
Propisi takoder definiraju pojam ,,posjednik gradevnog otpada" - osobu koja ima pravo raspolaganja
odnosno posrednistva nad gradevnim otpadom a to mozZe biti vlasnik gradevine, investitor, izvodac ili
neka treéa osoba.
U tom smislu je propisano da se gradevni otpad ne smije odloZiti na mjestu nastanka kao niti na
lokacijama koje nisu za to predvidene te da je posjednik gradevnog otpada duZan je snositi sve troskove
gospodarenja gradevnim otpadom.
Posjednik gradevnog otpada duZan je osigurati uvjete za odvojeno skupljanje i privremeno skladistenje
gradevnog otpada.
Gradevni proizvod nastao materijalnom oporabom gradevnog otpada moZe se ponovo uporabiti u
gradevne svrhe ukoliko udovoljava normama i uvjetima propisanim posebnim propisom.
Gradevni otpad predviden za odlaganje predaje se ovlastenim osobama koje upravljaju odlagalistima
otpada sukladno uvjetima propisanim posebnim propisom.
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Nakon zavrSetka radova gradiliSte treba ocistiti od otpadaka i suviSnog materijala, postupiti prema
iznesenom, a okolni dio terena dovesti u prvobitno stanje najkasnije u roku od mjesec dana nakon
izdavanja uporabne dozvole.

Sve zemljane i druge povrsine terena koje su na bilo koji nacin degradirane otpadnim materijalom kao
posljedica izvodenja radova, izvoditelj radova je duzan dovesti u uredno stanje.

11.2. Celiéne konstrukcije

11.2.1. Opdi uvjeti
Svi radovi moraju se izvoditi prema podacima iz projektne dokumentacije, u skladu sa pravilima zanata i
prema vazeéim propisima.
Tehnicki propis za gradevinske konstrukcije (NN 17/17, 75/20, 7/22)

Celi¢ni dijelovi fasadne konstrukcije predvideni su od materijala sa oznakama S.235. Svi &eli¢ni profili i
dijelovi nosive konstrukcije moraju biti vruce pocin¢ani minimalnim slojem cinka debljine 125 mikrona.

Svi maticni i kniping vijci kojima su fasadni elementi ugradeni u betonsku konstrukciju, odnosno sa
kojima su sastavljeni u cjelinu, moraju biti izgradeni od nehrdajuc¢eg Celika prokrom 11 specijal ili
prokrom 12 specijal. Svi vijci moraju imati ateste o propisanoj kvaliteti.

Samonosiva prostorna Celi¢na konstrukcija iz okruglih cijevi sastoji se od slijedecih nosivih elemenata:

e Stap, okrugla celicna cijev sa priklju¢nim dijelovima (vijci, ¢ahure, konusi)
e okruglasti ¢vorovi (¢eli¢ne kugle sa navojima u smjerovima Stapovima)
e lezajni ¢vorovi sa sidrenim dijelovima.

Nosiva konstrukcija iz Stapova mora biti vruce, a kugle i ¢vorovi galvanski pocincani.

Antikorozijska zaStita sa vru¢im pocin¢anjem treba imati debljinu 125 mikrona. Galvanska zastita nije
dovoljna, te svi dijelovi konstrukcije moraju biti zasti¢eni protiv korozije. ZavrSna povrsinska obrada svih
dijelova konstrukcije mora biti izvrSena pecenim polieterskim lakom debljine cca 100 mikrona.

Proracun prostorne reSetke koji je sastavni dio izvedbenog projekta, izradu konstrukcije i ugradivanje
izvodi proizvoda¢ prostornog sistema, u skladu s usvojenim dispozicijama i ostalim elementima
definiranim od investitora u raspisnoj dokumentaciji.

Kod izvedbene dokumentacije i izvodenja proizvodac prostorne konstrukcije mora se pridrzavati svih
vazedih tehnickih propisa, standarda i normativa, kao i posebnih uvjeta za ovu vrstu konstrukcije.

Izvoditelj konstrukcije mora prije ugradivanja elemenata izraditi tipski prototip, te predoCiti sve
potrebne ateste.

11.2.2. Radionicka izrada celi¢ne konstrukcije

Opcenito:

Upotrijebljeni materijali koji izvoditelj radova dobavlja i ugraduje moraju biti novi, a po kvaliteti i
dimenzijama moraju odgovarati hrvatskim normama i standardima. Za sve radove treba primjenjivati
vazece tehnicke propise, gradevinske norme i hrvatske standarde, Sto izvoditelj radova treba dokazati
odgovarajucéim certifikatima. lzvedba svih radova treba biti prema nacrtima, opisu radova i detaljima, a
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odstupanja od istih mogu biti samo u skladu s dozvoljenim tolerancijama za odredenu vrstu radova. Bilo
kakva odstupanja od projekta ili dispozicijske promjene odobrava iskljucivo projektant.

Varovi su minimalno Il. Kvalitete. U slu¢ajevima radionic¢kih nastavaka konstrukcije obavezan je su¢eoni
zavar |. kvalitete.

Sav potreban materijal za izradu, antikorozijsku zastitu i montazu Celicne konstrukcije treba skladistiti
na odgovaraju¢em mjestu tako da bude osiguran od kvarenja, ostecenja ili lomova.

U skladu s Pravilnikom o tehnickim mjerama i uvjetima za antikorozijsku zastitu celi¢nih konstrukcija koje
su predmet ovog projekta razvrstane su u klasu 1.

Izrada Celicne konstrukcije se permanentno kontrolira od radionicke izrade do zavrSetka montaze.

Dokumentacija koju izvoditelj radova treba prikupiti tijekom izrade i montaze celicne konstrukcije je
sljedeca:

e atesti o osnovnom i spojnom materijalu

e atesti o materijalima za antikorozijsku zastitu

e atesti zavarivaca

e dnevnik radionicke izrade Celi¢ne konstrukcije

e dnevnik montaze celi¢ne konstrukcije

e zapisnik o radionickoj kontroli ¢eli¢ne konstrukcije

e zapisnik o kontroli antikorozijsko zasticene konstrukcije
e zapisnik o probnoj montaZi (po potrebi)

e zapisnik o preuzimanju sidrene konstrukcije (temelja)

e zapisnici o geodetskim i drugim mjerenjima tijekom montaze
e zapisnik o preuzimanju montirane Celi¢ne konstrukcije

e foto dokumentacija o montazi (po potrebi)

Izrada u radionici:

Izrada €eli¢ne konstrukcije se obavlja prema radionickim nacrtima pri ¢emu valja voditi racuna o static¢koj
koncepciji te osiguranju mjera poprec¢nog presjeka, duljina i linearnosti Stapova, osiguranju oblika i
poloZaja rupa za vijke, osiguranju oblika i debljine ¢vornih limova i prirubnica te osiguranju mjera i oblika
zavara. Predmetne Celi¢ne konstrukcije su konstrukcije I. razreda.

Rupe za vijke u pravilu busiti. Probijanje je dopusteno samo uz naknadno razvrtavanje za rupe do 12
mm. Dimenzije rupa busiti do 1,5 mm vede za vijke promjera d<20 mm. Za vijke promjera 220 mm
dimenzije rupa su do 2 mm vece od promjera vijka.

Na konstrukciji je potrebno obraditi mjesta za prihvat pri dizanju i prijenosu tijekom transporta ili
montaZze na projektom odredenim mjestima. Mjesta za prihvadanje konstrukcije prilikom dizanja i
prijenosa treba u radionici oznaciti bojom.

Dopustene su tolerancije prema vazecoj tehnickoj regulativi za:
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e kvalitetu i dimenzije kod nabavke materijala i vijaka

e konstruiranje priklju¢aka i ekscentri¢nih priklju¢aka pri izradi radionickih nacrta
e tocnost izmjera i primijenjene dimenzije profila, limova i vijaka

e tocnost i kvalitetu probijanja i busenja rupa za vijke.

Prije izrade Celicne konstrukcije izvoditelj radova je duzan pribaviti slijede¢e dokumente:

e ateste osnovnog materijala
ateste spojnog materijala
ateste zavarivaca

e plan redoslijeda zavarivanja
e plan montaze.

Nadzorni inZenjer povremeno ili kontinuirano prati radionicku izradu celiéne konstrukcije. Prilikom
kontrole tijekom izrade Celi¢ne konstrukcije izvoditelj radova je duzan nadzornom inZenjeru predociti
dokumente o koristenim materijalima.

Nije potrebna probna montaza u radionici, ali je u radionici potrebna sustavna kontrola ispravnosti
projektirane geometrije konstrukcije.

Kontrola u radionici:
Kontrola ¢eli¢nih konstrukcija I. razreda obuhvaca slijedede:
e kontrola mjera poprecnog presjeka Stapova
e kontrola duljina Stapova
e kontrola linearnosti Stapova
e kontrola mjera, oblika i polozaja rupa za vijke
e kontrola mjera oblika i debljine ¢vornih limova i prirubnica
e kontrola mjera i oblika zavara.
Popratna dokumentacija o radionickoj izradi Celicne konstrukcije sadrzi slijedece:
e popis djelatnika koji su sudjelovali u izvedbi konstrukcije
e opis tehnologije (opis radnih postupaka)
e pregled proizvodnog rada (dnevnik proizvodnje)
e dnevnik zavarivanja s atestima zavarivaca i atestima dodatnog materijala
e atesti osnovnog i vij¢anog materijala

U radionici se obavlja uz strucni nadzor investitora prvi pregled izvedenih radova (kontrola geometrije,
kvalitete ugradenog materijala te izrade konstrukcije). Zapisnik o radionickom pregledu celi¢ne
konstrukcije je sastavni dio dokumentacije za tehnicki pregled gradevine.

Nakon uspjesno obavljenog pregleda Celi¢ne konstrukcije u radionici, konstrukcija se moZe transportirati
na gradiliste.

Transport Celi¢cne konstrukcije

Transport Celicne konstrukcije se obavlja suglasno odredbama propisa i gabaritima i prometnim uvjetima
transporta u cestovnom, Zeljeznickom i vodnom prometu.
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Prilikom dizanja i prijenosa konstrukcije ista se zahvaéa na odgovaraju¢im mjestima koja su predvidena
radionickom dokumentacijom (kuke, rupe i sl.) i u radionici obiljezena bojom.

Ako mjesta za prihvat konstrukcije tijekom dizanja nisu obiljezena vrijede slijedec¢a opca pravila:

e pojedinacni elementi konstrukcije (stupovi ili grede) duljine do 3 m se prihvacaju na
jednom mijestu (na kraju),

e pojedinacni elementi konstrukcije (stupovi ili grede) dulji od 3 m se prihvacaju na dva
mjesta simetri¢no i to tako da je zahvat na % duljine elementa

Polozaj dijelova Celi¢ne konstrukcije u transportu je odreden projektnom dokumentacijom, a mora biti
takav da omogucuje sigurnost ljudi i konstrukcije koja se transportira. Nije dozvoljeno konstrukciju
postavljati u poloZaj koji nije projektom predviden, a moze izazvati deformacije i oStecenja konstrukcije.

Izvoditelj radova moZe predlozZiti odgovarajuéi poloZaj konstrukcije u transportu za sloZene konstrukcije
(sklopovi od vise elemenata) koji odobrava projektant ili nadzorni inZenjer.

11.2.3. Antikorozijska zastita celicne konstrukcije

Opcenito

Zastita celiéne konstrukcije od korozije obavlja se sukladno s odredbama Pravilnika o tehni¢kim mjerama
i uvjetima za zaStitu celi¢nih konstrukcija od korozije.

Svi elementi Celi¢ne konstrukcije Stite se protiv korozije osnovnom zastitom premazima.
Zastita premazima

Svi novi elementi koji ¢e se montirati Stite se od korozije premazima. Zastita premazima obuhvaca
premazivanje sa dva temeljna premaza na prethodno pjeskarevoj podlozi do Cistoce S21/2, prema
ISO8501. Nakon zavrSene montaze potrebno je popraviti sva ostec¢enja temeljnog premaza. Nakon
odmasdivanja povrsine nanosi se drugi temeljni premaz. Debljina temeljnih premaza iznosi 2x30u. Na
kraju se nanosi jos jedan sloj zavrSnog premaza debljine 30.

Montaza Celi¢ne konstrukcije

Izvoditelj montaze Celi¢ne konstrukcije je duzan izraditi Elaborat montaze celicne konstrukcije kojim se
odreduje slijedece:

e nacin montaZe pojedinih dijelova konstrukcije

e redoslijed i faze montaze

e potrebna oprema za montazu (mehanizacija, skela itd.)

e eventualna privremena ojacanja na konstrukciji radi montaze

e prikaz mjera zastite na radu za osiguranje sigurne montaze

U svakoj fazi montaze Celi¢ne konstrukcije mora biti osigurano:
e stabilnost i nepromjenjivost oblika montiranog dijela konstrukcije
e stabilnost pojedinog elementa konstrukcije koji se montira u odredenoj fazi i njegova
zadovoljavajuca nosivost u fazi montaze
e sigurnost ljudi, izvedenih radova, opreme i materijala pri istovremenoj izvedbi montaze
Celicne konstrukcije i ostalih radova na gradevini.

Prije poCetka montaZe Celi¢ne konstrukcije izvoditelj radova je duzan kontrolirati na gradnji sve mjere
koje su bitne za njegov rad i pregledati sve podloge na kojima ¢ée izvesti montazu celi¢ne konstrukcije.
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Izvoditelj celicne konstrukcije treba prije pocetka montaze zapisnicki preuzeti od narucitelja geodetske
podatke o izvedenim temeljima i dijelovima betonske konstrukcije na koje se temelji eli¢na konstrukcija
(visinske i tlocrtne kote dijelova koji odreduju poloZaj konstrukcije u prostoru).

vrsta odstupanja dozvoljeno odstupanje
gornja kota temeljne glave +5mm
nagib ravnine temeljne glave 1 %o

bazna Celi¢na ploca stupova +5mm
nagib bazne Celi¢na ploca stupova 0,5 %o

gornja kota sidrenih vijaka u odnosu na +20mm /-0 mm

projektiranu
duljina navoja sidrenih vijaka +80 mm /-0 mm

Odstupanja od mjera izvedenih lezajeva za Celi¢nu konstrukciju mogu biti unutar vrijednosti predvidenih
vazeéim Pravilnikom o tehnic¢kim mjerama i uvjetima za montazu celi¢nih konstrukcija odnosno prema
podacima iz gornje tablice.

Ako izvoditelj radova ustanovi razlike u mjerama ili nedostatke odnosno pogreske na podlozi, duzan je o
tome obavijestiti nadzornog inZenjera i zatraziti rjeSenje.

Svaki montirani segment se prije montaze provjerava glede ispravnosti geometrije i kvalitete izvedenih
spojeva. Svaku fazu montaze je potrebno geodetski kontrolirati. Rupe u spojevima se moraju poklapati.
Ako se rupe ne poklapaju nije dozvoljeno nasilno navlacenje konstrukcije nego je potrebno busenjem
povecati promjer rupe.

Svi vijci se nakon provjere geometrije odgovarajuce faze montaze osiguravaju protiv odvrtanja (elasti¢na
podloska ili kontra matica).

Prijem konstrukcije po zavrSenoj montazi obavlja se komisijski o ¢emu se sastavlja zapisnik.

11.2.4. Odrzavanje celic¢nih konstrukcija

Odrzavanje celi¢nih konstrukcija podrazumijeva pravilno koristenje i pravilno odrzavanje konstrukcija
tijekom vijeka koristenja.

Pravilno koristenje celiénih konstrukcija podrazumijeva primjenu tehnoloskih, korisnih i drugih
opterecéenja kao i primjenu temperaturnog rezima i drugih djelovanja na konstrukciju tijekom upotrebe
gradevine u skladu s projektom radi osiguranja funkcionalnosti i sigurnosti gradevine.

Pravilno odrzavanje Ccelicnih konstrukcija podrazumijeva preglede u odgovaraju¢im vremenskim
razmacima sa svrhom uocavanja i otklanjanja nedostataka. Pregledi su redoviti, glavni, izvanredni i
dopunski.

Redovite preglede treba obavljati jedanput godiSnje. Redovitim pregledom se kontrolira:
e pomaci temelja u svim pravcima
e pukotine i druga oStecenja na temeljima
e svidijelovi ¢eli¢ne konstrukcije ukljucivo spojna sredstva
e kontrola antikorozijske zastite.
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Glavni pregled se obavlja svakih 5 godina. Predmet kontrole glavnog pregleda je isti kao kod redovitih
pregleda uz dodatnu detaljnu kontrolu vijaka i zavarenih spojeva.

lzvanredni pregled se obavlja u slu¢ajevima znacajnih promjena optereéenja na konstrukciju
(elementarne nepogode, opterecenja veca od projektiranih i sl.) ili nakon uocavanja promjena na
konstrukciji (deformacije, osStec¢enja antikorozijske zastite).

Dopunski pregledi se obavljaju za zavarene konstrukcije i konstrukcije temeljene na slabom tlu. Zavareni
spojevi se kontroliraju 3 mjeseca nakon pocetka koristenja gradevine i nakon protekle prve zime. Za
konstrukcije temeljene na slabom tlu dopunski pregled obuhvaca iste kontrole kao redoviti pregled i
dodatno kontrolu slijeganja konstrukcije koja se obavlja geodetskim mjerenjima na reperima za mjerenje
slijeganja tijekom izgradnje i po zavrsetku izgradnje.

Osnovni podaci o materijalu

Celik: S235J0
Vijci  KV.10.9

11.2.5. Ostalo

Za gotove konstrukcije i opremu nije potrebno davati program kontrole i kvalitete.

Izvodac je duzan za sve materijale izvan propisanih standarda pribaviti odgovarajucu dokumentaciju na
osnovi koje ¢e investitor moci dati suglasnost za njihovu ugradnju. Ukoliko za odredenu vrstu radova ili
materijala ne postoje hrvatske norme i standardi, koristene su DIN ili odgovarajuce druge norme.

Obracun radova vrsit ¢e se po sistemu stvarno izvedenih radova.

11.3. Betonskii armiranobetonski radovi

11.3.1. Izvodenje betonskih radova

Izvoditelj konstrukcije i elemenata od betona i armiranog betona mora voditi dokumentaciju prema
Tehni¢kom propisu za gradevinske konstrukcije (NN 17/17, 75/20, 7/22), kojim dokazuje kvalitetu
materijala, izvedenih radova, te gotove konstrukcije, kao i drugu dokumentaciju predvidenu
projektom.

Betonski radovi izvode se prema projektu konstrukcije i projektu betona. Prije pocetka izvodenja
radova, izrade konstrukcije i elemenata betona, mora se izraditi projekt betona koji sadrzi:

sastav betonskih mjesavina, koli¢ine i tehnicke uvjete za projektirane klase betona,
- plan betoniranja, organizaciju i opremu potrebnu za izvodenje,

- nacin transporta i ugradnje betonske mjesavine,

- nacin njegovanja ugradenog betona,

- program kontrolnih ispitivanja sastojaka betona,

- program kontrole betona, uzimanje uzoraka i ispitivabnje betonske mjesavine i betona po
partijama,
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- plan montaZe elemenata, projekt skele za sloZzene konstrukcije i elemente od betona i
armiranog betona, ako nije naveden u projektu konstrukcije, te projekt za specijalne vrste
oplate.

Tehnicka svojstva i drugi zahtjevi te potvrdivanje sukladnosti betona odreduju se odnosno provode
prema normi HRN 1128:2007, normama na koje ta norma upuduje i odredbama Tehnickog propisa za
gradevinske konstrukcije (NN 17/17, 75/20, 7/22).

Sastavni materijali ne smiju sadrzavati Stetne primjese u koli¢inama koje mogu biti opasne za trajnost
betona ili uzrokovati koroziju armature. Moraju biti pogodni za namjeravano koristenje betona.

Za izradu betona mogu se rabiti cementi propisani normom HRN EN 197-1:2012 i HRN EN 197-2:2014.
Smiju se rabiti samo oni cementi koji imaju potvrdu sukladnosti s uvjetima odgovarajuce vazeée norme,
a izdaje tu potvrdu ovlastena hrvatska institucija. Ne smije se rabiti cement koji je na betonari
skladisten duZe od tri mjeseca, ako ispitivanjima osnovnih svojstava nije potvrdeno da mu kakvoda
odgovara propisanim uvjetima.

Za izradu betona moZe se upotrebljavati obi¢ni agregat propisan normom HRN EN 12620:2008. Mora
biti razdvojen u najmanije tri frakcije i treba imati potvrdu sukladnosti s uvjetima navedenih normi, koju
izdaje ovlastena hrvatska institucija. Frakcije agregata moraju se transportirati i skladistiti odvojeno,
tako da se ne prljaju, ne predrobljuju i ne segregiraju.

Podloga odlagaliSta agregata treba biti izvedena u dovoljnom nagibu za odvodnju vode koja se
procjeduje iz agregata. Na istome mjestu smiju se odlagati samo agregati iste nazivne frakcije iz istog
izvora, a iste nazivne frakcije iz razliCitih izvora samo ako je predhodno dokazano da imaju ista ili
dovoljno sliéna svojstva koja ne uzrokuju promjenu koli¢ine doziranja u betonu.

Voda za spravljanje betona treba zadovoljavati uvjete norme HRN EN 1008:2002. Pouzdano pitka voda
(iz gradskih vodovoda) moze se rabiti bez potrebe predhodne provjere uporabljivosti. Voda koja se ne
koristi za pice, a koristi se za izradu betona na osnovi provedenih ispitivanja, treba kontrolirati najmanje
jednom u tri mjeseca.

11.3.2. Organizacija i projekti za izvodenje betonskih radova

Organizacija, oprema i projekti za izvodenje betonskih radova na gradiliStu moraju biti uskladeni s
projektom konstrukcije i projektom betona.

Betoninanje moZe poceti nakon pregleda:
- podloge
- skele
- oplate
- armature.

11.3.3. Skelei oplate

Skele i oplate moraju biti tako projektirane, konstruirane i izvedene da mogu preuzeti optecenja i
utjecaje koji nastaju u izvodenju radova, bez Stetnih slijeganja i deformacija, osigurati to¢nost
predvidenu projektom konstrukcije, ne smiju biti ugrozeni ni osteceni oblik, funkcioniranje, izgled i
trajnost stalnih radova. Skele i oplate moraju zadovoljavati mjerodavne hrvatske i europske norme kao
Sto je HRN EN 1065:2002. Za izradu skela i oplate moZe se upotrebljavati svaki materijal koji ¢e ispuniti
uvjete konstrukcije ovih tehnickih uvjeta.
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Nadvisenje skele i oplate odreduje se ovisno o objektu i njegovoj namjeni te estetskom izgledu. Za
specijalne i osobito slozene objekte nadvisenje skele odreduje se proracunom.

Skele i oplate moraju biti tako izvedene da odgovaraju nacinu ugradnje, vibriranja, njegovanja i
toplinske obrade betona, prema projektu betona.

Oplata treba osigurati betonu trazeni oblik dok ne oévrsne. Kada je oplata sastavni dio konstrukcije ili
njezina elementa i ostaje ugradena u konstrukciji, treba provjeriti njezinu trajnost. Ako takva oplata ili
dio oplate ne utjece na nosivost konstrukcije, treba provjeriti da njezin utjecaj na konstrukciju nije
Stetan. Ako stedstva za ucvrsScivanje oplate prolaze kroz beton, ne smiju Stetno djelovati na beton.
Oplatu treba tako izvesti da ju je mogucde lako skinuti, bez oStecenja betona. Unutrasnje stranice oplate
moraju biti Ciste i prema potrebi premazane zastitnim sredstvom.

Premaz oplate nesmije biti Stetan za beton, ne smije djelovati na promjene boje povrsine vidljivog
betona i na vezu izmedu armature i betona i ne smije Stetno djelovati na materijal koji se naknadno
nanosi i na beton. Oplatu koja apsorbira znacajniju koli¢inu vode iz betona ili omogucava evaporaciju
treba odgovarajuce vlaziti da se sprijeci gubitak vode iz betona, osim ako nije za to posebno i
kontrolirano namijenjena. Za osiguranje trazenog zastitnog sloja betona treba koristiti odgovarajuce
vodilice ili distancere oplate od armature.

Skele ni oplate se ne smiju uklanjati dok beton ne dobije dovoljnu évrstodu:
- otpornu na ostecenja povrsine skidanjem oplate,
- dovoljnu za preuzimanje svih djelovanja na betonski element u tom trenutku,
- daizbjegne deformacije vece od specificiranih tolerancija ponasanja betona.

Oplata se skida po fazama, bez potresa i udara na nacin da se konstrukcija ne optereti i ne osteti.
Opterecenja skela treba otpustati postupno tako da se drugi elementi skele ne opterete. Stabilnost
skele i oplate treba odrzavati pri oslobadanju i uklanjanju optereéenja.

Kod tehnologija gradnje zahtjeva podupiranje konstrukcije i nakon skidanja oplate, raspored i nacin
podupiranja moraju se predvidjeti projektom betona. Specijalni nacin ugradnje i specijalni betoni mogu
zahtjevati posebne uvjete za oplatu (podvodni beton, pumpani beton i sl.). Za nosive elemente kod
kojih je slobodna duljina ve¢a od 6 m, oplata se postavlja tako da nakon njezina optereéenja ostane
nadvisenje veli¢ine L/100, gdje je L raspon elementa.

Prije pocetka ugradnje nadzor treba provjeriti: geometriju oplate, stabilnost oplate, skele i njihovih
temelja, nepropusnost oplate, uklanjanje necistoca (kao Sto su prasina, snijeg, led i ostaci Zice) s dijela
koji ¢e se betonirati, pripremu povrsine oplate, otvore u oplati.

11.3.4. Armatura

Za armiranje betonskih konstrukcija i elemenata koriste se Celici za armiranje, koji trebaju zadovoljavati
uvjete norme HRN EN 10080:2012 i uvjete projekta konstrukcije. Povrsina armature mora biti ocis¢ena
od slobodne hrde i tvari koje mogu $tetno djelovati na ¢elik, beton ili vezu izmedu njih. Celik za
armiranje betona treba rezati i savijati prema projektnim specifikacijama.

Rukovanje, skladiStenje i zaStita armature treba biti u skladu sa zahtjevima tehnickih specifikacija koje
se odnose na Celik za armiranje, projekta betonske konstrukcije te odredbama Tehnickog propisa za
gradevinske konstrukcije (NN 17/17, 75/20, 7/22). Armatura se ugraduje u armiranobetonsku
konstrukciju prema projektu betonske konstrukcije, normi HRN EN 13670:2010 i normama na koje ta
upucuje.
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Prije pocetka ugradnje, izvoda¢ mora prema normi HRN EN 13670-2010 provjeriti dali je armatura u
skladu sa zahtjevima iz projekta konstrukcije, dali je tijekom rukovanja i skladistenja armature doslo
do njezinog ostecivanja, deformacije ili druge promjene koja bi bila od utjecaja na tehnicka svojstva
betonske konstrukcije.

Nadzorni inZenjer neposredno prije pocetka betoniranja mora:

- provijeriti postoji li isprava o sukladnosti ¢elika za armiranje, odnosno za armaturu i dali su
iskazana svojstva sukladna zahtjevima iz betonske konstrukcije,

- provjeritidali je armaturaizradena, postavljena i povezana u skladu sa projektom betonske
konstrukcije te u skladu sa te odredbama Tehnickog propisa za gradevinske konstrukcije
(NN 17/17, 75/20, 7/22) te dokumentirati nalaze svih provedenih provjera zapisom u
gradevinski dnevnik.

11.3.5. Ugradnja betona

Beton se ugraduje prema projektu betona, normi HRN EN 13670-2010, normama na koje ta norma
upucuje i odredbama Tehnickog propisa za gradevinske konstrukcije (NN 17/17, 75/20, 7/22). Ako se
ugradnja betona prekida zbog nepredvidenih prilika (incidentne situacije), moraju se poduzeti mjere
da takav prekid ne utjeCe Stetno na nosivost i ostala svojstva konstrukcije odnosno elemenata. Ako
prekid ugradnje nije izveden na nacin predviden projektom, izvoditelj radova mora:

- ohrapaviti prekidnu povrsinu betona,

- odistiti prekidnu povrsinu betona,

- navlaziti je,

- odstraniti viSak vode sa prekidne povrsine
Pocetna temperatura svjeZeg betona u fazi ugradnje ne smije biti niza od +52. Najvisa temperatura
svjezeg betona koji se ne ugraduje posebnim postupcima predvidenim za temperirane betone ne smije

biti visa od + 302C. Ako je srednja dnevna temperatura zraka niza od +52Ciili visa od +302C za normalno
ocvrséivanje betona potrebno je poduzeti posebne mjere zastite betona.

Beton se mora transportirati i ubacivati u oplatu na nacin i uz uvjete koji sprec¢avaju segregaciju betona
te promjene u sastavu i svijstvima betona.

U konstrukciju se mora ugradivati beton takve konzistencije da se moze kvalitetno ugraditi i zbijati
predvidenim mehanickim sredstvima za ugradnju. Visina slobodnog pada betona ne smije biti veéa od
1,5 m, ako nisu poduzete potrebne mjere za sprecavanje segregacije.

Beton se ugraduje mehanicki, osim ako je tekuce konzistencije. Razastiranje betona vibratorom u oplati
nije dozvoljeno. Najveéa udaljenost mjesta ugradnje od mjesta konac¢nog polozaja u zbijenom stanju
ne smije biti ve¢a od 1,50 m.

Beton se unosi u slojevima ne visim od 70 cm. Idudi sloj mora se ugraditi za vrijeme koje osigurava
spajanje betona s predhodnim slojem. Beton u vise slojeva ugraduje se tako Sto se gornji sloj vibrira, a
donji revibrira.

Beton treba ugraditi i zbiti da se sva armatura obuhvati betonom i osigura zastitni sloj betona unutar
propisanih tolerancija, te beton dobije trazenu cvrsto€u i trajnost. Posebnu paZnju treba posvetiti
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ugradniji i zbijanju betona na mjestima promjene presjeka, suzenja presjeka, uz otvore, na mjestima
zgusnute armature i prekidanja betoniranja.

Beton treba tijekom ugradnje i zbijanja zastiti od insolacije, jakog vjetra, smrzavanja, vode, kise i
snijega. Naknadno dodavanje vode, cementa, povrsinskih otvrdivaca ili sliénih materijala nije
dopusteno.

11.3.6. Njegovanje ugradenog betona

Neposredno nakon betoniranja betona treba zastititi:
- da se skupljanje svede na najmanju mjeru,
- da se postigne potrebna povrsinska ¢vrstoca
- da se osigura dovoljna trajnost povrsinskog sloja
- od prebrzog isusivanja
- od brze izmjene topline izmedu betona i zraka
- od oborina i tekuée vode
- od smrzavanja
- od stetnih vibracija, udara ili drugih ostecéenja
Pogodni su sljededi postupci njegovanja primjenjeni odvojeno ili uzastopno:
- drZanje betona u oplati
- pokrivanje povrsine betona paronepropusnim folijama
- pokrivanjem vlaznih materijalima i njihovom zastitom od susenja
- drZanjem povrsine betona vidljivo vlaznom prikladnim vlaZzenjem
- primjenom zastitnog premaza utvrdene uporabljivosti

Postupci njegovanja trebaju osigurati nisku evaporaciju vlage iz povrsinskog sloja betona ili drati
povrsinu stalno vlaznom. Njegovanje povrsine betona treba zapoceti odmah po zavrietku zbijanja i
povrsinske obrade. Ako projektom betona nije drugacije odredeno, njegovanje betona mora trajati
najmanje 7 dana ili ne manje od vremena koje je potrebno da beton postigne 50% uvjetovane tlatne
¢vrstoce.

11.3.7. Kontrola kvalitete betona

Prema normi HRN EN 13670-2010 izvodac mora prije pocetka ugradnje provjeriti dali je beton u skladu
sa zahtjevima iz projekta betonske konstrukcije, te dali tijekom transporta betona doslo do promjene
njegovih svojstava koja bi bila od utjecaja na tehnicka svojstva betonske konstrukcije.

Kontrolni postupak utvrdivanja svojstva svjeZzeg betona provodi se na uzorcima koji se uzimaju
neposredno prije ugradnje betona u betonsku konstrukciju u skladu sa zahtjevima norme HRN EN
13670-2010 i projekta betonske konstrukcije.
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Kontrolni postupak utvrdivanja tla¢ne ¢vrstoée ocvrslog betona provodi se na uzorcima koji se uzimaju
neposredno prije ugradnje betona u betonsku konstrukciju u skladu sa zahtjevima projekta betonske
konstrukcije, ali ne manje od jednog uzorka za istovrsne elemente betonske konstrukcije koji se bez
prekida ugradivanja betona izvedu unutar 24 sata od betona istih iskazanih svojstava i istog
proizvodaca. Ako je koli¢ina ugradenog betona veca od 100 m?3, za svakih slijedeéih ugradenih 100 m?
uzima se po jedan dodatni uzorak betona.

Podaci o istovrsnim elementima betonske konstrukcije izvedenim od betona istih iskazanih svojstava i
istog proizvodaca evidentiraju se uz navodenje podataka iz otpremnice tog betona, a podaci o
uzimanju uzoraka betona evidentiraju se uz obavezno navodenje oznake pojedina¢nog elementa
betonske konstrukcije i mjesta u elementu betonske konstrukcije na kojem se beton ugradivao u
trenutku uzimanja uzoraka.

Ispitivane ¢vrstoce se mora zasnivati na ispitivanjima uzoraka kocaka brida 150 mm ili valjaka dimenzija
150x300 mm sukladnih HRN EN 12390-1:2012 i izradenih i njegovanih prema HRN EN 12350-1:2009.
Tla¢na cvrstoca utvrduje se na uzorcima ispitanim pri starosti 28 dana. Prihvacanje cvrstoce u
konstrukciji ili konstrukcijskom elementu treba provoditi prema HRN EN 13791:2007.

Za slucaj nepotvrdivanja zahtjevnog razreda tlacne ¢vrstoce betona treba na dijelu konstrukcije u koji
je ugraden beton nedokazanog razreda tla¢ne ¢vrstoée provesti naknadno ispitivanje tlaéne ¢vrstoée
betona u konstrukciji prema HRN EN 12504-1:2009 i ocjenu sukladnosti prema HRN EN 13791:2007.

11.3.8. Norme koje tretiraju radove u ovom programu kontrole

- HRN 1128:2007 Beton: Smjernice za primjenu norme HRN EN 206-1

- HRN EN 13670:2010 Izvedba betonskih konstrukcija

-HRN EN 12350 Ispitivanje svjezeg betona

-HRN EN 12390 Ispitivanje ocvrslog betona — serija normi 1 do 13

- HRN EN 12504 Ispitivanje betona u konstrukcijama — serija normi 1 do 3

-HRN EN 12620:2008 Agregati za beton

- HRN EN 13055:2016 Lagani agregati

- HRN EN 932 Ispitivanje opcih svojstava agregata

-HRN EN 933 Ispitivanje geometrijskih svojstava agregata

- HRN EN 1097 Ispitivanje mehanickih i fizikalnih svojstava agregata

-HRN EN 1367 Ispitivanje toplinskog i vremenskog utjecaja na svojstva
agregata

-HRN EN 1744 Ispitivanje kemijskih svojstava agregata

- nHRN 10080 Celik za armiranje betona

- nHRN 10260 Sustavi oznacivanja Celika

- HRN EN 10020 Definicije i razredba vrste Celika

- HRN EN 10027 Sustavi oznacivanja Celika

- HRN EN 197 Cement: sastav, specifikacija i mjerila sukladnosti cementa za

opce namjene
-HRN EN 196 Metode ispitivanja cementa
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- HRN EN 1008 Voda za pripremu betona

-HRN EN 934 Dodaci betonu, mortu i mortu za injektiranje

- HRN EN 480 Dodaci betonu, mortu i mortu za injektiranje

-HRN EN 771 Specifikacije za zidne elemente

- HRN EN 998 Specifikacije morta tza zide

- HRN EN 459 Gradevno vapno

-HRN EN 413 Zidarski cement

-HRN EN 13139 Agregati za mort

Ovlastene organizacije i institucije za atestiranje su na listi u Glasniku Zavoda kojeg izdaje Drzavni zavod
za normizaciju i graditeljstvo.

U skladu sa odredbama clanka 54. Zakona o gradnji (Narodne novine broj: 153/2013 i 20/2017,
39/2019, 125/2019) izvodac je duZan:

1 - povjeriti izvodenje gradevinskih radova i drugih poslova osobama koje ispunjavaju propisane
uvjete za izvodenje tih radova, odnosno obavljanje poslova,

2 - radove izvoditi tako da se ispune temeljni zahtjevi za gradevinu, zahtjevi propisani za energetska
svojstva zgrada i drugi zahtjevi i uvjeti za gradevinu,

3 - ugradivati gradevne i druge proizvode te postrojenja u skladu sa Zakonom o gradnji i posebnim
propisima,

4 - osigurati dokaze o svojstvima ugradenih gradevnih proizvoda u odnosu na njihove bitne znacajke,
dokaze o sukladnosti ugradene opreme i/ili postrojenja prema posebnom zakonu, isprave o
sukladnosti odredenih dijelova gradevine s temeljnim zahtjevima za gradevinu, kao i dokaze
kvalitete (razultati ispitivanja, zapisi o provedenim procedurama kontrole kvalitete i dr.) za koje je
obveza prikupljanja tijekom izvodenja gradevinskih i drugih radova za sve izvedene dijelove
gradevine i za radove koji su u tijeku odredena ovim Zakonom,posebnim propisom ili projektom,

5 - gospodariti gradevnim otpadom nastalim tijekom gradenja na gradilistu sukladno propisima koji
ureduju gospodarenje otpadom,

6 - oporabiti i/ili zbrinuti gradevni otpad nastao tijekom gradenja na gradilistu sukladno propisima
koji ureduju gospodarenje otpadom,

7 - sastaviti pisanu izjavu o izvedenim radovima i o uvjetima odrzavanja gradevine temeljem
posebnog Pravilnika.

Zagreb, ozujak, 2023.
Projektant: Danko Fundurulja, dipl.ing.grad., G315
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12. ISKAZ PROCIJENJENIH TROSKOVA GRADNJE

U ovom pregledu procjene troSkova gradenja daje se procijenjeni iznos za dio projekta koji se odnosi
na Glavni gradevinski projekt konstrukcije.

Na temelju pregleda procjene potrebnih ulaganja, za radove na izgradnji konstrukcija nadstresnice
za opremu i nadstresnice za betonske bokseve predmetnog zahvata treba utrositi cca. 150 000,00

EUR (bez PDV-a, izraZzeno u nominalnim iznosima na temelju trenutno vazecih cijena):

GLAVNI GRADEVINSKI PROJEKT KONSTRUKCUJA

Zagreb, ozujak, 2023.

— procijenjeni iznos cca.: 150 000,00 EUR

Projektant: Danko Fundurulja, dipl.ing.grad., G315
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